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PICMG 1.3 Allows users to protect their investment in PCI (PCI-X) technology while 
taking advantage of the speed and increased bandwidth of PCI Express

 What is PICMG1.3 ?
● Bring PCI Express to SBC with high speed and bandwidth 

Designed to interface with PCI Express peripherals on a backplane. The PCI Express interconnects with the backplane can operate at x1, x4, x8, x16, and others 
depending on the capabilities of both the SHB and the backplane.

● Support PCI(PCI-X) on board with flexibility 
The optional PCI(-X) portion of the SHB interconnect with the backplane allows for 32-bit Operation. The clock rate can be 33MHz, 66MHz, 100MHz, and 
133MHz, depending on how the backplane and SHB are designed. 

● Miscellaneous IO 
SATA, USB, IPMB, SMBUS, Geographic Addressing, and PCI wake up to the backplane is specified. Simplified the cabling on SHB for system  

 PICMG1.3 Key Features
● PCI Express 

20 PCI Express lanes including x16, x4 and x1 PCI Express configuration are supported

● Reset signal line defined 
Common header defined on backplane for reset function

● ATX power signals are supported 
AUX voltages for stand-by power and sleep states (Soft starts, wake-on-LAN)PSON#, PWRGD, PWRRBT# , 
and ACPI States Supported

 So Why PICMG1.3 ?
● The new  technology is expected to allow the PCIe transmission rates to keep pace with 

processor and I/O advances for the next 10 years or more.

● Same basic mechanical dimensions are maintained to minimize chassis redesign 
expense

● Better host board power management and simplified I/O cabling

● Support PCI Express, PCI option cards without driver changing

Chipsets no longer offer native support for ISA

Faster chipsets & system 
busses
Faster CPU

Chipsets are migrating 
toward PCI Express

The Future will be….

Graphic & Server Grade PICMG 1.3 Solutions
Type 1: Graphic Grade SBC Type 2: Server Grade SBC

PICMG1.3 PCIE Slots Configuration

PCIE Slots Available (Non -switch)

SBC Type
Graphic Grade Server Grade

A B A B C
x16 1 1
x8 x x 2 2
x4 1 - 1 - 5
x1 - 4 - 4 -

Backplane Solution IEI PE/PXE series IEI SPE/SPXE series

ABCD ABCD

Type 1 Type 2

Type 1 Type 2

Support PCIe x16 
Graphic Card

Support 
Dual 
PCIe x8 
Application

P I C M G 1 . 3 - I n t r o - V 2 2
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: Optimized performance/watt for ≤200W full size SBC 
and dense-tiny systemsIntel® 5100 

• SPCIE-5100DX for two 
way Intel® Xeon® CPU

ECC (Error Checking and Correcting) is a kind of parity checking on 
memory module which can detect both single-bit and multi-bit errors, 
and will actually correct single-bit errors. ECC requires Parity Memory 
Module and a setting in the BIOS to be enabled.

Why we need ECC ?
ECC has the ability to correct a detected single-bit error in memory. 
System will continue without a hiccup and even have no idea that 
anything even happened when ECC has corrected a single-bit error. 
That is why ECC Memory are predominantly used in servers rather than 
in client computers.

Extra Memory Chip for ECC (un-buffered)
ECC SDRAM module

Extra memory chip for ECC (un-buffered)

 What is ECC ?

 IEI Solution
• SPCIE-5100P for Intel® 45nm 

Mobile Core™ 2 Duo CPU (Penryn)

Benefit and Application

Reduce system unstable caused by
►Long-term Operating
►Heavy Data Loading
►Complicated Computing

Ticket Payment MachineATM (Banking) Industrial Server

ECC Benefit:
Enhance System Reliability & Security

Blue screen of death 

Server Grade
Intel® 5100 Chipset

Five PCIe x4

Intel® 5100 Block Diagram

ECC  
Registered DDR2

Intel® CPU
Xeon / Merom

Intel® 5100 Chipset

FSB 1066/1333
Configurable set of 
PCI Express x4, x8 
or x16 ports

12 x USB 2.0

6 x SATA II

GbE Controller

PCI Slot

DMI

Intel® ICH9R
Chipset 

LPC

ITE/8712F Super I/O

CPU Fan IR RS-232 FDD KB/MS

CRT

XGI Z9s Graphic  
Controller

P I C M G 1 . 3 - I n t r o - V 2 2
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Full Size PICMG 1.3 Selection Guide

Model Name SPCIE-5100DX SPCIE-5100P PCIE-Q57A PCIE-G41A

CPU Socket LGA771 Socket P LGA 1156 LGA 775 

CPU Type  Intel® Xeon® processor
Intel® Core™2 Duo, 
Celeron®M

Intel® Core™i7 Intel® Core™2 Quad/Duo

FSB 1066/1333 MHz  1066MHz  NA 800/1066/1333MHz  

Chipset Intel® 5100 MCH + ICH9R Intel® 5100 MCH + ICH9R Intel® Q57 Intel® G41 + ICH7R

Memory 
4 x 240-pin, Max. 32 GB, 533/667 MHz 
dual-channel DDR2 ECC Registered 
DIMM 

4 x 240-pin, Max. 8 GB, 533/667 MHz 
dual-channel DDR2 ECC Registered 
DIMM 

2 x 240-pin, Max.8GB, 1333/1066 MHz 
dual-channel DDR3 DIMMs 

2 x 240-pin, Max.8GB, 667/800 MHz 
dual-channel DDR2 DIMMs 

Display 
Interface 

XGI Volari Z9s Graphic controller 
supports analog CRT output

XGI Volari™ Z9s PCI graphic controller 
supports analog CRT output

VGA Integrated in Intel® Q57 supports 
analog CRT 

VGA Integrated in Intel® G41 supports 
analog CRT 

Ethernet Dual Intel® 82574L GbE controllers Dual PCIe GbE Intel® 82574L controllers 
Intel® 82583V PCIe controller 
Intel® 82578DM with Intel® iAMT 6.0 
supported

Dual PCIe Realtek 8111CP GbE controller

I/O Interface 

2 x RS-232 
12 x USB 2.0 
1 x LPT 
1 x Infrared Interface  
2 x 5-pin header for KB/MS

2 x RS-232 
8 x USB 2.0 
1 x LPT 
1 x Infrared Interface  
1 x 6-pin header for KB/MS

2 x RS-232 
14 x USB 2.0 
1 x LPT 
1 x Infrared Interface  
1 x Keyboard/ Mouse

2 x RS-232 
1 x IDE 
8 x USB 2.0 
1 x LPT 
1 x Infrared Interface  
1 x Keyboard/ Mouse

Drive Interface 6 x SATA II (RAID 0/1/10/5)  
1 x FDD

6 x SATA II (RAID 0/1/10/5)  
1 x FDD

6 x SATA II (RAID 0/1/10/5) 
1 x FDD

4 x SATA II (RAID 0/1/10/5) 
1 x FDD

Audio 
10-pin on-board header connects to the 
IEI AC-KIT883HD 7.1 channel HD audio 
kit

10-pin on-board header supports  
7.1 channel HD Audio by AC-KIT883HD

7.1 channel HD audio kit with Realtek 
ALC883 codec supports dual audio 
streams

5.1 channel audio kit with Realtek 
ALC655 AC'97 codec 
7.1 channel HD audio kit with Realtek 
ALC883 codec supports dual audio 
streams

Digital I/O 8-bit Digital I/O (4-bit input / 4-bit output) 
8-bit Digital I/O
 (4-bit input / 4-bit output) 

8-bit Digital I/O (4-bit input / 4-bit output) 8-bit Digital I/O (4-bit input / 4-bit output) 

Power 
consumption 

3.3V@0.62A, 5V@4.69A, 12V@2.32A 
(Dual Intel® Xeon® L5138 1.60GHz 
1066MHz FSB CPU with 4GB DDR2 
667MHz)

3.3V@0.62A, 5V@4.69A, 12V@2.32A 
(Intel® Core™2 Duo P8600 2.4GHz 
1066MHz FSB CPU with 8GB DDR2 
667MHz)

3.3V@0.89A, 5V@4.62A, 12V@0.51A, 
Vcore_12V@4.35A, 5VSB@0.14A 
(Intel® Core i5 660 3.3GHz CPU with  
2 x 2GB DDR3 1066MHz)

3.3V@0.3A, 5V@6.71A, 12V@0.27A, 
Vcore_12V@1.91A
(Intel® Core™2 Duo E8500 3.16GHz 
1333MHz FSB CPU with 2*2GB DDR2 
800MHz)

Watchdog 
Timer 

Software programmable supports 1 ~255 
sec. system reset 

Software programmable supports 1 ~255 
sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Operation 
Environment 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

On board 
expansion slot N/A N/A N/A N/A 

CPU cooler 2 x 19100-000110-00-RS CF-479B-RS CF-1156A-R10 CF-775A-RS / CF-520-RS-R11

P I C M G 1 . 3 - S e l e c t i o n - V 2 5

Server Grade

NEW!!
Server Grade NEW!!NEW!!



ORing
Network 
Communication

7

Panel  
Solutions

6

I/O 
Communication 
Solutions

5

Video  
Capture 
Solutions

4

Power Supply/
Peripherals

8

1
Industrial 
Computing 
Solutions

Embedded 
Computing 
Solutions

2

www.ieiworld.com

1-�

Single Board Computer / Full Size

Industrial Data 
Collector
and Controller

3

Model Name PCIE-Q350-R11 PCIE-9650-R11 PCIE-9450-R30 PCIE-9652 PCIE-9452-R12 

CPU Socket LGA 775 LGA 775 LGA 775 Socket P Socket M 

CPU Type Intel® Core™2 Quad/Duo
Intel® Core™2 Quad/Duo,  
Pentium®D/4

Intel® Core™2 Duo, Pentium® 
D/4/Celeron® D

Intel® Core™2 Duo or 
Celeron® M

Intel® Core™2 Duo, 
Core™ Solo/Celeron® M

FSB 800/1066/1333MHz  533/800/1066MHz  533/800/1066MHz  533/800 MHz 533/667 MHz

Chipset Intel® Q35 + ICH9DO Intel® Q965 + ICH8DO Intel® 945G + ICH7R Intel® GME965 + ICH8M-E Intel® 945GME + ICH7R 

Memory 4 x 240-pin, Max.8GB, 667/800 
MHz dual-channel DDR2 DIMM 

4 x 240-pin, Max.8GB, 
533/667/800 MHz dual-channel 
DDR2 DIMM 

4 x 240-pin, Max.4GB, 
400/533/667 MHz dual-channel 
DDR2 DIMM 

2 x 240-pin, Max. 4 GB, 533/667 
MHz dual-channel DDR2 
SDRAM DIMM

2 x 240-pin, Max.4GB, 
400/533/667 MHz dual-channel 
DDR2 DIMM 

Display 
Interface 

VGA Integrated in Intel® Q35 
supports analog CRT and 3-pin 
SDVO output for dual display 
application 
(IEI PCIe x 16 SDVO add-on 
card ) 

VGA Integrated in Intel® Q965 VGA Integrated in Intel® 945G 

VGA Intgrated in Intel® GME965 
HDTV-Out 
24-bit dual channels LVDS by 
Intel® GME965

VGA Integrated in 
Intel® 945GME  
18/24-bit dual channels LVDS 
NTSC/PAL HDTV-out 

Ethernet 

Dual Intel® GbE controllers  
LAN : Intel® 82566DM 
controllers  
LAN2: Intel® 82573L GbE 
controllers 

Dual PCIe GbE Intel® 82573L 
GbE controllers

Dual Broadcom BCM5787M 
PCIe GbE controllers 

Dual Intel® 82573L GbE 
controllers 

Dual Broadcom BCM5787M 
PCIe GbE controllers 

I/O Interface 

2 x RS-232 
12 x USB 2.0  
1 x Keyboard  
1 x Mouse  
1 x Infrared Interface  
1 x TPM 

2 x RS-232  
10 x USB2.0  
1 x Infrared Interface  
1 x Keyboard  
1 x Mouse

2 x RS-232 
7 x USB 2.0  
1 x LPT  
1 x Infrared Interface  
1 x PS/2 for KB & MS  
1 x 5-pin connector for KB 

2 x RS-232 0 
10 x USB 2.0  
1 x LPT  
1 x Infrared Interface  
1 x Keyboard  
1 x Mouse  
1 x TPM

2 x RS-232  
8 x USB 2.0  
1 x LPT  
1 x Infrared Interface  
1 x Keyboard  
1 x Mouse

Drive Interface 6 x SATA II (RAID 0/1/10/5) 
6 x SATA II 
(RAID 0/1/10/5) 

4 x SATA II (RAID 0/1/5/10)   
1 x IDE  
1 x FDD

1 x IDE 
3 x SATA II (RAID 0/1)  
1 x FDD  
1 x CF Type II 

4 x SATA (RAID 0/1/5/10)  
1 x IDE  
1 x FDD 
1 x CF type II

Audio 
10-pin on-board header supports  
7.1 channel HD Audio by  
AC-KIT883HD

10-pin on-board header supports  
7.1 channel HD Audio by  
AC-KIT883HD

5.1 channel audio kit with 
Realtek ALC655 AC'97 codec  
10-pin on-board header supports 
7.1 channel HD Audio by AC-
KIT883HD 

10-pin on-board header supports  
7.1 channel HD Audio by  
AC-KIT883HD 

5.1 channel audio kit with 
Realtek ALC655 AC'97 codec  
10-pin on-board header supports 
7.1 channel HD Audio by AC-
KIT883HD 

Digital I/O 16-bit Digital I/O 
(8-bit input / 8-bit output) 

8-bit Digital I/O 
(4-bit input / 4-bit output) 

8-bit digital I/O 
(4-bit input/4-bit output) 

8-bit Digital I/O
 (4-bit input / 4-bit output) 

8-bit digital I/O 
(4-bit input/4-bit output) 

Power 
consumption 

3.3V@3.0A, 5V@5.1A, 
5Vsb@0.28A, 12V@4.23A
(Intel® Core™2 Duo E6700 2.66 
GHz CPU with 1066 MHz FSB, 8 
GB DDR2 667 MHz SDRAM)

5V@7.02A, 3.3V@1.1A, 
5VSB@0.29A, 12V@6.6A
(Intel® Core™ 2 Quad QX6700 
2.66GHz CPU,4 GB DDR2 
800MHz SDRAM)

12V@9A, 5V@2.6A, 
3.3V@6.3A, 5Vsb@0.93 A, 
-12V@0.1A 
(Intel® Pentium® D 3.73 GHz 
CPU, 4GB DDR2 667 MHz 
SDRAM)

3.3V@0.13A, 5V@5.3A, 
5Vsb@0.04A, 12V@1.3A
( Intel® Core™ 2 Duo T7300 2 
GHz CPU, 1GB DDR2 667 MHz 
SDRAM)

5 V@4.14A, 12V@2.9A, 3.3V 
0.72A
(Intel® Core™2 Duo T7200 
2.06 GHz CPU 667 MHz FSB, 
1GBDDR2 667 MHz SDRAM)

Watchdog 
Timer 

Software programmable and 
supports 1~255 sec. system 
reset 

Software programmable and 
supports 1~255 sec. system 
reset 

Software programmable and 
supports 1~255 sec. system 
reset 

Software programmable and 
supports 1~255 sec. system 
reset 

Software programmable and 
supports 1~255 sec. system 
reset 

Operation 
Environment 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing 

On board 
expansion slot N/A N/A N/A N/A N/A 

CPU cooler CF-775A-RS / CF-520-RS-R11 CF-775A-RS / CF-520-RS-R11 CF-775A-RS / CF-520-RS-R11 CF-479B-RS CF-479B-RS 

Full Size PICMG 1.3 Selection Guide
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Dual LGA771 Intel® Quad/
Dual core Xeon™ Processor

Intel® 5100 MCH

Dual channel ECC Registered 
DDR2 667/533MHz DIMM

KB/MS
6 x SATA II

2 x RS-232
DIO

LPT

FDD

Audio
2 x USB2.0

Dual PCIe 
GbE

VGA

XGI Volari™ Z9sICH9R

SPCIE-5100DX

 CPU 
Dual-Core Intel® Xeon® processor 5100/5200 series CPU with a 
1333/1066MHz FSB 
Quad-Core Intel® Xeon® processor 5300/5400 series CPU with a 
1333/1066MHz FSB 
Processor Package: LGA771 (Socket J)
 System Chipset 
Intel® 5100 MCH (San Clemente) + ICH9R chipsets
 BIOS 
AMI Flash BIOS 
 System Memory 
Four 240-pin 667/533 MHz dual-channel DDR2 ECC Registered DIMM 
supported (system max. 32GB)
 Ethernet Dual PCIe Ethernet support by Intel® 82574L GbE
 I/O Interface 
2 x RS-232	 1 x LPT 
1 x FDD	 2 x 5-pin header for KB/MS 
12 x USB 2.0 
(Two on the bracket, six on board and four on backplane by pin header) 
6 x SATA II with RAID 0,1, 5 and 10
 Digital I/O 
8 bit digital I/O, 4-bit input/ 4-bit output
 Infrared 
1 x Infrared by pin header
 Super I/O 
ITE IT8718F
 Display Interface 
D-sub analog output via XGI Volari™ Z9s PCI  graphic controller 
integrated 64MB DDR memory 
Supported resolution up to UXGA(1600x1200) and CRT hot plug
 Audio 
7.1 channel HD audio kit with Realtek ALC883 codec supports dual audio 
streams
 Watchdog Timer  
Software programmable supports 1 ~255 sec. System reset
 Power Supply 
ATX Power
 Power consumption 
3.3V@1.07A, 5V@5.55A, 12V@12.3A (Dual Intel® Xeon® 5110 1.6GHz 
processor with 8GB DDR2 667MHz)
 Temperature 
operation: 0°C ~ 60°C (32°F ~ 140°F) 
operation: 0°C ~ 55°C (For 80W CPU limitation)
 Humidity 
operation: 5% ~95% non-condensing
 Dimensions 
338 mm x 126 mm
 Weight 
GW: 1500 g / NW: 1200 g

Part No. Description

SPCIE-5100DX-R10
Full Size PICMG1.3 Server Grade CPU Card supports Dual 
Intel® Xeon Dual/Quad core processors, Intel 5100 and 
ICH9R with VGA, Dual GbE, USB and SATA RAID

AC-KIT883HD-R10
7.1 Channel HD Audio Kit with Realtek ALC883 support dual 
audio streams

32200-000017-RS FDD cable

19800-000049-RS LPT cable

19800-000066-RS KB/MS cable with bracket

32102-000100-100-RS
32102-000100-200-RS

SATA power cable

1 x SPCIE-5100DX single board computer

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

2 x LGA771 CPU cooler(P/N:19100-000110-00-RS)

6 x SATA cable (P/N: 32000-062800-RS ) 1 x Mini jumper pack

1 x Dual USB cable (P/N: CB-USB02-RS) 1 x SBC support Bracket

1 x Utility CD 1 x QIG

1. PICMG1.3 Full size CPU Card with Intel® 5100 server grade chipset solution
2. Dual LGA 771 Intel® Quad/Dual core Xeon® processor with a 1333MHz FSB
3. Intel® 5100 server-grade platform supports six PCIe x4 lanes for flexible 

PCIe application
4. ULV XGI Volari Z9s Graphic controller support VGA output
5. Four 240-pin DDR2 ECC Registered DIMM supported up to 32GB 
6. Six SATA II  with RAID function improved performance and reliability  

for systems
7. IEI One Key Recovery solution allows you to create rapid OS backup  

and recovery

Packing List

Ordering Information

Specifications

Features 

Full size PICMG1.3  CPU card supports dual socket LGA 
771 Intel® Xeon® processors and comes with VGA, Dual 
GbE, SATA II with RAID function, USB 2.0

Intel® Xeon® processor suggestion table

PICMG1.3 Server 
Grade Solution

CPU Cooler
(P/N:19100-000110-00-RS)

Processor  Number Process Clock Speed (GHz) FSB(MHz) L2 Cache TDP Cores 
L5430 45nm 2.66GHz 1333MHz 12MB 50W 4
L5420 45nm 2.5GHz 1333MHz 12MB 50W 4
L5410 45nm 2.33GHz 1333MHz 12MB 50W 4
L5408 45nm 2.13GHz 1066MHz 12MB 40W 4
L5320 65nm 1.86GHz 1066MHz 8MB 50W 4
L5318 65nm 1.6GHz 1066MHz 8MB 45W 4
L5310 65nm 1.6GHz 1066MHz 8MB 50W 4
L5248 45nm 3.0GHz 1333MHz 6MB 55W 2
L5240 45nm 3.0GHz 1333MHz 6MB 40W 2
L5238 45nm 2.66GHz 1333MHz 6MB 35W 2
L5215 45nm 1.86GHz 1066MHz 6MB 20W 2
E5450 45nm 3.0GHz 1333MHz 12MB 80W 4
E5440 45nm 2.83GHz 1333MHz 12MB 80W 4
E5410 45nm 2.33GHz 1333MHz 12MB 80W 4
E5405 45nm 2.0GHz 1333MHz 12MB 80W 4
E5345 65nm 2.33GHz 1333MHz 8MB 80W 4
E5335 65nm 2.0GHz 1333MHz 8MB 80W 4
E5320 65nm 1.86GHz 1066MHz 8MB 80W 4
E5310 65nm 1.6GHz 1066MHz 8MB 80W 4
E5240 45nm 3.0GHz 1333MHz 6MB 40W 2
E5220 45nm 2.33GHz 1333MHz 6MB 65W 2
E5205 65nm 1.86GHz 1066MHz 6MB 65W 2
E5160 65nm 3.0GHz 1333MHz 4MB 80W 2
E5150 65nm 2.66GHz 1333MHz 4MB 65W 2
5148 65nm 2.33GHz 1333MHz 4MB 40W 2
5140 65nm 2.33GHz 1333MHz 4MB 65W 2
5138 65nm 2.13GHz 1066MHz 4MB 35W 2
5130 65nm 2.0GHz 1333MHz 4MB 65W 2
5128 65nm 1.86GHz 1066MHz 4MB 40W 2
5120 65nm 1.86GHz 1066MHz 4MB 40W 2
5110 65nm 1.8GHz 1066MHz 4MB 65W 2

"Yellow" means long-term support

FSB1333 Dual DDR2 
667

Intel® Matrix
Storage Manager
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SPCIE-5100DX Dimensions

There are some limitations for certain expansion slots when the SPCIE-5100DX is installed on the backplane. Please see the section 
below table for more details.

Model Total Slots System

Expansion Slots

System TypePCIe
PCI-X PCI

x8 x4 x1

SPE-4S 4 One 2* 1 - - - Single

SPE-6S 6 One - 5* - - - Single

SPE-9S 9 One 2* 3 - - 3 Single

SPXE-9S 9 One 2* 2 - 2 2 Single

SPXE-14S 14 One 1* - 12* - - Single

Backplanes Slot Label Limitation

SPE-4S PCIEX8_1 The length of the expansion card installed in this PCIe x8 slot should be less than 21cm.

SPE-6S
PCIEX4_1 

The length of the expansion card installed in these two PCIe x4 slots should be less than 21cm.
PCIEX4_2

SPE-9S PCIEX8_1 This PCIe x8 slot is not supported by the SPCIE-5100DX

SPXE-9S PCIEX8_1 This PCIe x8 slot is not supported by the SPCIE-5100DX

SPXE-14S
PCIEX1_A1 This PCIe x1 slot is not supported by the SPCIE-5100DX

PCIEX8_1 The length of the expansion card installed in this PCIe x8 slot should be less than 21cm.

The limitations for certain expansions slots on the backplanes when installed with SPCIE-5100DX are listed below.

PICMG1.3 Server Grade System Solution

S P C I E - 5 1 0 0 D X - V 1 0
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SPCIE-5100P
Full-size PICMG1.3  CPU card supports socket P Intel® 45nm Core™2 
Duo processors and comes with VGA, Dual PCIe GbE, SATA II with 
RAID function, USB and Audio

1. PICMG1.3 full size server grade solution
2. Intel® 45nm socket P Core™ 2 Duo processor with a 1066 MHz FSB
3. Intel® 5100 server-grade platform supports six PCIe x4 lanes for flexible 

PCIe application
4. ULV XGI volari Z9s graphic controller support VGA output 
5. Four 240-pin DDR2 ECC Registered DIMM supported
6. Six SATA II with RAID support RAID 0, 1, 5 and 10
7. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

Features

Specifications

Ordering Information

Part No. Description

SPCIE-5100P-R10

Full-size PICMG1.3  CPU card supports socket P 
Intel® 45nm Core™2 Duo processors and comes 
with VGA, Dual PCIe GbE, SATA II with RAID 
function, USB and Audio

CF-479B-RS CPU cooler (50mm x 50mm x 26mm, 50W)

AC-KIT883HD-R10 7.1 channel HD audio Kit with Realtek ALC883 
support dual audio streams

32200-000017-RS FDD cable

19800-000049-RS LPT cable

19800-000075-RS KB/MS cable with bracket
32102-000100-100-RS
32102-000100-200-RS SATA power cable

Packing List
1 x SPCIE-5100P Single Board Computer

1 x Mini jumper pack

6 x SATA cable (P/N: 32000-062800-RS)

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x USB Cable (P/N: CB-USB02-RS)

1 x Utility CD

1 x QIG

Intel® Socket P 45nm Processor

Dual channel ECC Registered 
DDR2 667/533MHz DIMM

Intel® 
5100MCH 6 x USB 2.0 6 x SATA II

2xRS-232
DIO LPT FDD

KB/MS
IrDA

2 x USB 2.0

Dual PCIe 
GbE

VGA

AudioICH9R XGI Volari™ Z9s

PICMG1.3 Server 
Grade Solution Intel® Matrix

Storage Manager

Intel® Core™2 Duo 
family processor
New micro-architecture 
features for greater 
performance and new 
capabilities

Intel’s First 45nm micro 
processors
High-k + metal gate 
transistors - breakthrough 
technology that significantly 
reduces leakage power

Up to 6MB L2 Cache & 
1066 FSB
Larger L2 & higher 
FSB deliver higher 
performance

Improved Performance 
Performance and energy 
efficiency lead established 
by Intel® Core™2 family 
processors

Penryn processor

Intel® Core™2 Duo Processor Features

Socket P1066FSB

 CPU 
Socket P Intel® Core™2 Duo processors with a 1066 MHz FSB
 System Chipset 
Intel® 5100 MCH + ICH9R chipsets
 BIOS 
AMI Flash BIOS
 System Memory 
Four 240-pin 667/533 MHz dual-channel DDR2 ECC Registered DIMM 
supported  (system max. 8GB) 
 Ethernet 
Dual PCIe Ethernet support by Intel® 82574L GbE 
 I/O Interface 
2 x RS-232 
12 x USB 2.0 

	 (Two on the bracket, six on SBC and four on backplane by pin header)
	 6 x SATA II with RAID 0,1, 5 and 10 

1 x LPT 
1 x FDD 
1 x 6-pin header for KB/MS
 Digital I/O 
8 bit digital I/O, 4-bit input/ 4-bit output
 Infrared Interface 
1 x Infrared by pin header
 Super I/O 
ITE IT8718F
 Display Interface 
VGA support by XGI Volari Z9s Graphic controller

	 Support VGA resolution support up to 1600x1200
 Audio 
Support by 7.1 channel HD Audio Kit
 Watchdog Timer 
Software programmable supports 1 ~255 sec. System reset
 Power Supply 
ATX Power
 Power consumption 
3.3V@0.62A, 5V@4.69A, 12V@2.32A (Intel® Core™2 Duo P8600 
2.4GHz 1066MHz FSB CPU with 8GB DDR2 667MHz)
 Temperature 
Operation: 0°C ~ 60°C ( 32°F ~ 140°F)
 Humidity 
Operation: 5% ~95% non-condensing
 Dimension 
338 mm x 126 mm
 Weight 
GW: 1200 g / NW:  420 g

S P C I E - 5 1 0 0 P - V 2 3
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Backplane SPE-4S SPE-6S SPE-9S SPXE-9S SPXE-14S

Total Slot 4 6 9 9 14

PCIe

x16
x8 2(x16connector) 1+1(x16connector) 1+1(x16connector) 1(x16connector)
x4 1 5 3 2
x1 12

PCI-X 2
PCI 3 2

PSU TYPE 24+4-pin ATX 24+4-pin ATX 24+4-pin ATX 24+4-pin ATX 24+8-pin ATX

Chassis Option
PAC-106G
PAC-107G

PAC-1000G

PAC-106G
PAC-107G

PAC-1000G
PAC-125G PAC-125G

RACK-305G
RACK-360G
RACK-814G

RACK-3000G

Selection Guide PAC series wall-mount Chassis 		      4U Rack-mount Chassis

Server grade backplane accommodates PCIe x8 and multiple PCIe x4 add-on cards.  
It is specially designed for extensive data transfer application such as data storage 
server or applications that require more than one PCIe x4 or four PCIe x1 cards.  Given 
the multiple PCIe x4 and x1 supports, it provides a more cost effective solution for end-
users by reducing the number of systems.

Backplane
Totoal PCIe PSU Type Chassis Option

Slot x16 x8 x4 x1 PCI-X PCI

SPE-4S 4 - 2 (x16 
connector) 1 - - 24+4-pin 

ATX PAC-106G, PAC-1000G

SPE-6S 6 - 5 - - - 24+4-pin 
ATX PAC-106G, PAC-1000G

SPE-9S 9 - 1+1 (x16 
connector) 3 3 24+4-pin 

ATX PAC-125G

SPXE-9S 9 - 1+1 (x16 
connector) 2 2 2 24+4-pin 

ATX PAC-125G

SPXE-14S 14 - 1(x16 
connector) - 12 - - 24+4-pin 

ATX
RACK-305G, RACK-360G 

RACK-814G, RACK-3000G

System Solution for options

PICMG 1.3 Backplane

IEI Server Grade Backplane Solution

P I C M G 1 . 3 - S e r v e r B P 1 - V 2 3

SPE-4S-R10

Server Grade Backplane
Example Corresponding Model

EX1: 2x8 & 1x4 slots 

EX2: 2x8, 3x4 slots 

EX3: 5x4 slots 

SPE-4S

SPE-9S SPXE-9S

SPE-6S

SHB      x8      x8         x4

SHB     x8  x4   x8  x4  x4
  x8

SHB x4   x4   x4   x4  x4

Server Grade

Ordering Information

● SPE-4S-R10	 4 Slot PICMG 1.3 Backplane with 2 PCIe x16 (x8 signal)  and 1 PCIe x4 slots
● PAC-106G	 6-slot full-size compact chassis
● PAC-107G 	 6-slot full-size compact chassis
● PAC-1000G	 6-slot full-size compact chassis
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SPXE-9S-R10 SPXE-14S-R10

Ordering Information

● SPE-9S-R10	 9 Slot PICMG 1.3 Backplane with 2 PCIe x16  
	 (x8 signal) 3 PCIe x4, and 3 PCI
● PAC-125G	 10-slot full-size compact chassis

Ordering Information

● SPXE-9S-R10	 9 Slot PICMG 1.3 Backplane with 2 PCIe x16  
	 (x8 signal)2 PCIe x4, 2 PCI-X, and 2 PCI
● PAC-125G	 10-slot full-size compact chassis

Ordering Information
● SPXE-14S-R10	 14-Slot PICMG 1.3 Backplane with 1 PCIe x16 (x8 signal) 
	 and 12 PCIe x1	
● RACK-305G	 4U 14-slot full-size rack-mount chassis
● RACK-360G	 4U 14-slot full-size rack-mount chassis
● RACK-814G	 4U 14-slot full-size rack-mount chassis
● RACK-3000G	 4U 14-slot full-size rack-mount chassis

Ordering Information

● SPE-6S-R10	 6 Slot PICMG 1.3 Backplane with 5 PCIe x4 slots
● PAC-106G	 6-slot full-size compact chassis
● PAC-107G	 6-slot full-size compact chassis
● PAC-1000G	 6-slot full-size compact chassis

Server Grade

P I C M G 1 . 3 - S e r v e r B P 2 - V 2 3

Server Grade

SPE-6S-R10 SPE-9S-R10Server Grade Server Grade
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PCIE-Q57A

 CPU 
LGA1156 socket supports Intel® Clarkdale (Dual Core) & Lynnfield (Quad 
Core) processor
 System Chipset 
Intel® Q57
 BIOS 
AMI BIOS
 Memory 
2 x 240-pin dual-channel DDR3 1333/1066/800 MHz up to 8GB
 Display Output 
VGA Intgrated in Intel® Q57
 Ethernet 
Intel® 82583V PCIe controller 
Intel® 82578DM with Intel® AMT 6.0 supported by iEZman software UI.
 I/O Interfaces 
2 x RS-232 
1 x FDD 
1 x LPT 
1 x 6-pin wafer on board for KB/MS 
14 x USB 2.0 (2 on rear side, 12 on board by pin-header) 
6 x SATA II (RAID 0, 1, 5, 10)
 Infrared Interface 
1 x 5-pin infrared connector
 Digital I/O 
8-bit Digital I/O (4-bit input, 4-bit output)
 Audio 
7.1 channel supports dual audio streams via Realtek ALC883 
 Super I/O 
ITE IT8718F
 Watchdog Timer 
Software Programmable support 1~255 sec. System reset
 Fan connector 
1 x 4-pin CPU fan connector 
1 x 4-pin PCH fan connector
 Power Supply 
ATX Power (Support AT/ATX mode )
 Power Consumption 
3.3V@0.89A, 5V@4.62A, 12V@0.51A, Vcore_12V@4.35A, 5VSB@0.14A 
(Intel® Core™ i5 660 3.3GHz CPU with two 2GB 1066MHz DDR3 )
 Temperature 
Operation: 0°C ~ 60°C (32°F ~ 140°F)
 Humidity 
Operation: 5% ~95%, non-condensing
 Dimensions  
338 mm x 126 mm
 Weight 
GW: 1.1kg

Part No. Description

PCIE-Q57A-R10
PICMG 1.3 with LGA1156 socket for Intel® Core™ 
processor with VGA, Dual Intel GbE, SATAII, COM, 
USB 2.0 and Audio, RoHS

AC-KIT-883HD-R10 7.1 channel HD audio kit with realtek ALC883 codec 
and dual audio streams

32102-000100-100-RS
32102-000100-200-RS SATA power cable

19800-000075-RS KB/MS cable with bracket

32200-000017-RS FDD flat cable

19800-000049-RS LPT cable

CB-USB14-RS 4-port USB cable

CF-1156A-R10 LGA1156 CPU cooler

1 x PCIE-Q57A Single Board Computer

1 x Mini jumper pack

6 x SATA cable (P/N: 32000-062800-RS)

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x USB cable (P/N CB-USB02-RS)

1 x Utility CD

1 x QIG

1. PICMG 1.3 with LGA1156 socket for Intel® Core™ i7/ i5/ i3 processor
2. Support dual-channel 8GB (max.) 800/1066/1333 HMz DDR3 SDRAM
3. Intel® GbE LAN controller with Intel® AMT 6.0 support
4. Fourteen USB 2.0 ports and two COM ports
5. Six SATA ports with RAID function
6. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

Packing List

Ordering Information

Specifications

Features 

PICMG 1.3 with LGA1156 socket for Intel® Core™ i7 processor with 
VGA, Dual Intel® GbE, SATA 3Gb/s, COM, USB 2.0 and Audio, RoHS

P C I E - Q 5 7 A - V 1 1

DDR3 1333

Intel® Matrix
Storage Manager

2 x DDR3 DIMM slot 2 x RS-232 8 x USB LPT

FDD

2 x USB

2 x GbE

VGA

DIO6 x SATA IIIntel® Q57
LGA1156
Intel® Core™ i7 processors

Intel® Core™ i7/ i5/ i3 processor suggestion table

CPU No. Process Core CPU Code
Clock 
speed

L2 
cache

TDP iAMT6.0

i7-870

45nm 4 Lynnfield

2.93G 8M 95W

i7-860 2.8G 8M 95W V

i5-750 2.66G 8M 95W

i5-660

32nm 2 Clarkdale

3.33G 4M 73W V

i3-540 3.06G 4M 73W

G6950 2.8G 3M 73W

With iAMT6.0 technology, the PCIE-Q57A provides IT personnel 
graphical support for PC diagnosis, repair and maintenance 
through redirection of keyboard, video or mouse.

iAMT 6.0 Support
Yellow means long-term support

LGA1156 Cooler
IEI P/N: CF-1156A-R10

KVM remote control
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Part No. Description

PCIE-G41A-R10
Full-size PICMG 1.3 CPU card supports LGA775 Intel® Core™ 
2 Quad processor with VGA, Dual PCIe GbE, SATA 3Gb/s, COM 
and USB 2.0, RoHS

AC-KIT-883HD-R10 7.1 channel HD Audio Kit with Realtek ALC883 support dual 
audio streams

AC-KIT08R-R10 5.1 channel AC'97 audio kit with Realtek ALC655

19800-000075-RS PS/2 KB/MS cable with bracket

CF-520-RS-R11 CPU cooler

CF-775A-RS CPU cooler
32102-000100-100-RS
32102-000100-200-RS SATA power cable

32200-000017-RS FDD cable

19800-000049-RS LPT cable with Bracket

32200-000052-RS ATA66 IDE flat cable

1 x PCIE-G41A single board computer

4 x SATA cable (P/N: 32000-062800-RS) 1 x Mini jumper pack

1 x Dual RS-232 cable (P/N: 19800-000051-RS) 1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD 1 x QIG

P C I E - G 4 1 A - V 1 3

PCIE-Q350-R11
Full-size PICMG 1.3 CPU card supports 45 nm LGA 775 Intel® Core™2 Duo and 
Core™2 Quad processors with an 800 MHz, 1066 MHz or 1333 MHz FSB and comes 
with an Intel® Q35 GMCH, ICH9DO I/O controller hub, dual Intel® GbE, SATA II with 
RAID and USB 2.0

 CPU 
LGA 775 Intel® Core™ 2 Extreme/Quad/Duo, 
Celeron with a 1333/1066/800MHz FSB support

 System Chipset 
Intel® G41+ ICH7R

 BIOS 
AMI Flash BIOS

 System Memory 
Two 240-pin 4GB (max.) 800/667 MHz dual-
channel DDR2 DIMM (system max. 8GB)

 Ethernet 
Dual PCIe Realtek RTL8111CP GbE controllers

 I/O Interface 
1 x FDD	 2 x RS-232 
1 x IDE	 1 x LPT 
4 x SATA 3Gb/s with Intel® RAID 0,1,5 and 10 
1 x KB/MS by 6-pin header 
8 x USB2.0 
(2 on bracket, 2 on board by pin-header, 
4 to backplane via Golden Finger)

 Digital I/O 
8-bit digital I/O, 4 input/ 4 output

 Infrared Interface 
1 x infrared by 5-pin header

 Super I/O 
ITE IT8718F

 Graphic 
Intel® Graphics Media Accelerator X4500 
(Intel® GMA X4500)

1. PICMG 1.3 form factor 
2. LGA775 Intel® Core™2 Extreme/Quad/Duo and Celeron processor supports up to 

1333MHz FSB
3. Dual-channel DDR2 800/667 MHz supports up to 8GB
4. High performance PCI-Express Gigabit Ethernet controller
5. Four SATA 3Gb/s ports with Intel® Matrix Storage Manager support
6.  IEI One Key Recovery solution allows you to create rapid OS backup and recovery

PCIE-G41A
Full-size PICMG 1.3 CPU card supports LGA775 Intel® Core™2 Quad 
processor with VGA, Dual PCIe GbE, SATA 3Gb/s, COM and USB 2.0, RoHS

Packing List

Ordering Information

Specifications

Features

 Display Interface 
Analog CRT supports up to 2048 x 
1536 resolution

 Audio 
5.1 channel audio kit with Realtek 
ALC655 AC'97 codec 
7.1 channel HD audio kit with Realtek 
ALC883 codec supports dual audio 
streams

 Watchdog Timer 
Software programmable supports 1 
~255 sec. System reset

 Power Supply 
ATX Power

 Power consumption 
3.3V@0.3A, 5V@6.71A, 12V@0.27A, 
Vcore_12V@1.91A

	 (Intel® Core™2 Duo E8500 3.16GHz 
1333MHz FSB CPU two 2GB 800MHz 
DDR2)

 Temperature 
operation: 0°C~ 60°C ( 32°F~ 140°F)

 Humidity 
operation: 5% ~95 non-condensing

 Dimensions 
338 mm x 126 mm

 Weight 
GW: 1.1kg

Packing List

Ordering Information

Specifications

Features

 CPU 
LGA 775 Intel® Core™2 Quad, Core™2 
Duo, Celeron® processors with a, 800 MHz, 
1066MHz, and 1333MHz FSB

 System Chipset 
Intel® Q35 + ICH9-DO

 BIOS 
AMI BIOS Label with 8Mb SPI EEPROM

 System Memory 
Four 240-pin 2 GB (max.) 800 MHz, 667 MHz 
dual-channel DDR2 SDRAM DIMM supported  
(system max. 8GB)

 Ethernet 
Dual GbE 
LAN1: Intel® 82566DM GbE controller with 
iAMT support  
LAN2: Intel® 82573L GbE controller

 IO Interface 
2 x RS-232	 6 x SATA II (RAID 0, 1, 5, 10) 
1 x Keyboard and mouse connector 
12 x USB 2.0 (2 on bracket, six on SBC, four 
on backplane by pin header)

 Super IO 
ITE 8718F 

 Digital I/O 
16-bit Digital I/O, 8-bit input / 8-bit output

1. PICMG1.3 and RoHS compliant
2. Intel® Q35 & ICH9-DO Platform
3. Supports 45nm LGA775 Intel® Core™2 Duo and Core™2 Quad processors
4. Six SATAII Ports with Intel Matrix storage technology supported
5. Dual Intel® PCIe GbE
6. TPM1.2 IT security solution supported
7. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

 Infrared interface 
1 x Infrared by pin header

 Audio 
10-pin on-board header connects to 
the IEI AC-KIT883HD 7.1 channel  
HD Audio kit 

 Graphics 
Analog VGA output 

 TPM1.2 
1 x 20-pin on-board header for TPM 
(Trusted Platrom Module)

 Watchdog Timer 
Software Programmable supports 
1~255sec. system reset

 Power Supply 
ATX

 Power Consumption 
3.3V@3.0A, 5V@5.1A, 5Vsb@0.28A, 
12@4.23A (Intel® Core™ 2 Duo 
E6700 2.66 GHz at FSB 1066, 8 GB 
DDR2 667 MHz, 3DMark 2001)

 Temperature 
Operation: 0ºC ~ 60ºC (32ºF ~ 140ºF)

 Humidity 
Operation: 5% ~95% non-condensing

 Dimensions: 338 mm x 126 mm
 Weight: GW:1.1 kg

Dual-channel DDR2 
667/800 MHz COM2

COM1
LPT

KB/MS
FDD

IDE

Dual GbE

VGA

2 x USB

4 x SATAII

Intel® ICH7RIntel® G41LGA775

Intel® Matrix
Storage Manager

Dual DDR2 
800FSB1333

Support Quad Core 

CPU SATA RAID

Part No. Description

PCIE-Q350-R11
PICMG1.3 CPU card supports Intel® 45nm LGA 775 Core™2 Duo/ 
Quad CPU at FSB800/1066/1333 MHz, Intel® Q35 & ICH9DO 
platform, Dual Intel® GbE, SATA II with RAID, USB

AC-KIT883HD-R10 7.1 channel HD audio kit with Realtek ALC883 supports dual audio 
streams

CF-520-RS-R11 High performance CPU cooler (115mm x 115mm x 67mm, 115W)
CF-775A-RS High performance CPU cooler (92 mm x 92 mm x 73 mm,130W)
TPM-IN01-R10 Infineon 20-pin trusted platform module with S/W management tool
TPM-WI01-R10 Winbond 20-pin trusted platform module with S/W management tool

SDVO-100VGA-R10 PCIe x16 VGA output SDVO card supports dual display 
(IEI CPU board only)

SDVO-100DVI-R10 PCIe x16 DVI output SDVO card supports dual display 
(IEI CPU board only)

19800-000075-RS KB/MS cable with bracket

1 x PCIE-Q350 single board computer
3 x SATA power cable (P/N: 32102-000100-100/200-RS)
6 x SATA cable (P/N: 32000-062800-RS) 1 x Mini jumper pack
1 x Dual RS-232 cable (P/N:19800-000051-RS) 1 x USB cable (P/N: CB-USB02-RS)
1 x Utility CD 1 x QIG

TPM 1.2 Support

SDVO port HD Audio
6 x SATA IIIntel® Q35

Front Panel
4-pin CPU Fan

3 x USB
DIO TPM

2 x RS-232

Infrared 

2 x USB

2 x PCIe 
GbE

VGA

Four DDR2 SDRAM DIMM

LGA775

Intel® Matrix
Storage Manager

Dual DDR2 
800FSB1333
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1. PICMG1.3 and RoHS compliant
2. Supports LGA775 Intel® Core™2 Quad processors with a 1066 MHz (max.) FSB
3. Four 240-pin 2 GB (max.) 800 MHz, 667 MHz or 533 MHz dual-channel DDR2 

SDRAM DIMM supported (system max. 8 GB)
4. High performance Gigabit Ethernet 
5. Six 3.0 Gbps SATA II with Intel Matrix Storage Manager support
6. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

1. PICMG 1.3 and RoHS compliant
2. Supports LGA775 Intel® Core™2 Duo, Pentium® 4, Pentium® D and Celeron® D 

processors with a 1066 MHz (maximum) FSB
3. Four 240-pin 1 GB (max.) 667 MHz, 533 MHz or 400 MHz  dual-channel DDR2 

SDRAM DIMM supported (system max. 4 GB)
4. Two high-performance PCIe GbE controllers
5. Four 3.0 Gbps SATA II connectors and seven USB 2.0 interfaces 
6. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

LGA775
ATX 12V
connector

Intel® 945G

4 x 240-pin DDR2 DIMM socketsCOM

6 x USB 2.0 Audio 4 x SATA II

KB/MS

PCIe GbE

USB 2.0

VGA

IDE

FDDLPTIR

PCIE-9650-R11
Full-size PICMG 1.3 CPU card supports LGA 775 Intel® Core™2 Quad processors and comes 
with VGA, dual PCIe GbE, SATA II and USB 2.0

PCIE-9450-R30
Full-size PICMG 1.3 CPU card supports LGA 775 Intel® Core 2 Duo™, Pentium® D, Pentium® 
4 and Celeron® D processors and comes with VGA, dual PCIe GbE, SATA II and USB 2.0

1 x PCIE-9650 single board computer
6 x SATA cable (P/N: 32000-062800-RS)
3 x SATA power cable (P/N: 32102-000100-100/200-RS)
1 x Dual RS-232 cable (P/N: 19800-000051-RS)
1 x USB cable (P/N: CB-USB02-RS) 1 x Mini jumper pack
1 x Utility CD 1 x QIG

Part No. Description

PCIE-9650-R11
PICMG 1.3 LGA775 Intel® Core™2 Quad CPU Card with VGA,Dual 
PCI-E GbE,SATA II and USB 2.0

AC-KIT883HD-R10 7.1 Channel HD Audio kit with Realtek ALC883 support dual audio streams
CB-USB14-RS 4 ports USB cable
CF-520-RS-R11 High performance CPU cooler (115 mm x 115 mm x 67 mm, 115 W)
CF-775A-RS High performance CPU cooler (92 mm x 92 mm x 73 mm,130 W)

SDVO-100VGA-R10
PCIe x16 VGA Output SDVO card supports dual display 
(IEI CPU board only) 

SDVO-100DVI-R10
PCIe x16 DVI Output SDVO card supports dual display 
(IEI CPU board only) 

19800-000066-RS KB/MS cable with Bracket

Packing List

Ordering Information

Specifications

Features
Features

Specifications

Packing List

Ordering Information

Intel® Matrix
Storage Manager

 CPU
	 LGA 775 Intel® Core™2 Duo, Pentium® 4, 

Pentium® D and Celeron® D processors with a 
533 MHz, 800 MHz or 1066 MHz FSB

 System Chipset
	 Intel® 945G+ ICH7R

 BIOS
	 AMI Flash BIOS

 System Memory
	 Four 240-pin 1 GB (max.) 667 MHz, 533 MHz 

or 400 MHz  dual-channel DDR2 SDRAM DIMM 
supported (system max. 4 GB)

 Ethernet
	 Dual Broadcom BCM5787M PCIe GbE controllers

 I/O Interface	
	 2 x RS-232  

1 x LPT  
7 x USB 2.0  

   (One on the bracket, two on-board and four on the 
backplane)     
4 x SATA II, with RAID 0,1,5 and 10   
1 x IDE 
1 x FDD 
1 x PS/2 for keyboard and mouse

 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output

 CPU
	 LGA 775 Intel® Core™2 Quad, Core™2 

Duo, Pentium® D, Pentium® 4 and Celeron® 
D processors with a 533 MHz, 800 MHz or 
1066MHz FSB

 System Chipset
	 Intel® Q965 + ICH8DO

 BIOS
	 AMI Flash BIOS

 System Memory
	 Four 240-pin 2 GB (max.) 800 MHz, 667 MHz 

or 533 MHz dual-channel DDR2 SDRAM 
DIMM supported (system max. 8 GB)

 Ethernet
	 Dual Intel® 82573L PCIe GbE controllers

 I/O Interface	
	 2 x RS-232 

10 x USB 2.0 
(Two on the bracket, four on-board and four on 
the backplane)

   6 x SATA II with Intel RAID 0,1,5 and 10 
1 x Keyboard

	 1 x Mouse
 Digital I/O

	 8-bit digital I/O, 4-bit input/ 4-bit output
 Infrared Interface

	 1 x Infrared by pin header

 Super I/O 
ITE IT8712F

 Display Interface
	 VGA Intgrated in Intel® Q965

 Audio
	 10-pin on-board header connects to the IEI 

AC-Kit883HD 7.1 channel HD Audio kit
 SSD 
N/A

 Watchdog Timer 
Software programmable supports 1 ~255 sec. 
System reset

 Power Supply	
	 ATX Power

 Power consumption 
5 V @ 7.02 A, 3.3 V @ 1.1 A, 5 VSB @ 0.29 
A, 12 V (20-pin) @ 0.27 A, 12 V (4-pin) @ 
6.66 A running an Intel® QX6700 processor 
and 4 GB of 800MHz DDR2 SDRAM

 Temperature	  
Operation: 0°C ~ 60°C ( 32 ~ 140ºF)

 Humidity 
Operation: 5% ~95% non-condensing

 Dimensions 
338 mm x 126 mm

 Weight 
GW: 1.2 kg / NW: 0.474 kg

 Infrared Interface
	 1 x Infrared by pin header

 Audio
	 5.1 channel AC’97 audio kit with Realtek 

ALC655 codec  
7.1 Channel HD audio kit with Realtek 
ALC883

 Display
	 VGA Integrated in Intel® 945G

 Watchdog Timer
	 Software programmable supports 1~255 

sec. system reset
 Power Supply 
4-pin ATX 12V, 24-pin ATX Power on 
PICMG1.3 backplane

 Power Consumption  
12 V @ 9 A, 5 V @ 2.6 A, 3.3 V @ 6.3 A, 
5 Vsb @ 0.93 A, -12 V @ 0.1 A running a 
3.73 GHz Intel® Pentium® D processor 
with 4 GB of 667 MHz DDR2 SDRAM 

 Temperature	
	 Operation: 0°C~ 60°C (32°F~ 140°F)

 Humidity	
	 Operation: 5% ~ 95% non-condensing

 Dimensions 
338 mm x 126 mm

 Weight 
GW: 1.2 Kg

Dual DDR2 
800FSB1066

Intel® Q965 DIO

4 x 240-pin DDR2 DIMM sockets

2 x COM

6 x SATA II

2 x USB 
2.0

Dual GbE

4 x USB 2.0

VGA

CPU 12V
Front Panel

Dual DDR2 
800

FSB1066

Part No. Description

PCIE-9450-R30
PICMG 1.3 LGA 775 1066 MHz, 800 MHz or 533 MHz FSB CPU 
Card with VGA, PCIe GbE, SATA II-300 and USB 2.0

AC-KIT08R-R10 5.1 channel AC’97 audio kit with Realtek ALC655
AC-KIT883HD-R10 7.1 channel HD audio kit with Realtek ALC883 supports dual audio streams
CF-520-RS-R11 CPU cooler
CF-775A-RS CPU cooler

SDVO-100VGA-R10
PCIe x16 VGA Output SDVO card supports dual display 
(IEI CPU board only) 

SDVO-100DVI-R10
PCIe x16 DVI Output SDVO card supports dual display 
(IEI CPU board only) 

32200-000017-RS FDD cable
19800-000049-RS LPT cable

1 x PCIE-9450 single board computer
1 x ATA 66 flat cable (P/N: 32200-000052-RS)
4 x SATA cable (P/N: 32000-062800-RS)
2 x SATA power cable (P/N: 32102-000100-100/200-RS)
1 x KB/MS Y-cable (P/N: 32000-133200-RS)
1 x Dual RS-232 cable (P/N: 19800-000051-RS)
1 x USB cable (P/N: CB-USB02-RS) 1 x Mini jumper pack 
1 x Utility CD 1 x QIG

 5.1 Channel audio kit
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Part No. Description

PCIE-9652-R10
PICMG1.3 Full Size with Intel® 65nm Mobile Core™2 Duo Process(Merom) 
at FSB 800 MHz, Intel® GME965 & ICH8M-E Platform CRT/24-bit LVDS/
HDTV output, Dual GbE, 3 SATA II with RAID, 10 USB 2.0 

TPM-WI01-R10 20-pin winbond TPM with software management tool      
TPM-IN01-R10 20-pin infineon TPM with software management tool      
CF-479B CPU cooler
AC-KIT883HD-R10 7.1 channel HD audio kit with Realtek ALC883 supports dual audio streams
32200-000017-RS FDD cable 
19800-000066-RS KB/MS cable with bracket 
HDTVCABLESET-01 HDTV cable Set with S-Video/ Composite/ Component Interface

1 x PCIE-9652 single board computer	
3 x SATA cable (P/N: 32000-062800-RS)
1 x SATA power cable (P/N: 32102-000100-100/200-RS)
1 x Dual RS-232 cable (P/N: 19800-000051-RS)
1 x USB cable (P/N: CB-USB02-RS) 1 x Mini jumper pack
1 x Utility CD 1 x QIG

2 x USB 2.0

Audio DIO

IDECF II4 x SATA II
HDTV Output 24-bit dual channel LVDS

Inverter
FDD

LPT

KB/MS

USB 2.0

Dual 
PCIe 
GbE
VGA

2 x COM

Intel® Matrix
Storage ManagerPCI-EPCIe

FSB 667Dual DDR2 
667 SocketM

24-bit 
dual channel LVDS

PCIE-9452-R12
Full-size PICMG 1.3 CPU card supports Socket M Intel® Core™2 Duo processors and comes 
with VGA, dual PCIe GbE, SATA II and USB 2.0

 CPU	  
Socket P Intel® Core™2 Duo, Core™ Duo,  
Core™ Solo and Celeron® M Mobile 
processors with a 533 MHz or 800 MHz FSB

 System Chipset	  
Intel® GME965 + ICH8M-E

 BIOS 
AMI BIOS

 Memory 
Two 240-pin 2 GB (max.) 667MHz or 533MHz 
dual-channel DDR2 SDRAM DIMM supported 
(system max. 4GB)

 Display Output  
HDTV (NTSC/PAL and Max. 1080i HDTV 
Resolultion via Component output) 
18/24-bit dual-channel LVDS 
Analog CRT

 Ethernet	  
Dual Intel® 82573L PCIe GbE controllers

 I/O Interfaces 
2 x RS-232	 1 x LPT 
1 x FDD	 1 x IDE 
1 x CF type II	 1 x TPM 
2 x 5-pin wafer on board for KB/MS 
3 x SATA II with RAID 0, 1 
10 x USB 2.0 (Two on bracket, four on-board 
and four on backplane)

 Infrared Interface 
1 x Infrared by pin header

1. Supports mobile merom core 45/65 nm Intel® Core™2 Duo processors with an 
800MHz FSB 

2. Two 240-pin 2 GB (max.) 667 MHz or 533 MHz dual-channel DDR2 SDRAM DIMM 
supported (system max. 4GB)  

3. Supports analog CRT, 18/24-bit dual-Channel LVDS and HDTV output 
4. Dual Intel® PCIe GbE controllers
5. Three 3.0 Gbps SATA II connectors with RAID function support
6. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

PCIE-9652
Full-size PICMG 1.3 CPU card supports mobile 65 nm Intel® Core™2 Duo processors with 
an 800 MHz FSB and comes with an Intel® GME965 GMCH, ICH8M-E I/O controller hub, dual 
GbE, three SATA II with RAID and ten USB 2.0

Packing List

Ordering Information

Specifications

Features

 Digital I/O	  
8-bit digital I/O (4-bit input, 4-bit output)

 Audio	  
10-pin on-board header connects to 
the IEI AC-KIT883HD 7.1 channel HD 
Audio kit

 Watchdog Timer	  
Sofware Programmable support 1~255 
sec. System reset

 Power Supply	  
ATX

 Power Consumption	  
3.3 V @ 0.13 A, 5 V @ 5.3 A, 5 Vsb @ 
0.04 A, 12 V @ 1.3 A running 3DMark® 
2001 with a 2 GHz Intel® Core™2 Duo 
T7300 processor and 1 GB of 667 MHz 
DDR2 SDRAM

 Temperature	  
0ºC ~ 60ºC (32ºF ~ 140ºF)

 Humidity	  
5%~95% non-condension

 Dimensions	  
338 mm x 126 mm

 Weight 
GW:1.1 kg

TPM 1.2 Support HD audio kit
AC-KIT883HD

Socket P

Front Panel Inverter 3 x SATA CF Slot
FDD

LPT

KB/MS

Dual PCIe 
GbE

VGA

DIO
4 x USB 2.0

TPMDual Channel DDR2 667/533

24-bit dual 
channel LVDSHDTV-out

IDE

PCI-EPCIe

FSB 667Dual DDR2 
667 SocketM

24-bit 
dual channel LVDS

HDTVCABLESET-01

Packing List

Ordering Information

Specifications

Features

 CPU	  
Socket M Intel® Core™2 Duo, Core™ Duo, Core™ 
Solo and Celeron® M Mobile processors with a 533 
MHz or 667 MHz FSB

 System Chipset	  
Intel® 945GME + ICH7R

 BIOS	  
AMI Flash BIOS

 System Memory	  
Two 240-pin 2 GB (max.) 667 MHz, 533 MHz 
or 400 MHz dual-channel DDR2 SDRAM DIMM 
supported (system max. 4 GB)

 Ethernet	  
Dual Broadcom BCM5787M PCIe GbE controllers

 I/O Interface	  
2 x RS-232	1 x LPT 
8 x USB 2.0 (Two on the bracket, two on-board and 
four on the backplane)  
4 x SATA II with Intel RAID 0,1,5 and 10 
1 x IDE/1x CF Type II	 1 x FDD 
1 x Keyboard	 1 x Mouse	

 Digital I/O	  
8-bit digital I/O, 4-bit input/ 4-bit output

 Infrared Interface	  
1 x Infrared by pin header

 Super I/O	  
ITE IT8712F

1. PICMG1.3 and RoHS compliant
2. Supports Socket M Intel® Core™2 Duo processors with a 667 MHz FSB
3. Two 240-pin 2 GB (max.) 667 MHz, 533 MHz or 400 MHz dual-channel DDR2 

SDRAM DIMM supported (system max. 4 GB)
4. Two high-performance PCIe GbE controllers
5. Four 3.0 Gbps SATA II with Intel® Matrix storage manager supp
6. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

1 x PCIE-9452 single board computer
1 x Mini jumper pack
1 x ATA 66 flat cable (P/N: 32200-000052-RS)
4 x SATA cable (P/N: 32000-062800-RS)
2 x SATA power cable (P/N: 32102-000100-100/200-RS)
1 x Dual RS-232 cable (P/N: 19800-000051-RS)
1 x USB cable (P/N: CB-USB02-RS)
1 x Utility CD 1 x QIG

Part No. Description

PCIE-9452-R12
PICMG 1.3 Socket M Intel® Core™2 Duo CPU card with VGA, 
dual PCIe GbE, SATA II and USB 2.0

AC-KIT883HD-R10
7.1 Channel HD audio kit with Realtek ALC883 support dual 
audio streams

AC-KIT08R-R10 5.1 Channel AC'97 audio kit with Realtek ALC655
CF-479B-RS CPU cooler
19800-000049-RS LPT cable
32200-000017-RS FDD cable
19800-000066-RS KB/MS cable with bracket
HDTVCABLESET-01 HDTV Cable Set with S-Video/ Composite/ Component Interface

 Display Interface	  
VGA and 18/24-bit dual channel LVDS 
intgrated in Intel® 945GME

   Support HDTV resolution up to 1080i by 
component interface

 Audio 
5.1 channel AC’97 audio kit with Realtek 
ALC655 codec 	  
7.1 channel HD audio kit with Realtek 
ALC883 support dual audio streams

 Watchdog Timer 
Software programmable supports 1 ~255 
sec. System reset

 Power Supply: ATX Power
 Power consumption: 5 V @ 4.14 A, 12 V @ 
2.9 A, 3.3 V @ 0.72A (Intel® Core™2 Duo 
T7200 2.06GHz with 1GB/667MHz DDR2 
SDRAM)

 Temperature: 
	 Operation: 0°C ~ 60°C ( 32 ~ 140ºF)

 Humidity:  
Operation: 5% ~95% non-condensing

 Dimensions: 338 mm x 126 mm
 Weight: GW: 1.1 kg / NW: 0.38 kg

HDTVCABLESET-01



ORing
Network 
Communication

7

Panel  
Solutions

6

I/O 
Communication 
Solutions

5

Video  
Capture 
Solutions

4

Power Supply/
Peripherals

8

1
Industrial 
Computing 
Solutions

Embedded 
Computing 
Solutions

2

www.ieiworld.com

1-14

Single Board Computer / Full Size
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3

PICMG 1.3 Passive Backplane

Selection Guide PAC series wall-mount Chassis 		      4U/5U Rack-mount Chassis	               1U/2U Rack-mount Chassis

IEI Graphic Grade Backplane Solution
Graphic centric backplane targets at applications which concerning system speed and performance.  It has higher performance over cost ratio 
than previous PICMG1.0 solution. 

• 20 PCIe Lanes Total
• One PCIe x16 Slot
• Up to four PCIe x1 or  One PCIe x4 Slot
• Up to four Local PCI Slots  (w/o Bridge)

• 20 PCIe Lanes Total
• One PCIe x16 Slot
• Up to Four PCIe x1 Slots        
• PCI Slots Expandable via PCIe to PCI Bridge

PE-4S PE-5S PE-6S2 PE-7S2 PE-9S PE-10S PE-10S2

PXE-13S PXE-19S

*1: When using a PCIe x16 add-on card, the length of the card must not exceed 167mm or 6.57inches. 

PICMG1.3  
(PCIe+PCI) Model PE-2SD1 PE-2SD2 PE-4S PE-4S2 PE-4S3 PE-5S PE-5S2 PE-6S PE-6S2 PE-6S3 PE-6SD PE-6SD2 PE-6SD3 

Total Slot 2 2 4 4 4 5 5 6 6 6 5 5 5

Expansion 
Slots 

PCIe  
Slots

x16 * 1 1 1 1 1 1 1 1 1 1 1 1
x4 1 1 1 1
x1 2 3 2 3 3 2

PCI-X Slots
PCI Slots 1 1 2 2 2 3 1 1 2

USB Connectors by Pin 
Header 4 4 4 4 4 4 4 4 4 4 4 4 4

PSU TYPE 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 

Chassis RACK-1150-PE
RACP-1151-PE

RACK-1150-PE
RACP-1151-PE PAC-42GF PAC-42GF PAC-42GF RACK-500G RACK-500G 

RACK-305G  
RACK-360G  
RACK-814G  

RACK-3000G  
PAC- 1700G 

PAC-125 

PAC-106G x 1  
PAC-107G x 1  
PAC-1000G

PAC-106G x 1  
PAC-107G x 1  
PAC-1000G

RACK-221G  
RACK-2100G 

RACK-221G  
RACK-2100G

RACK-221G  
RACK-2100G 

Note 1U Type 1U Type 2U Type 2U Type 2U Type 

PICMG1.3  
(PCIe+PCI) Model PE-7S PE-7S2 PE-8S PE-9S PE-10S PE- 10S2 PE-13SD PE-16SQ PXE-12S PXE-13S PXE-19S PXE-19S2 

Total Slot 7 7 8 9 10 10 13 16 12 13 19 19

Expansion 
Slots 

PCIe  
Slots

x16 * 1 1 1 1 1 1 1/1 1/1/1/1 1 1 1 1
x4 1/0 1/1/1/1   
x1 2 4 3 4 4 4 0/4 0 3 1 1

PCI-X Slots 6
PCI Slots 3 1 3 3 4 4 2/2 1/1/1/1 4 8 16 16

USB Connectors by Pin 
Header 4 4 4 4 4 4 8 4/4/4/4 4 4 4 4

PSU TYPE 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX Dual 24+4 PIN 
ATX 

Three 20+4 
Pin ATX  

One 24+4-pin ATX 
24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 24+4 PIN ATX 

Chassis PAC-1700G PAC-1700G PAC-125G N/A 

RACK-305G  
RACK-360G  

RACK-814G0  
RACK-3000G

RACK-3000G  
RACK-305G  
RACK-360G  
RACK-814G

RACK-3000G  
RACK-305G  
RACK-360G  

RACK-814G-R20 

N/A 

RACK-3000G  
RACK-305G  
RACK-360G  
RACK-814G

RACK-3000G  
RACK-305G  
RACK-360G  
RACK-814G

RACK-3200G  
RACK-3035G 

RACK-3200G  
RACK-3035G 

Note Dual System 
Backplane 

Quad System 
Backplane 

PCIe to 
PCI-X Bridge 

backplane 
PCIe to PCI Bridge backplane 

P I C M G 1 . 3 - S e r v e r B P 3 - V 2 3
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Single Board Computer / Full Size

Industrial Data 
Collector
and Controller

3Ordering Information
● PE-2SD1-R10	 2-slot backplane with 1 PCIe slot
● RACK-1150G-PE	 1U full-size rack-mount chassis 
● RACK-1151G-PE 	 1U full-size rack-mount chassis 

Ordering Information
● PE-2SD2-R10	 2-slot backplane with 1 PCI slot
● RACK-1150G-PE	 1U full-size rack-mount chassis
● RACK-1151G-PE	 1U full-size rack-mount chassis 

 PE-2SD1-R10

 PE-2SD2-R10

 PE-4S-R40

Ordering Information
● PE-4S-R40 	 4-slot backplane with 1 PCIe x16 slot, 1 PCIe x4 slot and 1 PCI slot
● PAC-42GF	 4-slot full-size compact chassis

 PE-4S2-R40

Ordering Information
● PE-4S2-R40	 4-slot backplane with 1 PCIe x16 slot and 2 PCI slots 
● PAC-42GF	 4-slot full-size compact chassis

Mounting holes 
compatible with PCI-4S

Ordering Information
● PE-5S-R40	 5-slot backplane with 1 PCIe x16 slot, 1 PCIe x4 slot 

	 and 2 PCI slots
● RACK-500G	 5U 5-slot full-size rack-mount chassis

 PE-5S-R40 Mounting holes 
compatible with PCI-5S

 PE-4S3-R40

Ordering Information
● PE-4S3-R40	 4-slot backplane with 1 PCIe x16 slot and 2 PCIe x1 slots.
● PAC-42GF	 4-slot full-size compact chassis

Mounting holes 
compatible with PCI-4S

Mounting holes 
compatible with PCI-4S

Ordering Information
● PE-5S2-R40	 5-slot backplane with 1 PCIe x16 slot and  3 PCIe x1 slots
● RACK-500G	 5U 5-slot full-size rack-mount chassis

 PE-5S2-R40 Mounting holes 
compatible with PCI-5S

P I C M G 1 . 3 - S e r v e r B P 4 - V 2 3

For 1U 
system!

For 1U 
system!
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Ordering Information
● PE-6S-R41	 6-slot backplane with 1 PCIe x16 slot, 2 PCIe x1 slots 
	 and 2 PCI slots
● RACK-305G	 4U 14-slot full-size rack-mount chassis
● RACK-360G	 4U 14-slot full-size rack-mount chassis
● RACK-814G	 4U 14-slot full-size rack-mount chassis
● RACK-3000G	 4U 14-slot full-size rack-mount chassis
● PAC-1700G	 7-slot full-size compact chassis
● PAC-125G	 10-slot full-size compact chassis

 PE-6S-R41 Mounting holes 
compatible with PCI-7S

Ordering Information
● PE-6SD3-R40	 5-slot backplane with 1 PCIe x16 slot, 1 PCIe x4 slots and 2 PCI slots
● RACK-221G	 2U 6-slot full-size rack-mount chassis
● RACK-2100G	 2U 6-slot full-size rack-mount chassis

2U Type
 PE-6SD3-R40

Mounting holes 
compatible with PCI-6SD

P I C M G 1 . 3 - G r a p h i c B P 1 - V 2 3

2U Type
 PE-6SD-R40

Mounting holes 
compatible with PCI-6SD

Ordering Information
● PE-6SD-R40	 5-slot backplane with 1 PCIe x16 slot and 3 PCIe x1 slots 
● RACK-221G	 2U 6-slot full-size rack-mount chassis
● RACK-2100G	 2U 6-slot full-size rack-mount chassis

Ordering Information
● PE-6S2-R40	 6-slot backplane with 1 PCIe x16 slot, 
	 1 PCIe x4 slot and 3 PCI slots
● PAC-106G *1	 6-slot full-size compact chassis
● PAC-107G *1	 6-slot full-size compact chassis
● PAC-1000G	 6-slot full-size compact chassis

*1: When using a PCIe x16 add-on card, the length of the card must not 
exceed 167mm or 6.57inches. 

Mounting holes 
compatible with PCI-6S PE-6S2-R40

Ordering Information
● PE-6S3-R40	 6-slot backplane with 1 PCIe x16 slot, 3 PCIe x1 slots and 1 PCI slot
● PAC-106G *1	 6-slot full-size compact chassis
● PAC-107G *1	 6-slot full-size compact chassis
● PAC-1000G	 6-slot full-size compact chassis

*1: When using a PCIe x16 add-on card, the length of the card must not 
exceed 167mm or 6.57inches. 

Mounting holes 
compatible with PCI-6S PE-6S3-R40

Ordering Information
● PE-7S2-R40 	 7-slot backplane with 1 PCIe x16 slot and 4 PCIe x1 slots and 1 PCI slot 
● PAC-1700G 	 7-slot full-size compact chassis

Mounting holes 
compatible with PCI-7S PE-7S2-R40

2U Type
 PE-6SD2-R40

Mounting holes 
compatible with PCI-6SD

Ordering Information
● PE-6SD2-R40	 5-slot backplane with 1 PCIe x16 slot, 2 PCIe x1 slots and 1 PCI slot
● RACK-221G	 2U 6-slot full-size rack-mount chassis
● RACK-2100G	 2U 6-slot full-size rack-mount chassis

Ordering Information
● PE-7S-R40 	 7-slot backplane with 1 PCIe x16 slot, 2 PCIe x1 slots and  
 	 3 PCI slots PCI slot.
● PAC-1700G 	 7-slot full-size compact chassis

Mounting holes 
compatible with PCI-7S PE-7S-R40
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3
 PE-10S-R40

Ordering Information
● PE-8S-R40	 8-slot backplane with 1 PCIe x16 slots, 3 PCIe x1 slots and  
	 3 PCI slots
● PAC-125G	 10-slot full-size compact chassis

Dual system

Ordering Information
● PE-10S-R40	 10-slot backplane with 1 PCIe x16 slots 
	 4 PCIe x1 slots and 4 PCI slots
● RACK-305G	 4U 14-slot full-size rack-mount chassis
● RACK-360G	 4U 14-slot full-size rack-mount chassis
● RACK-814G	 4U 14-slot full-size rack-mount chassis
● RACK-3000G	 4U 14-slot full-size rack-mount chassis

Ordering Information

● PE-13SD-R40	 13 Slots Backplane with 2 PCIe x 16 and 1 PCIe x 4 and 
                                           4 PCIe x 1 and 4 PCI slot.
● RACK-3000G    	 4U 14-slot full-size rack-mount chassis
● RACK-305G	 4U 14-slot full-size rack-mount chassis
● RACK-360G	 4U 14-slot full-size rack-mount chassis
● RACK-814G	 4U 14-slot full-size rack-mount chassis

Mounting holes 
compatible with PCI-14S

Ordering Information

● PE-16SQ-R10	 4-system backplane with each system having 1 PCIe x16 slot, 
	 1 PCIe x4 slot and 1 PCI slot

2 independent power resources
4 independent power sources

Mounting holes 
compatible with PCI-18SQ

Quad system

 PE-8S-R40

 PE-13SD-R40  PE-16SQ-R10

P I C M G 1 . 3 - G r a p h i c B P 2 - V 2 3

Ordering Information

● PE-9S-R40	 9-slot backplane with 1 PCIe x16 slot, 4 PCIe x1 slots and 3 PCI slots

Ordering Information
● PE-10S2-R40	 10-slot backplane with 1 PCIe x16 slot, 4 PCIe x1 slot and 
	 4 PCI slots
● RACK-3000G	 4U 14-slot full-size rack-mount chassis
● RACK-305G0	 4U 14-slot full-size rack-mount chassis
● RACK-360G	 4U 14-slot full-size rack-mount chassis
● RACK-814G	 4U 14-slot full-size rack-mount chassis

Mounting holes 
compatible with PCI-14S PE-10S2-R40

Mounting holes 
compatible with PCI-10S2 PE-9S-R40

Mounting holes 
compatible with PCI-14S 
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Ordering Information
● PXE-13S-R42	 13-slot backplane with 1 PCIe x16 slot, 3 PCIe x1 slots 
	 and 8 PCI slots
● RACK-3000G	 4U 14-slot full-size rack-mount chassis
● RACK-305G	 4U 14-slot full-size rack-mount chassis
● RACK-360G	 4U 14-slot full-size rack-mount chassis
● RACK-814G	 4U 14-slot full-size rack-mount chassis

Mounting holes 
compatible with PCI-14S PXE-13S-R42

(PCIe to PCI-X Bridge)

Ordering Information
● PXE-12S-R10	 12-slot backplane with 1 PCIe x16 slot, 
		  6 PCI-X slots and 4 PCI slots
● RACK-3000G	 4U 14-slot full-size rack-mount chassis
● RACK-305G	 4U 14-slot full-size rack-mount chassis
● RACK-360G	 4U 14-slot full-size rack-mount chassis
● RACK-814G	 4U 14-slot full-size rack-mount chassis

Mounting holes 
compatible with PCI-14S PXE-12S-R10

(PCIe to PCI-X Bridge)

Ordering Information
● PXE-19S-R40	 19-slot backplane with 1 PCIe x16 slot, 1 PCIe x1 slot 
	 and 16 PCI slots	
● RACK-3200G	 4U 20-slot full-size rack-mount chassis
● RACK-3035G	 7U 20-slot full-size rack-mount chassis

 PXE-19S-R40

Ordering Information
● PXE-19S2-R10	 19-slot backplane with 1 PCIe x16 slot,  
	 1 PCIe x1 slot and 16 PCI slots
● RACK-3200G	 4U 20-slot full-size rack-mount chassis
● RACK-3035G	 7U 20-slot full-size rack-mount chassis

(PCIe to PCI Bridge)

 PXE-19S2-R10

Mounting holes 
compatible with PCI-19S

(PCIe to PCI Bridge)

Mounting holes 
compatible with PCI-19S
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Full Size PICMG 1.0 Selection Guide

Model Name WSB-Q354 WSB-945GSE WSB-9454-R12 WSB-9150-R21

CPU Socket intel® LGA 775 On Board intel® LGA 775 Socket 478 

CPU Type Intel® Core™ 2 Quad/Duo, Pentium® 
D/4/Celeron® D Intel® Atom™ Processor N270 1.6GHz Intel® Core™2 Duo, Pentium® D/4/

Celeron® D Intel® Pentium® 4/ Celeron® D 

FSB 800/1066/1333 MHz  533 MHz 533/800/1066 MHz  533/800 MHz

Chipset Intel® Q35 + ICH9R Intel® 945GSE + ICH7M Intel® 945G + ICH7 Intel® 915GV + ICH6 

Memory 4 x 240-pin, Max.8 GB, 667/800 MHz 
dual-channel DDR2 DIMM 

1 x 240-pin, Max. 2 GB, 400/533 MHz 
dual-channel DDR2 SDRAM DIMM

4 x 240-pin, Max.4 GB, 400/533/667 
MHz dual-channel DDR2 DIMM 

2 x 184-pin, Max. 2GB, 333/400 MHz 
dual-channel DDR SDRAM DIMM

Display Interface VGA Integrated in Intel® Q35 VGA integrated in Intel® 945GSE VGA integrated in Intel® 945G VGA Integrated in the Intel® 915GV

Ethernet Dual Broadcom BCM5787M PCIe GbE 
controllers 

Dual Realtek RTL8111CP PCIe GbE 
controllers 

Dual Broadcom BCM5787M PCIe GbE 
controllers with ASF2.0 remote control 
support 

Broadcom BCM5787M PCIe GbE 
controllers 

I/O Interface 

2 x RS-232   
7 x USB2.0  
1 x LPT  
1 x Infrared Interface  
1 x PS/2 for KB & MS  
1 x 5-pin on-board header for keyboard 
and mouse  
1 x TPM 

2 x RS-232 
7 x USB 2.0  
1 x LPT 
1 x Infrared Interface Interface  
1 x PS/2 for KB & MS

2 x RS-232  
7 x USB 2.0  
1 x LPT  
1 x PS/2 for KB & MS  
1 x 5-pin header for keyboard

2 x RS-232  
8 x USB 2.0  
1 x LPT  
1 x Infrared Interface  
1 x PS/2 for KB & MS  
1 x 5-pin header for keyboard  

Drive Interface 
6 x SATA II (RAID 0, 1, 10, 5)  
1 x IDE  
1 x FDD

2 x SATA 
1 x IDE 
1 x CF Type II

4 x SATA II   
1 x IDE  
1 x FDD

4 x SATA  
1 x IDE  
1 x FDD

Audio 
10-pin on-board header supports 
7.1channel HD Audio by IEI AC-KIT-
883HD 

5.1 channel audio kit with Realtek 
ALC655 AC'97 codec  
10-pin on-board header supports 
7.1 channel HD Audio by IEI AC-KIT-
883HD 

5.1 channel audio kit with Realtek 
ALC655 AC'97 codec  
10-pin on-board header supports 7.1 
channel HD Audio by IEI AC-KIT-883HD 

5.1 channel audio kit with Realtek 
ALC655 AC'97 codec  
10-pin on-board header supports 
7.1channel HD Audio by IEI AC-KIT-
883HD

Digital I/O 8-bit digital I/O 
(4-bit input/4-bit output) 

8-bit digital I/O 
(4-bit input/4-bit output) 

8-bit digital I/O 
(4-bit input/4-bit output) N/A 

Power consumption 
3.3V@0.03A,5V@8.62A, 5Vsb@0.11A, 
12V@0.1A, Vcore@2.29A 
(Intel® Core™2 Duo E8400, 4 x 2GB 
DDR2 800 MHz)

5V@2.55A, 12V@0.23A 
(Intel® Atom™ N270 1.6GHz 533 MHz 
CPU,1GB DDR2 533 MHz)

5V@6.75A, 12V@7.24A
(Intel® Pentium® 4 3.0GHz CPU, 4GB 
DDR2 533 MHz SDRAM)

5V@5.67A, 12V@5.89A
(Intel® Pentium® 4 3.2GHz CPU, 2 GB 
DDR2 400 MHz SDRAM)

Watchdog Timer Software programmable and supports 
1~255 sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Operating 
Environment 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Expansion Slot N/A N/A N/A N/A 

CPU cooler CF-775A-RS / CF-520-RS-R11 Heatsink CF-775A-RS / CF-520-RS-R11 CF-478A-RS / CF-478B-RS /  
CF-514-RS / CF-519-RS 
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Model Name WSB-9452-R20 WSB-9152-R30 ROCKY-4786EVG-RS-R40 ROCKY-3786EVGU2-RS-R41

CPU Socket Socket M Socket 479 Socket 478  Socket 370 

CPU Type Intel® Core™2 Duo, Core™ Duo/Solo, 
Celeron® M Intel® Pentium® M/Celeron® M Intel® Pentium® 4/ Celeron® D Intel® Pentium® III 

FSB 533/667 MHz 400/533 MHz 533/800 MHz 100/133 MHz

Chipset Intel® 945GME + ICH7M Intel® 915GME + ICH6-M Intel® 865GV+ ICH5 Intel® 815E + ICH2 

Memory 2 x 240-pin, Max.4 GB, 400/533/667 
MHz dual-channel DDR2 DIMM 

2 x 240-pin, Max. 2 GB, 400/533 MHz 
dual-channel DDR2 SDRAM DIMM

2 x 184-pin, Max. 2 GB, 333/400 MHz 
dual-channel DDR SDRAM DIMM

2 x 168-pin, Max. 512 MB, PC133/100 
SDRAM

Display Interface 
VGA Integrated in Intel® 945GME
18/24-bit dual channel LVDS  
HDTV-out

VGA Integrated in the Intel® 915GME 
18/24-bit dual channel LVDS VGA Integrated in Intel® 865GV VGA Intergated in the Intel® 815E 

Ethernet Dual Broadcom BCM5787M PCIe GbE 
controllers 

Dual Broadcom BCM5787M PCIe GbE 
controllers 

Intel® 82562ET Fast Ethernet chipset 
(ROCKY- 4786EV) 
2nd Intel® 82547 GbE chipset (ROCKY-
4786EVG) 

Intel® 82562ET Ethernet chipset 
(ROCKY-3786EV ) 
2nd Intel® 82541PI GbE chipset 
(ROCKY-3786EVGU2 ) 

I/O Interface 

2 x RS-232  
7 x USB 2.0  
1 x LPT  
1 x Infrared Interface  
1 x PS/2 for KB & MS  
1 x 5-pin header for keyboard  
1 x TPM

2 x RS-232  
7 x USB 2.0  
1 x LPT  
1 x Infrared Interface  
1 x PS/2 for KB & MS  
1 x 5-pin header for keyboard  

2 x RS-232  
8 x USB 2.0  
1 x LPT  
1 x Infrared 
1 x PS/2 for KB & MS  
1 x 5-pin header for keyboard  

2 x RS-232  
2 x USB 1.1 
4 x USB 2.0  
(ROCKY-3786EVGU2)  
1 x LPT  
1 x Infrared Interface  
1 x PS/2 for KB & MS  
1 x 5-pin header for keyboard  

Drive Interface 

1 x IDE 
(2 x IDE for WSB-9452S/ 9452SDVI)  
2 x SATA 
(4 x SATA for WSB-9452S/9452SDVI)  
1 x FDD

2 x SATA
1 x IDE
1 x FDD 

2 x SATA  
2 x IDE  
1 x FDD  
1 x CF Type II

2 x SATA RAID  
2 x IDE  
1 x FDD  
1 x CF Type II

Audio 
5.1 channel audio kit with Realtek 
ALC655 AC'97 codec  
10-pin on-board header supports 7.1 
channel HD Audio by IEI AC-KIT-883HD 

5.1 channel audio kit with Realtek 
ALC655 AC'97 codec  
10-pin on-board header supports 
7.1channel HD Audio by IEI AC-KIT-
883HD 

Realtek ALC655 AC'97 codec Realtek ALC655 AC'97 codec 

Digital I/O 8-bit digital I/O 
(4-bit input/4-bit output) 

8-bit digital I/O 
(4-bit input/4-bit output) N/A N/A 

Power consumption 
5V@4.15A, 12V@1.29A
(Intel® Core™ Duo T2700 2.33 GHz 
CPU, 2 GB DDR2 533 MHz SDRAM)

12V@2.08A, 5V@3.6A, -12V@0.1A, 
5Vsb@0.93A
(Intel® Pentium® M 2.0 GHz CPU, 512 
MB DDR2 400 MHz SDRAM)

12V@7.52A, -12V@500mA, 5V@6.98A
(Intel® Pentium® 4 3.0 GHz CPU,512 
MB 400 MHz DDR SDRAM)

5V@7.6A,12V@0.230 
(Intel® Pentium® III 1GHz CPU)

Watchdog Timer Software programmable and supports 
1~255 sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Software programmable and supports 
1~255 sec. system reset 

Operating 
Environment 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing

Expansion Slot 1 x PCIe mini card slot One PCIe Mini card slot N/A N/A 

CPU cooler CF-479B-RS CF-479B-RS CF-478A-RS / CF-478B-RS /  
CF-514-RS / CF-519-RS 

CF-370A-RS / CF-504-RS / 
CF-507-RS / CF-512-RS / 
CF-513-RS 

P I C M G 1 . 0 - S e l e c t i o n - V 2 3



ORing
Network 
Communication

7

Panel  
Solutions

6

I/O 
Communication 
Solutions

5

Video  
Capture 
Solutions

4

Power Supply/
Peripherals

8

1
Industrial 
Computing 
Solutions

Embedded 
Computing 
Solutions

2

www.ieiworld.com

1-21

Single Board Computer / Full Size

Industrial Data 
Collector
and Controller

3

WSB-Q354 PICMG1.0 CPU Card supports Intel® LGA 775 Core 2 Duo CPU in 45nm process at 
FSB800/1066/1333MHz, Intel® Q35 & ICH9R, VGA, Dual PCIe GbE, Six SATA II with 
RAID, IDE, FDD, LPT, USB2.0

Specifications
1. PICMG1.0 and RoHS compliant
2. Supports Intel® LGA775 Core™2 Duo processor in 45 nm Process 

(Wofldale) at FSB 1333/1066/800MHz
3. Intel® Q35 & ICH9R Platform 
4. 6 SATA II with Intel Matrix Storage Technology supported
5. Dual Broadcom PCIe GbE
6. TPM1.2 IT Security Solution Supported 
7. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

Features

Packing List 

Ordering Information
Part No. Description

WSB-Q354-R10

PICMG1.0 CPU Card supports Intel® LGA 775 Core™2 Duo 
CPU in 45nm proces at FSB800/1066/1333MHz, Intel® Q35 & 
ICH9R, VGA, Dual PCIe GbE, Six SATA II with RAID, IDE, FDD, 
LPT, USB2.0

AC-KIT883HD-R10
7.1 Channel HD audio kit with Realtek ALC883 supports dual 
audio streams

CF-775A-RS
High Performance CPU cooler 
(92 mm x 92 mm x 73 mm, 130W)

CF-520-RS-R11
High Performance CPU cooler 
(115 mm x 115 mm x 67 mm, 115W)

TPM-IN01-R10 Infineon 20-pin trusted platform module with S/W management tool

TPM-WI01-R10 Winbond 20-pin trusted platform module with S/W management tool

32200-000052-RS IDE flat cable

 CPU 
LGA775 45nm Intel® Core™2 Quad (Yorkfield), Core™2 Duo (Wolfdale) , 
Celeron at FSB800/1066/1333MHz processors
 System Chipset 
Intel® Q35 + ICH9R
 BIOS 
AMI BIOS Label with 8Mb SPI EEPROM
 System Memory 
4 x 240pin DIMM socket dual channel DDRII at 800/667MHz up to 8GB
 Ethernet 
Dual Broadcom BCM5787M GbE with ASF 2.0
 IO Interface 
2 x RS-232 
7 x USB2.0 (1 on bracket, 6 on board by pin header) 
6 x SATA II support RAID 0, 1, 10, 5 
1 x IDE 
1 x FDD 
1 x LPT 
1 x Keyboard and mouse (PS/2) 
1 x 5-pin on-board header for KB
 Digital I/O 
8-bit Digital I/O, 4-bit input / 4-bit output
 Infrared Interface 
1 x Infrared by pin header
 Audio 
10-pin on-board header supports 7.1 channel HD Audio by IEI AC-KIT883HD 
 Graphic 
Analog VGA output 
 TPM1.2 
1 x 20-pin on-board header for TPM (Trusted Platrom Module)
 Watchdog Timer 
Software programmable supports 1~255sec. system reset
 Power Supply 
ATX
 Power Consumption 
3.3 V @ 0.03 A, 5 V @ 8.62 A, 5 Vsb @ 0.11 A, 12 V @ 0.1A, Vcore@2.29A 
(Intel® Core™2 Duo E8400, DDR2 800MHz 2GB x 4) 3D Mark 2001SE
 Temperature 
Operation: 0°C ~ 60°C (32°F ~ 140°F)
 Humidity 
Operation: 5% ~95% non-condensing
 Dimensions 
338 mm x 122 mm
 Weight 
GW:1.1 kg

1 x WSB-Q354 single board computer

1 x Mini jumper pack

6 x SATA cable (P/N: 32000-062800-RS)

3 x SATA power cable (P/N: 32102-000100-100/200-RS)

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x KB/MS Y-cable (P/N: 32000-133200-RS)

1 x Utility CD

1 x QIG

FSB1066

PCI-EPCIe

Dual DDR2 
667

Generation Core Duo / Core 2 Duo / Core 2 Quad
Process 65nm 45nm

CPU

FSB 1066 / 800 / 533MHz 1333 / 1066 / 800MHz

Wolfdale

Yorkfield
LGA775

• Quad Core
• Up to 12MB L2
• 95W/130W TDP
• FSB1333/1066/800MHz

• Dual Core
• Up to 6MB L2
• 65W TDP
• FSB1333/1066/800MHz

Q
ua

d 
C
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e

D
ua
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or

e

IEI Solution
PCIE-Q350
IMB-Q354
WSB-Q354

IEI Solution
PCIE-Q350
IMB-Q354
WSB-Q354

LGA 775Front_Panel Four DDR2 DIMM ICH9R TPM IDE LPT

COM2
COM1

Dual LAN

KB
DIO

IrDAQ35

KB/MS

Intel® Matrix
Storage Manager

W S B - Q 3 5 4 - V 2 5

TPM 1.2 Support

LGA775
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WSB-945GSE
Full-size PICMG 1.0 CPU card supports Intel® Atom™ processor and comes 
with VGA, Dual PCIe GbE, USB 2.0, SATA and Audio

1. PICMG 1.0 and RoHS compliant
2. Intel® Atom™ processor N270 at 1.6GHz core speed with a 

533MHz FSB and 512KB L2 cache
3. Enhanced technology for lower power consumption
4. Two SATA and CF type I/II for data storage
5. IEI One Key Recovery solution allows you to create rapid OS 

backup and recovery

1 x WSB-945GSE single board computer

1 x Mini jumper pack

2 x SATA cable (P/N: 32000-062800-RS)

1 x KB/MS Y-cable (P/N: 32000-133200-RS)

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x USB Cable (P/N: CB-USB02-RS)

1 x Utility CD

1 x QIG (quick installation guide)

Part No. Description

WSB-945GSE-N270-R10
PICMG 1.0 with Intel® Atom™ processor N270 1.6G 
processor, VGA, Dual PCIe GbE, USB 2.0, SATA

AC-KIT883HD-R10
7.1 channel HD audio kit with realtek ALC883 support dual 
audio streams

AC-KIT08R-R10 5.1 channel AC'97 audio kit with realtek ALC655

32200-000052-RS ATA 66 flat cable

32102-000100-100-RS
32102-000100-200-RS

SATA power cable

19800-000049-RS LPT cable

Features

Packing List

Ordering Information

Specifications
 CPU 
On board Intel® Atom™ N270 processor 1.6GHz 512KB L2 cache with a 
533MHz FSB
 System Chipset 
Intel® 945GSE + ICH7M
 BIOS 
AMI Flash BIOS
 System Memory 
One 240-pin 533/400 MHz DDR2 SDRAM DIMM supported   
(system max. 2GB)
 Ethernet	 
Dual Realtek 8111CP PCIe GbE controller
 I/O Interface 
2 x RS-232 
7 x USB 2.0 (1 on bracket, 6 on board by pin header ) 
2 x SATA 
1 x IDE 
1 x LPT 
1 x PS/2 connector for KB/MS
 Digital I/O	  
8 bit digital I/O, 4-bit input/ 4-bit output
 Infrared Interface	  
1 x Infrared by pin header
 Super I/O	  
ITE IT8718F
 Display Interface	  
VGA Integrated in Intel® 945GSE
 Audio	  
Support 7.1 channel HD audio or 5.1 channel AC-97 audio by IEI audio kits
 SSD	  
CF type I/II
 Watchdog Timer	  
Software programmable supports 1 ~255 sec. system reset
 Power Supply	  
AT/ATX power
 Power consumption 
5V@2.55A, 12V@0.23A

	 (Intel® Atom™ N270 1.6GHz/533MHz CPU with 1GB DDR2 533MHz)
 Temperature 
Operation: 0°C ~ 60°C ( 32°F ~ 140°F)
 Humidity	 
Operation: 5% ~95% non-condensing
 Dimensions	  
338 mm x 122 mm
 Weight 
GW: 1.0 kg / NW: 0.25 kg

FSB 533DDR2533

Benefit
● Embedded CPU makes the system more stable
● Low power consumption increase the system life-cycle

N270 with 512KB L2 cache 
1.6GHz  

Intel® Atom™ 
Processor 

TDP  
2.5W!

Intel® Atom™
N270 processor

1 x DDR2 533/400 
MHz DIMM socket Intel® 945GSE ICH7M Audio DIO

Infrared

VGA

USB2.0

Dual PCIe 
GbE

KB/MS

IDE
LPT

2x COMCF II6 x USB 2.0
2 x SATA

Intel® Atom™ Processor on board

Atom
TM

W S B - 9 4 5 G S E - V 2 2

Atom
TM
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IDE
2 x RS-232
LPT
VGA

USB 2.0

Dual PCIe 
GbE

K/M

W S B - 9 4 5 4 - V 2 3

1. Supports LGA775 Intel® Core™2 Duo, Pentium® 4, Pentium® D and 
   Celeron® D processors with a 533 MHz, an 800 MHz or a 1066 MHz FSB
2. Dual Core processors combined physically
3. Enhanced Technology for better power consumption
4. Intel® EMT64 Technology support future 64-bit OS Appliance
5. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

     LGA775 4 x 240-pin DDR2 DIMM
DVI WSB-9454DVI Only

FDD

DVI Cable included in 
DVI Model

IO-KIT-001 6x USB 2.0
4 x SATA II

FSB1066 Dual DDR2 
667

WSB-9454-R12
Full-size PICMG 1.0 CPU card supports LGA775 Intel® Core™ 2 Duo, Pentium® D, Pentium® 
4 and Celeron ® D processors and comes with VGA or DVI, dual PCIe GbE LAN and 3.0 Gbps 
SATA II interfaces

Packing List

Ordering Information

Specifications

Features

Part No. Description

WSB-9454-R12 PICMG1.0 Intel® Core™2 Duo, Pentium® 4/D/ Celeron® D 
1066 MHz processor, VGA, Dual PCIe GbE, and SATA II. 

WSB-9454DVI-R12 PICMG1.0 Intel® Core™2 Duo, Pentium® 4/D/ Celeron® D 
1066 MHz processor, VGA/ DVI, Dual PCIe GbE, and SATA II.

AC-KIT883HD-R10 7.1 channel HD audio kit with realtek ALC883 supports dual audio streams
AC-KIT08R-R10 5.1 channel AC’97 audio kit with realtek ALC655 code
CF-775A-RS High performance CPU cooler (92 mm x 92 mm x 73 mm,130 W)
CF-520-RS-R11 High performance CPU cooler (115 mm x 115 mm x 67 mm,115 W)
32200-000017-RS FDD cable
19800-000049-RS LPT cable

1 x WSB-9454 single board computer
1 x Mini jumper pack 
1 x ATA 66 flat cable (P/N:32200-000052-RS)
1 x Dual RS-232 cable (P/N: 19800-000051-RS)
1 x SATA Power cable (P/N: 32102-000100-100/200-RS)
1 x IO-KIT-001-R20 (DVI model only)
2 x SATA cable (P/N: 32000-062800-RS)
1 x KB/MS Y-cable (P/N:32000-133200-RS)
1 x USB cable (P/N:CB-USB02-RS)
1 x Utility CD 1 x QIG

 CPU 
LGA775 Intel® Core™2 Duo, Pentium® D, 
Pentium® 4, and Celeron® D desktop processors 
with a 533 MHz, 800 MHz or 1066MHz FSB

 System Chipset 
Intel® 945G+ ICH7

 BIOS 
AMI Flash BIOS

 System Memory 
Four 240-pin 1 GB (max.) 667 MHz, 533 MHz 
or 400 MHz dual-channel DDR2 SDRAM DIMM 
supported (system max. 4 GB)

 Ethernet 
Dual Broadcom BCM5787M PCIe GbE chipset 
with ASF2.0

 I/O Interface 
2 x RS-232 
7 x USB 2.0 (1 on bracket, 6 on board) 
1 x IDE 
1 x FDD 
1 X LPT 
4 x SATA II 
1 x Infrared   
1 x Keyboard and mouse (PS/2) 
1 x 5-pin header for keyboard

 Digital I/O 
8-bit digital I/O,4-bit input/4-bit output

 Display Interface 
VGA integrated in Intel® 945G  
DVI by Silicon Image SIL1362 

	 (WSB-9454DVI only)
 Audio 
5.1 Channel AC’97 audio kit with realtek ALC655 
codec 
7.1 Channel HD audio kit with realtek ALC883 
support dual audio streams

 Watchdog Timer 
Software programmable supports 1~255 sec. 
system reset

 Power Supply 
AT/ATX power

 Power Consumption  
5 V @ 6.75 A, 12 V @ 7.24 A running 3D Mark 
with a 3 GHz Intel® Pentium® 4 processor and 4 
GB of 533 MHz DDR2 SDRAM

 Temperature 
Operating: 0°C~ 60°C (32°F~140°F)

 Humidity 
Operation: 5% ~ 95% non-condensing

 Dimensions 
338 mm x 122 mm

 Weight 
GW:1.2 Kg

WSB-9150-R21
Full-size PICMG 1.0 CPU card supports Socket 478 Intel® Pentium® 4 and Celeron® D 
processors with an 800 MHz or a 533 MHz FSB and Hyper-Threading Technology and comes 
with VGA, PCeI GbE LAN, SATA and USB 2.0

 CPU 
Socket 478 Intel® Pentium® 4 and 

	 Celeron® D processors with a 533 MHz or 
800 MHz FSB

 System Chipset 
Intel® 915GV + ICH6

 BIOS 
AMI Flash BIOS

 System Memory 
Two 184-pin 1 GB (max.) 400 MHz or 333 
MHz dual-channel DDR SDRAM DIMM 
supported (system max. 2 GB)

 Ethernet 
Broadcom BCM5787M PCIe GbE chipset

 I/O Interface	  
4 x SATA 	 1 x IDE 
8 x USB 2.0	 2 x RS-232 
1 x FDD	 1 x LPT  
1 x Infrared  
1 x Keyboard and mouse (PS/2) 
1 x 5-pin header for keyboard
 Super IO

    ITE 8718F 

Part No. Description

WSB-9150-R21
PICMG 1.0 Socket 478 800 MHz FSB CPU card with VGA, PCIe 
GbE, S-ATA and USB 2.0

CF-478A-RS High performance CPU Cooler (115 W)
CF-478B-RS 1U CPU Cooler (86 W)
CF-514-RS CPU cooler
CF-519-RS CPU cooler
AC-KIT08R-R10 5.1 channel AC’97 audio kit with realtek ALC655 codec

AC-KIT883HD-R10
7.1 channel HD audio kit with realtek ALC883 supports dual 
audio streams

32200-000017-RS FDD cable
19800-000049-RS LPT cable

1 x WSB-9150 single board computer
1 x Mini jumper pack 
1 x ATA 66 flat cable (P/N: 32200-000052-RS)
1 x SATA power cable  (P/N: 32102-000100-100/200-RS)
1 x KB/MS Y-cable  (P/N: 32000-133200-RS)
1 x ATX-12V cable (P/N: 32100-087100-RS) 2 x SATA cable (P/N: 32000-062800-RS)
1 x RS-232 cable (P/N: 19800-000047-RS) 1 x USB cable (P/N: CB-USB02-RS)
1 x Utility CD 1 x QIG

Packing List

Ordering Information

Specifications

PCI-EPCIe

Features
1. PICMG 1.0 and RoHS compliant
2. Supports Socket 478 Intel® Pentium® 4 and Celeron® D processors 

with an 800 MHz or a 533 MHz FSB and Hyper-Threading Technology
3. Two 184-pin 1 GB (max.) 400 MHz or 333 MHz dual-channel DDR 

SDRAM DIMM supported (system max. 2 GB)
4. One GbE chipset, four SATA connectors, eight USB 2.0 interfaces and 

two RS-232 serial port connectors
5. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

2 x 184-pin 
DDR DIMM 
sockets

Intel® 915GV DVI

Intel® ICH6

FDD IDE SATA LPT

COM

PCIe
GbE

VGA

8 x USB 2.0audio kit

KB/MS

ATX 12V
connector

Socket 478 

 Display Interface	  
VGA integrated in Intel® 915GV

 Audio 
5.1 Channel AC’97 audio kit with realtek 
ALC655 codec 
7.1 Channel HD audio kit with realtek 
ALC883 HD audio codec

 Watchdog Timer 
Software programmable 1~255 sec. 
system reset

 Power Supply 
AT/ATX support

 Power Consumption: 5V@5.67 A, 12V@ 
5.89 A running a 3.2 GHz Intel® Pentium
® 4 512 KN cache processor with an 
800 MHz FSB an 2 GB of 400 MHz DDR 
SDRAM

 Temperature	  
Operating: 0°C~ 60°C (32°F~ 140°F)

 Humidity	  
Operating: 5% ~ 95% non-condensing

 Dimensions: 338 mm x 122 mm  
 Weight: GW:1.1 kg

DVI Cable included 
in DVI Model

IO-KIT-001

Dual DDR
400 FSB800

PCI-EPCIe
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Features

WSB-9152-R30
Full-size PICMG 1.0 CPU card supports Socket 479 Intel® Pentium® M processors with a 533 
MHz FSB and comes with VGA, PCIe GbE LAN, USB 2.0, SATA and SATA II interfaces

 CPU 
Socket 479 Intel® Pentium® M and 
Celeron® M processors with a 400 MHz or 
533 MHz FSB

 System Chipse 
Intel® 915GME + ICH6-M

 BIOS 
Award Flash BIOS

 System Memory 
Two 240-pin 1 GB (max.) 533 MHz or 400 
MHz dual-channel DDR2 SDRAM DIMM 
supported (system max. 2 GB)

 Ethernet 
Dual PCIe Broadcom BCM5787M GbE

 I/O Interface 
2 x SATA 
7 x USB 2.0 (1 on bracket, 6 on board) 
2 x RS-232  
1 x Keyboard and mouse (PS/2) 
1 x IDE 
1 x FDD 
1 x LPT 
1 x Keyboard and mouse (PS/2) 
1 x 5-pin header for keyboard

 Digital I/O 
8-bit Digital I/O (4-bit input/4-bit output)

Part No. Description

WSB-9152-R30
PICMG 1.0 Socket 479 533 MHz FSB CPU card with VGA, PCIe 
GbE, USB 2.0, and SATA

CF-479B-RS CPU cooler

AC-KIT08R-R10 5.1 channel AC’97 audio kit with realtek ALC655 codec

AC-KIT883HD-R10 7.1 channel HD audio kit with realtek ALC883 supports dual audio streams

32200-000017-RS FDD cable

19800-000049-RS LPT cable

1 x WSB-9152 single board computer

1 x ATA 66 flat cable (P/N: 32200-000052-RS)

1 x SATA power cable  (P/N: 32102-000100-200-RS)

1 x KB/MS Y-cable  (P/N: 32000-133200-RS)

1 x USB cable (P/N: CB-USB02-RS)

2 x SATA cable (P/N: 32000-062800-RS) 1 x Mini jumper pack

1 x ATX-12V cable (P/N: 32100-087100-RS) 1 x RS-232 cable (P/N: 19800-000051-RS)

1 x Utility CD 1 x QIG 

Packing List

Ordering Information

Specifications

TV

VGA

Dual
GbE

PS/2 for 
KB/MS

PCIe Mini 
Card Slot 

1. PICMG 1.0 and RoHS compliant
2. Supports 2.0 GHz (max.) Socket 479 Intel® Dothan core Pentium® M 

processors with a 533 MHz FSB or Banias core Celeron® M processors 
with a 400 MHz FSB

3. Two 1.5 Gbps SATA connectors, two 3.0 Gbps SATA II connectors 
(WSB-9152S only) and seven USB 2.0 interfaces

4. IEI One Key Recovery solution allows you to create rapid OS backup 
and recovery

2 x IDE

PCI-EPCIe

 Display Interface 
VGA integrated in Intel 915GME 
18/24-bit dual channel LVDS

 Audio 
5.1 Channel AC’97 audio kit with Realtek 
ALC655 codec 
7.1 Channel HD audio kit with Realtek 
ALC883 supports dual audio streams

 Watchdog Timer 
Software programmable supports 1~255 
sec. system reset

 Power Supply 
AT/ATX support

 Power Consumption: 
12 V @ 2.08 A, 5 V @  3.6 A, -12 V @ 
0.1 A, 5 Vsb @ 0.93 A running a 2 GHz 
Intel® Pentium® M processor with a 533 
MHz FSB and 512 MB of 400 MHz DDR 
SDRAM

 Temperature 
Operating: 0°C~ 60°C (32°F~ 140°F)

 Humidity
	 Operating: 5% ~ 95% non-condensing

 Dimensions:  
338 mm x 122 mm

 Weight: GW: 1.1 Kg

Dual DDR2 
533 FSB533

24-bit dual channel LVDS
DVI FDD COM

LPT
COM

KB 
connectorUSB

18/24-bit 
dual channel LVDS

W S B - 9 4 5 2 - V 2 3

1. PICMG 1.0 and RoHS compliant
2. Socket M Intel® Core™2 Duo, Core™ Duo, Core™ Solo and Celeron® M 

mobile processors with a 533 MHz or 667 MHz FSB
3. Four 240-pin 1 GB (max.) 667/533/400 MHz dual-channel DDR2 SDRAM 

DIMM supported (system max. 4 GB)
4. Two PCIe GbE controllers
5. IEI One Key Recovery solution allows you to create rapid OS backup  

and recovery

HDTVCABLESET-01

Dual DDR 
667

FSB667
PCI-EPCIe

WSB-9452-R20
Full-size PICMG 1.0 CPU card supports Socket M Intel® Core™2 Duo processors and comes 
with VGA, DVI, HDTV, dual PCIe GbE LAN and SATA, SATAII interfaces

Features

Specifications

Packing List

Part No. Description

WSB-9452-R20
PICMG1.0 Intel® Core™2 Duo 533/ 667 MHz processor, VGA/
LVDS/HDTV, and Dual PCIe GbE 2 x SATA

WSB-9452S-R20
PICMG1.0 Intel® Core™2 Duo 533/ 667 MHz processor, VGA/
LVDS/HDTV, Dual PCIe GbE, and 4 x SATA.

WSB-9452SDVI-R20
PICMG1.0 Intel® Core™2 Duo 533/ 667 MHz processor, VGA/
LVDS/HDTV/DVI, Dual PCIe GbE, and 4 x SATA. 

CF-479B-RS CPU cooler
HDTVCABLESET-01 HDTV cable set with composite/ S-Video/ Component output
AC-KIT08R-R10 5.1 channel audio kit with realtek ALC655
AC-KIT883HD-R10 7.1 channel HD audio kit with realtek ALC883 supports dual audio streams
32200-000017-RS FDD cable
19800-000049-RS LPT cable

1 x WSB-9452 single board computer
1 x ATA 66 flat cable (P/N:32200-000052-RS)
1 x Dual RS-232 cable (P/N: 19800-000051-RS)
1 x SATA power cable (P/N: 32102-000100-200-RS) 
2 x SATA power cable (P/N: 32102-000100-200-RS) for WSB-9452S/9452SDVI
1 x IO-KIT-001-R20 (DVI model only)
4 x SATA cable (P/N: 32000-062800-RS) for WSB-9452S/9452SDVI
1 x KB/MS Y-cable (P/N:32000-133200-RS) 1 x Mini jumper pack 
1 x USB cable (P/N:CB-USB02-RS) 2 x SATA cable (P/N: 32000-062800-RS)
1 x Utility CD 1 x QIG

Ordering Information

 CPU 
Socket M Intel® Core™2 Duo, Core™ Duo, Core™ 
Solo and Celeron® M mobile processors with a 533 
MHz or 667MHz FSB

 System Chipset: Intel® 945GM + ICH7M
 BIOS: AMI Flash BIOS
 System Memory 
Two 240-pin 2 GB (max.) 667 MHz, 533 MHz or 400 
MHz dual-channel DDR2 SDRAM DIMM supported 
(system max. 4 GB)

 Ethernet 
Dual Broadcom BCM5787M PCIe GbE chipsets 
with ASF2.0 

 I/O Interface 
2 x RS-232	 1 x 20-pin LPC (TPM Module) 
1 x FDD	 1 X LPT 
1 x Infrared	 1 x PCIe Mini card slot 
7 x USB 2.0 (1 on bracket, 6 on board) 
1 x IDE (2 x IDE, WSB-9452S/WSB-9452SDVI Only) 
2 x SATA 
(4 x SATA by JMB363 WSB-9452S/9452SDVI Only) 
1 x Keyboard and mouse (PS/2) 
1 x 5-pin header for keyboard

 Digital I/O: 8-bit digital I/O, 4-bit input/4-bit output

 Display Interface	  
VGA/HDTV out integrated in Intel® 945GM 
DVI (WSB-9452SDVI) 
18-bit dual channel LVDS 

 Audio 
5.1 Channel AC’97 audio kit with Realtek 
ALC655 codec 
7.1 Channel HD audio kit with Realtek ALC883 
supports dual audio streams

 Watchdog Timer 
Software programmable supports 1~255 sec. 
system reset

 Power Supply: AT/ATX Power
 Power Consumption  
5 V @ 4.15 A,12 V @ 1.29 A running a 2.33 
GHz Yonah core Intel® Core™ Duo T2700 
processor and 2 GB of 533 MHz DDR2 
SDRAM

 Temperature: Operation: 
	 0°C ~ 60°C (32°F~ 140°F)

 Humidity: 
	 Operating: 5% ~ 95% non-condensing

 Dimensions: 338(L) mm x 122(W) mm
 Weight: GW: 1.2 kg

TPM 1.2 Support

Core™2 Duo Socket LVDS DVI IDE 4 x SATA FDD 2 x RS-232

LPT

VGA

USB 2.0

Dual PCIe
GbE

KB/MS

PCIe Mini 
Card Slot

6 x USB 2.02 x 240-pin DDR2 DIMM sockets KBTPM
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31. PICMG 1.0 and RoHS compliant
2. Long term support
3. Supports Socket 478 Prescott Intel® Pentium® 4 and Celeron® D processors with 

an 800MHz (max.) FSB.
4. Intel® Extreme Graphics II integrated graphics engine
5. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

 CPU 
Socket 478 Intel® Pentium® 4, Celeron® D 
and Celeron® processors with a 400 MHz, 
533 MHz or 800MHz FSB

 System Chipsets 
Intel® 865G+ ICH5

 BIOS 
Award Flash BIOS

 System Memory 
Two 184-pin 1 GB (max.) 400 MHz or 333 
MHz dual-channel DDR SDRAM DIMM 
supported (system max. 2 GB)

 Ethernet 
1st Intel® 82562ET Ethernet chipset 
(ROCKY-4786EV) 
2nd Intel® 82547 GbE chipset 
(ROCKY-4786EVG with ASF2.0 remote 
control support )

 I/O Interface 
2 x RS-232	 1 x LPT 
1 x Infrared	 8 x USB 2.0 
2 x SATA		  1 x FDD 
2 x IDE		

	 1 x Keyboard and mouse (PS/2)
	 1 x 5-pin header for keyboard

Part No. Description

ROCKY-4786EV-RS-R41
PICMG1.0 Socket 478 800 MHz FSB based CPU card with 
VGA, LAN, SATA, USB 2.0 & Audio

ROCKY-4786EVG-RS-R41
PICMG1.0 Socket 478 800 MHz FSB CPU card with VGA, 
LAN, GbE, SATA, USB 2.0 & Audio

CF-478A-RS High performance CPU cooler (115 W)

CF-478B-RS 1U CPU cooler (86 W)

CF-514-RS CPU cooler 

CF-519-RS CPU cooler 

32200-000017-RS FDD cable

19800-000049-RS LPT cable

1 x ROCKY-4786 single board computer

1 x Mini jumper pack

2 x SATA cable (P/N: 32000-062800-RS)

1 x SATA power cable (P/N: 32102-000100-100/200-RS)

1 x KB/MS Y-cable (P/N: 32000-133200-RS)

1 x HDD cable (P/N: 32200-000052-RS)

1 x power cable (P/N: 32100-087100-RS)

1 x Dual RS-232 cable (2 COM Ports) (P/N: 19800-000051-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD

1 x QIG

FSB800Dual DDR2 
400

ROCKY-3786EVGU2-RS-R41
Full-size PICMG 1.0 CPU card supports Socket 370 Intel® Pentium® III processors with a 
133 MHz FSB and comes with VGA, LAN, GbE, USB 2.0, Audio and SATA RAID

1. Intel® Graphic integrated graphic engine
2. PC133 SDRAM memory support up to 512 MB
3. Supports Intel® Pentium® III, Tualatin and Celeron® processors with a 133 MHz 

(max.) FSB 
4. LAN, USB 2.0(ROCKY-3786EVGU2), Audio integrated
5. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

 CPU 
Socket 370 Intel® Pentium® III and Celeron® 
processors with a 100 MHz or 133MHz FSB

 System Chipsets 
Intel® 815E + ICH2

 BIOS 
Award Flash BIOS

 System Memory 
Two 168-pin 256MB (max.) PC133/100 SDRAM 
DIMM supported (system max. 512MB)

 Ethernet 
ROCKY-3786EV Intel® 82562ET Ethernet 
chipset 
ROCKY-3786EVGU2 Intel® 82541PI and Intel® 
82562ET Ethernet chipset

 I/O Interface 
2 x RS-232	 1 x LPT 
1 x Infrared	 2 x USB 1.1  
1 x FDD	 2 x IDE 
4 x USB 2.0 (ROCKY-3786EVGU2) 
1 x Keyboard and mouse (PS/2) 
1 x 5-pin header for keyboard 
2 x SATA with VIA VT6421 RAID 0,1 function 
support

Part No. Description

ROCKY-3786EV-RS-R41
PICMG1.0 Socket 370 base SBC VGA, 10/100 Mbps LAN, 
CF Type II scoket, and SATA 

ROCKY-3786EVGU2-RS-R41
PICMG1.0 Socket 370 base SBC VGA, GbE, CF Type II 
scoket, USB 2.0, and SATA

CF-370A-RS
CPU cooler 
(Slim Type CPU Cooler 50 mm x 52 mm x 20 mm 40 W)

CF-504-RS CPU cooler

CF-507-RS
CPU cooler  
(Blower Type Copper 53 mm x 51 mm x 25.5 mm)

CF-512-RS CPU cooler
CF-513-RS CPU cooler
32200-000017-RS FDD cable
19800-000049-RS LPT cable

1 x ROCKY-3786 single board computer
1 x Mini jumper pack
1 x ATA66 flat cable (P/N: 32200-000052-RS)
2 x SATA cable (P/N: 32000-062800-RS)
1 x KB/MS Y-cable (P/N: 32000-133200-RS)
1 x SATA power cable (P/N: 32102-000100-100/200-RS)
1 x Dual RS-232 cable (P/N: 19800-000051-RS)
1 x USB cable (P/N: CB-USB02A-RS for ROCKY-3786EVGU2 only )
1 x USB cable (P/N: CB-USB02-RS)
1 x Utility CD
1 x QIG

Features

Packing List

Ordering Information

Specifications

ATX Power 2 x PC133/100 SDRAM 
socket

IDE 2 x COM LPT FDD

CF 
Type II

VGA

Line-out

LAN

KB/MS

Intel® Socket 370 Intel® 815E 2 x USB1.1 4 x USB 2.0 2 x SATA 

 Super I/O 
ITE IT8712

 Display Interface 
VGA intergated in Intel® 815E

 Audio 
AC'97 2.3 Realtek ALC655 codec

 SSD 
CF Type II 

 Watchdog Timer 
Software programmable supports 
1~255 sec. system reset

 Power Supply 
AT/ATX support 

 Power Consumption  
5V@7.6A,12V@0.230 A running a 
1 GHz Intel® Pentium® III 256MB 
cache processor

 Temperature 
Operating: 0°C~ 60°C (32°F~140°F)

 Humidity 
Operating: 5% ~ 95% non-
condensing

 Dimensions 
338 mm x 122 mm 

 Weight 
GW: 1.1 Kg

FSB100/133SDRAM
PC100/133

ROCKY-4786EVG-RS-R41
Full-size PICMG 1.0 supports Socket 478 Intel® Pentium® 4 and Celeron® D processors 
with an 800 MHz FSB and comes with VGA, LAN, GbE, SATA, USB 2.0 and audio

ATX-12V 2 x 184-pin DDR DIMM sockets IDE FDDLPT

VGA

GbE
KB/MS

CF Type II

2 x RS-232

Speaker

LAN

2 x SATAIntel® 865GIntel® Socket 478 
Pentium® 4 Prescott/Celeron® D

Features

Packing List

Ordering Information

Specifications
 Digital I/O 
N/A

 SSD 
CF Type II 

 Display Interface 
VGA integrated in Intel® 865GV

 Audio 
Realtek ALC655 AC'97 codec

 Watchdog Timer 
Software programmable supports 1~255 
sec. system reset

 Power Supply 
 AT/ATX power 

 Power Consumption  
12 V @ 7.52 A, -12 V @ 500 mA, 5 V @ 
6.98 A running a 3 GHz Intel® 

	 Pentium® 4 processor with a 800 MHz 
FSB and 512 MB of 400 MHz dual-
channel DDR SDRAM

 Temperature	  
Operating: 0°C ~ 60°C (32°F ~ 140°F)

 Humidity	  
Operating: 5% ~ 95% non-condensing

 Dimensions 
338 mm x 122 mm 

 Weight
	 GW: 1.1 Kg

R O C K Y- 4 7 8 6 E V- V 2 3



ORing
Network 
Communication

7

Panel  
Solutions

6

I/O 
Communication 
Solutions

5

Video  
Capture 
Solutions

4

Power Supply/
Peripherals

8

1
Industrial 
Computing 
Solutions

Embedded 
Computing 
Solutions

2

www.ieiworld.com

1-26

Single Board Computer / Full Size

Industrial Data 
Collector
and Controller

3

PCI/PX Backplane
Support PCI and ISA Slot on one backplane ! For PICMG1.0 Single board computer

The advantages of using this series of PICMG1.0 cards are numerous:

1. Supports standard PICMG version 1.0 slot on the PCI/PX series passive backplane.

2. Compatible with all available PCI/ISA cards PCI/PX backplane is also integrated with the ROCKY 
series Card slot. 

Selection Guide PAC series wall-mount Chassis	                       4U/5U Rack-mount Chassis                  1U/2U Rack-mount Chassis

Model PCI-4S-RS-R40 PCI-5S-RS-R40 PCI-5S2A-R40
PCI-5S2-RS-R40 PCI-6S-RS-R40 PCI-7S-RS-R41 PCI-8S-RS-R40 PX-8S-RS-R41

Total Slot 4 5 5 6 7 8 8
PCI Slot 3 3 4 4 4 4 6
ISA Slot 1 2 1 2 3 4 2

PSU Type ATX/AT ATX/AT ATX/AT ATX/AT ATX/AT ATX/AT ATX/AT

Chassis PAC-42GF PAC-1000G RACK-500G
PAC-106G
PAC-107G 

PAC-1000G
PAC-1700G PAC-130G PAC-130G

Model PCI-10S-RS-R41 PCI-10S2-RS-R41 PX-10S-RS-R40 PCI-12S-RS-R40 PCI-13SD-RS-R40 PCI-14S-RS-R40 PCI-14S2-RS-R40
Total Slot 10 10 10 12 13 14 14
PCI Slot 4 4 7 4 3+4 4 4
ISA Slot 5 5 3 7 3+3 9 8

PSU Type ATX/AT ATX/AT ATX/AT ATX/AT ATX/AT ATX/AT ATX/AT

Chassis
PAC-125G

RACK-900G
PAC-130G

RACK-900G
PAC-130G

PAC-125G
PAC-130G

RACK-814G 
RACK-3000G

RACK-305G  
RACK-360G 
RACK-814G 

RACK-3000G

RACK-814G-R20

RACK-305G  
RACK-360G 
RACK-814G

RACK-3000G
Note for Dual System

Model PCI-14S3-RS-R41 PX-14S2-RS-R41 PX-14S3-RS-R41 PX-14S5-RS-R41 PCI-18SQ-RS-R40 PCI-19S-RS-R40 PX-20S2-RS-R40 PX-20S3-RS-R40
Total Slot 14 14 14 14 18 19 20 20
PCI Slot 4 7 12 7 12 4 17 18
ISA Slot 9 6 2 6 2 14 3 1

PSU Type ATX/AT ATX/AT ATX/AT ATX/AT ATX ATX/AT ATX/AT ATX/AT

Chassis

RACK-305G  
RACK-360G
RACK-814G

RACK-3000G

RACK-814G
RACK-3000G

RACK-305G  
RACK-360G 
RACK-814G

RACK-3000G

RACK-305G  
RACK-360G 
RACK-814G

RACK-3000G

N/A RACK-3200G 
RACK-3035G 

RACK-3200G 
RACK-3035G  

RACK-3200G 
RACK-3035G  

Model PCI-2SD2-RS-R41 PCI-5SD5-RS-R40 PCI-5SD6-RS-R40 PCI-5SDA-RS-R40 PCI-6SD-RS-R40/PCI-6SR-RS-R40
Total Slot 2 6 6 6 6
PCI Slot R2 L2+R2 L2+R2 L2+R2 L1+R1
ISA Slot L1+R1

PSU Type ATX/AT AT ATX ATX/AT ATX

Chassis RACK-1150G
RACK-1151G

RACK-220G 
RACK-2000G 

RACK-220G
RACK-2000G 

RACK-220G
RACK-2000G 

RACK-220G 
RACK-2000G 

4 systems

dual systems

P I C M G 1 . 0 B P - S e l e c t i o n - V 2 2
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Ordering Information
PCI-4S-RS-R40	 4-slot backplane with 3 PCI slots and 1 ISA slot
PAC-42GF	 4-slot full-size compact chassis

Ordering Information
PCI-5S-RS-R40	 5-slot backplane with 3 PCI slots and 2 ISA slots 
PAC-1000G	 6-slot full-size compact chassis

Ordering Information
PCI-5S2-RS-R40	 5-slot AT power backplane with 4 PCI slots and 1 ISA slot
PCI-5S2A-R40	 5-slot ATX power backplane with 4 PCI slots and 1 ISA slot
RACK-500G	 5-slot full-size compact chassis

Ordering Information
PCI-6S-RS-R40 	 6-slot backplane with 4 PCI slots and 2 ISA slots
PAC-106G	 6-slot full-size compact chassis
PAC-107G	 6-slot full-size compact chassis
PAC-1000G	 6-slot full-size compact chassis

 PCI-4S-RS-R40

 PCI-5S-RS-R40

 PCI-5S2-RS-R40/ PCI-5S2A-RS-R40

 PCI-6S-RS-R40
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3

Ordering Information
PCI-7S-RS-R41	 7-slot backplane with 4 PCI slots and 3 ISA slots
PAC-1700G	 7-slot full-size compact chassis

Ordering Information
PCI-8S-RS-R40	 8-slot backplane with 4 PCI slots and 4 ISA slots
PAC-130G	 10-slot full-size compact chassis

Ordering Information
PX-8S-RS-R41	 8-slot backplane with 6 PCI slots and 2 ISA slots
PAC-130G	 10-slot full-size compact chassis

 PCI-7S-RS-R41

 PCI-8S-RS-R40

 PX-8S-RS-R41

P I C M G 1 . 0 - B P 2 - V 2 2

Ordering Information
PCI-10S-RS-R41	 10-slot backplane with 4 PCI slots and 5 ISA slots
PAC-125G	 10-slot full-size compact chassis
RACK-900G	 5U 10-slot full-size rack-mount chassis 
PAC-130G	 10-slot full-size compact chassis

 PCI-10S-RS-R41
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140.23

19.46

221.62

93.35

238.76

264.16

0

7.62

68.58

19.46
15.93

94.77

140.26

211.51

0

221.62

264.160

222.94

254.25
254.25
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P
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Ordering Information
PX-10S-RS-R40 	 10-slot backplane with 7 PCI slots and 3 ISA slots
PAC-125G 	 10-slot full-size compact chassis

Ordering Information
PCI-10S2-RS-R41 	 10-slot backplane with 4 PCI slots and 5 ISA slots
RACK-900G 	 5U 10-slot full-size rack-mount chassis

 PX-10S-RS-R40

 PCI-10S2-RS-R41
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Dual  System

Ordering Information
PCI-12S-RS-R40 	 12-slot backplane with 4 PCI slots and 7 ISA slot
RACK-814G 	 4U 14-slot full-size rack-mount chassis
RACK-3000G 	 4U 14-slot full-size rack-mount chassis

Ordering Information
PCI-13SD-RS-R40 	 13-slot dual-system backplane with System 1 having 
 	 3 PCI slots and 3 ISA slots and System 2 having
 	 4 PCI slots and 3 ISA slots 
RACK-305G 	 4U 14-slot full-size rack-mount chassis
RACK-360G 	 4U 14-slot full-size rack-mount chassis
RACK-814G 	 4U 14-slot full-size rack-mount chassis
RACK-3000G 	 4U 14-slot full-size rack-mount chassis

 PCI-12S-RS-R40

 PCI-13SD-RS-R40
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Ordering Information
PCI-14S2-RS-R40	 14-slot backplane with 4 PCI slots and 8 ISA slots
RACK-305G	 4U 14-slot full-size rack-mount chassis
RACK-360G	 4U 14-slot full-size rack-mount chassis
RACK-814G 	 4U 14-slot full-size rack-mount chassis
RACK-3000G	 4U 14-slot full-size rack-mount chassis

Ordering Information
PCI-14S3-RS-R40 	 14-slot backplane with 4 PCI slots and 9 ISA slotss
RACK-305G 	 4U 14-slot full-size rack-mount chassis
RACK-360G 	 4U 14-slot full-size rack-mount chassis
RACK-814G 	 4U 14-slot full-size rack-mount chassis
RACK-3000G	 4U 14-slot full-size rack-mount chassis

Ordering Information
PX-14S2-RS-R41	 14-slot backplane with 7 PCI slots and 6 ISA slots
RACK-814G 	 4U 14-slot full-size rack-mount chassis
RACK-3000G	 4U 14-slot full-size rack-mount chassis

 PCI-14S2-RS-R40

 PCI-14S3-RS-R40

 PX-14S2-RS-R41
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Ordering Information
PCI-14S-RS-R40 	 14-slot backplane with 4 PCI slots and 9 ISA slots 
RACK-814G 	 4U 14-slot full-size rack-mount chassis

 PCI-14S-RS-R40
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3

Ordering Information
PX-14S3-RS-R41	 14-slot backplane with 12 PCI slots and 2 ISA slots
RACK-305G	 4U 14-slot full-size rack-mount chassis
RACK-360G	 4U 14-slot full-size rack-mount chassis
RACK-814G	 4U 14-slot full-size rack-mount chassis
RACK-3000G	 4U 14-slot full-size rack-mount chassis

Ordering Information
PX-14S5-RS-R41	 14-slot backplane with 7 PCI slots and 6 ISA slots
RACK-305G	 4U 14-slot full-size rack-mount chassis
RACK-360G	 4U 14-slot full-size rack-mount chassis
RACK-814G 	 4U 14-slot full-size rack-mount chassis
RACK-3000G	 4U 14-slot full-size rack-mount chassis

Ordering Information

PCI-19S-RS-R40	 19-slot backplane with 4 PCI slots and 14 ISA slots
RACK-3200G 	 4U 14-slot full-size rack-mount chassis
RACK-3035G	 4U 14-slot full-size rack-mount chassis

 PX-14S3-RS-R41

 PX-14S5-RS-R41

 PCI-19S-RS-R40
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3

Ordering Information
PCI-20S2-RS-R40 	 20-slot backplane with 17 PCI slots and 3 ISA slots
RACK-3200G 	 4U 14-slot full-size rack-mount chassis
RACK-3035G 	 4U 14-slot full-size rack-mount chassis

Ordering Information
PCI-20S3-RS-R40 	 20-slot backplane with 18 PCI slots and 1 ISA slot
RACK-3200G 	 4U 14-slot full-size rack-mount chassis
RACK-3035G 	 4U 14-slot full-size rack-mount chassis

Ordering Information

PCI-2SD2-RS-R41 	 1U chassis backplane with 2 PCI slots
RACK-1150G	 1U full-size rack-mount chassis
RACK-1151G	 1U full-size rack-mount chassis

 PX-20S2-RS-R40

 PX-20S3-RS-R40

 PCI-2SD2-RS-R41
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3

 PCI-5SD5-RS-R40

 PCI-5SDA-RS-R40

2U Type

Ordering Information
PCI-5SD5-RS-R40	 2U chassis backplane with 4 PCI slots
RACK-220G	 2U 6-slot full-size rack-mount chassis
RACK-2000G	 2U 6-slot full-size rack-mount chassis

Ordering Information
PCI-5SD6-RS-R40	 2U chassis backplane with 4 PCI slots
RACK-220G	 2U 6-slot full-size rack-mount chassis
RACK-2000G	 2U 6-slot full-size rack-mount chassis

Ordering Information
PCI-5SDA-RS-R40	 2U chassis backplane with 4 PCI slots 
RACK-220G	 2U 6-slot full-size rack-mount chassis
RACK-2000G	 2U 6-slot full-size rack-mount chassis

Ordering Information
PCI-6SD-RS-R40    2U chassis backplane with 2 PCI slots and 2 ISA slots
PCI-6SR-RS-R30    2U chassis backplane with 2 PCI slots and 2 ISA slots (AT mode)
RACK-220G            2U 6-slot full-size rack-mount chassis
RACK-2000G          2U 6-slot full-size rack-mount chassis

 PCI-5SD6-RS-R40

 PCI-6SD-RS-R40 / PCI-6SR-RS-R30 (AT mode)

2U Type

2U Type

2U Type
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Model Name PICOe-PV-D510 PICOe-945GSE PICOe-GM45A PICOe-9452-R20 PICO-8522-R20 IOWA-8522 

CPU Socket On Board On Board Socket P Socket M Socket 479/ On Board Socket479/ On board 

CPU Type 
Intel® Atom™ Processor 
D510 1.66GHz

Intel® Atom™ Processor 
N270 1.6GHz

Intel® 45nm 
Core™2 Duo, Celeron®M

Intel® Core™2 Duo,  
Core™ Duo, Core™ Solo, 
Celeron® M

Intel® Pentium® M/ 
Celeron® M 
On board Celeron® M 1G 
zero cache

Intel® Pentium® M/ 
Celeron® M 
On board 
Celeron® M 600MHz 
512Kcache/1G zero cache

FSB NA 533 MHz 667/800/1066 MHz 533/667 MHz 400 MHz 400 MHz 

Chipset Intel® ICH8M Intel® 945GSE + ICH7M Intel® GM45 + ICH9M Intel® 945GME + ICH7M Intel® 852GM + ICH4 Intel® 852GM + ICH4

Memory 

1 x 200-pin, Max.2GB,  
667/800 MHz DDR2 SO-
DIMM 
On board 512MB DDR2 
667MHz memory

1 x 200-pin, Max.2 GB, 
400/533 MHz DDR2  
SO-DIMM 
On board 512MB DDR2 
533MHz memory

2 x 240-pin, Max.4 GB, 
667/800 MHz dual-channel 
DDR2 DIMM 

2 x 240-pin, Max.4 GB, 
533/667 MHz dual-channel 
DDR2 DIMM 

1 x 184-pin, Max.1 GB, 
200/266 MHz Single-
channel DDR DIMM

1 x 200-pin, Max. 1 GB 
DDR 200/266 MHz  
SO-DIMM  
On-board 128 MB DDR 
SDRAM

Display Interface 
VGA Intgrated in Intel® 
D510 Processor 
18-bit Single-channel LVDS

VGA Intgrated in Intel® 
945GSE 
18-bit dual-channel LVDS 
HDTV-out

VGA Intgrated in Intel® 
GM45 
24-bit dual-channel LVDS 
HDTV-out

VGA intgrated in the Intel® 
945GME 
24-bit dual channel LVDS 
HDTV-out

VGA integrated in Intel® 
852GM 
24-bit dual channel LVDS

VGA integrated in 852GM 
24-bit dual channel LVDS 

Ethernet 
Intel® GbE Phy 82567V 
Intel® PCIe GbE 82583V

Dual Realtek RTL8110S 
GbE controller 

Dual Intel® 82574L GbE 
controllers 

Intel® 82573L PCIe GbE 
chipset 
Intel® 82562 Ethernet 
10/100 Mbps LAN

Dual Realtek RTL8110SC 
GbE controller 

Intel® 82562ET Ethernet 
controller 

I/O Interface 

2 x RS-232 
7 x USB 2.0 
1 x Infrared Interface 
1 x PS/2 for KB & MS  
1 x 6-pin header for 
Keyboard and mouse

2 x RS-232 
7 x USB 2.0 
1 x Infrared Interface 
1 x PS/2 for KB & MS  
1 x 6-pin header for 
Keyboard and mouse

2 x RS-232 
7 x USB 2.0 
1 x LPT 
1 x Infrared Interface 
1 x PS/2 for KB & MS

2 x RS-232  
5 x USB 2.0  
1 x LPT  
1 x Infrared Interface 
1 x PS/2 for KB & MS  
1 x 6-pin header for 
Keyboard and mouse

2 x RS-232  
5 x USB 2.0  
1 x LPT 
1 x PS/2 for KB & MS   
1 x 5-pin header for 
Keyboard

1 x RS-232  
1 x RS-232/422/485 
4 x USB 2.0 
1 x LPT  
1 x Infrared  
1 x 6-pin header for 
Keyboard and mouse

Drive Interface 3 x SATA II
2 x SATA 
1 x CF type II

4 x SATA II
2 x SATA  
1 x IDE  
1 x CF type II

2 x SATA RAID 
1 x IDE  
1 x FDD  
1 x CF type II 

2 x SATA RAID
1 x IDE 
1 x FDD  
1 x CF type II 

Audio 

7.1channel HD Audio 
kit with Realtek ALC883 
supports dual audio 
streams

5.1 channel audio kit with 
Realtek ALC655 AC'97 
codec  
7.1channel HD Audio 
kit with Realtek ALC883 
supports dual audio 
streams

10-pin on-board header 
supports 7.1 channel HD 
Audio by AC-KIT883HD 

5.1 channel audio kit with 
Realtek ALC655 AC'97 
codec  
7.1channel HD Audio 
kit with Realtek ALC883 
supports dual audio 
streams

5.1 channel audio kit with 
Realtek ALC655 AC'97 
codec 

supports 5.1 channel by IEI 
AC-KIT08R 

Digital I/O 8-bit digital I/O (4-bit input/4-bit output) 

Power 
consumption 

5V@4.55A, 12V@0.46A 
(Intel® Atom™ D510 
1.66GHz CPU, 1GB DDR2 
667MHz)

5V@2.89A, 12V@0.22A 
(Intel® Atom™ processor 
N270 1.6 GHz 533 MHz 
CPU, 1 GB DDR2 533MHz)

5V@5.59A, 12V@0.15A
(Intel® Core™2 Duo T9400 
2.53 GHz CPU, 4 GB 
DDR2 SDRAM)

5 V@3.49A, 3.3V@0.2A, 
12V@1.75A
(Intel® Core™2 Duo T7400 
2.16 GHz  CPU, 512 MB 
DDR2 667 MHz SDRAM 
DIMM)

5V@4.64A 
(Intel® Celeron® M 
1.6GHz CPU, 
1 GB DDR 333 MHz 
DIMM)

3.3V@0.01A, 5V@5.29A, 
12V@0.13A 
(Intel® Pentium® M 
2.0GHz CPU, 1GB DDR 
DIMM)

Watchdog Timer Software programmable and supports 1~255 sec. system reset 

Operating 
Environment 

Temperature Range: 0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity: 5%~95% non-condensing

Expansion Slot PCI/ PCIE PCI/ PCIE PCI/ PCIe PCI/ PCIE PCI ISA 

CPU Cooler Cooler Heatsink CF-479B-RS CF-479B-RS CF-479B-RS CF-479B-RS 

Half Size PICOe, PICO, ISA, Selection Guide

P I C O e - S e l e c t i o n  G u i d e - V 2 5
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Half Size PCISA Selection Guide

Model Name IOWA-MARK-R11 IOWA-GX-R11 PCISA-9652 PCISA-945GSE-R11 PCISA-9102 PCISA-6770E2-RS-R30 

CPU Socket On Board On Board Socket P On Board Socket 479/ On Board Socket 479/ On Board 

CPU Type 
VIA MARK 533 MHz or 
800 MHz

AMD® Geode™ GX466
Intel® Core™2 Duo, 
Celeron® M

Intel® Atom™ Processor 
N270 1.6GHz

Intel® Pentium® M/
Celeron® M On board 
Celeron® M 1GHz zero 
cache

Intel® Pentium® M /  
Celeron® M On board 
Celeron® M 600 MHz 
512Kcache/1G zero cache

FSB N/A N/A 533/800MHz 533MHz 400 MHz 400 MHz 

Chipset VIA® MARK + VT82C686B 
AMD® Geode™ GX466 + 
AMD® CS5536 

Intel® GME965 + ICH8ME Intel® 945GSE + ICH7M Intel®910GMLE + ICH6M Intel® 852GM + ICH4 

Memory 

1 x 168-pin, 
Max. 512 MB, PC 100/133 
DIMM 128 MB 
On-board 128 MB memory 

1 x 200-pin, 
Max. 512 MB, 200/266 
DDR DIMM 
On-board 128 MB memory

1 x 240-pin, Max. 2 GB, 
533/667 MHz single-
channel DDR2 SDRAM 
DIMM

On board 512 MB DDR2 
533 MHz memory
1x 200-pin, system max. 
2GB, 533 MHz DDR2 
SDRAM SO-DIMM

1 x 240-pin, Max. 1 GB, 
400 MHz single-channel 
DDR2 SDRAM DIMM

1 x 184-pin, Max. 1 GB, 266 
MHz DDR SDRAM DIMM 

Display Interface 

VGA integrated in the VIA® 
Mark 
24-bit TTL 
18-bit dual channel LVDS

VGA integrated in AMD® 
Geode™ GX466 
24-bit TTL

VGA Intgrated in Intel® 
GME965 
HDTV-Out 
24-bit dual channels LVDS

VGA Intgrated in Intel® 
945GSE
18-bit dual-channel LVDS 
HDTV-out 

VGA Intgrated in Intel® 
910GMLE 
24-bit dual channels LVDS

VGA integrated in Intel® 
852GM 
24-bit dual channel LVDS 

Ethernet 
Realtek RTL8100C 
Ethernet controller 

Realtek RTL8100C 
Ethernet controller 

Dual PCIe Intel® 82573L 
GbE controller

Dual PCIe Realtek 
RTL8111CP GbE controller

Dual PCIe Broadcom 
BCM5787M GbE controller

Dual 10/100Mbps 
Intel®82562ET/ 82551ER 
controller

I/O Interface 

2 x RS-232  
4 x USB 1.1  
1 x LPT  
1 x Infrared Interface 
1 x PS/2 for KB & MS  
1 x 6-pin header for 
Keyboard and mouse

2 x RS-232  
1 x RS-422/485  
4 x USB 2.0  
1 x LPT  
1 x Infrared Interface 
1 x PS/2 for KB & MS  
1 x 6-pin header for 
Keyboard and mouse

1 x RS-232  
1 x RS-232/422/485  
6 x USB2.0 
1 x LPT  
1 x 6-pin header for 
Keyboard and mouse

1 x RS-232 
1 x RS-232/422/485 
6 x USB 2.0 
1 x LPT 
1 x Infrared Interface 
1 x 6-pin header for 
Keyboard and mouse

1 x RS-232  
1 x RS-232/422/485  
6 x USB2.0 
1 x LPT  
1 x 6-pin header for 
Keyboard and mouse 

1 x RS-232  
1 x RS-232/422/485  
5 x USB 2.0  
1 x LPT  
1 x Infrared Interface 
1 x PS/2 for KB & MS  
1 x 5-pin header for 
Keyboard

Drive Interface 
1 x IDE 
1 x FDD 
1 x CF type II

1 x IDE  
1 x FDD  
1 x CF type II

1 x IDE  
3 x SATA II RAID 0, 1  
1 x FDD  
1 x CF Type II

2 x SATA 
1 x IDE  
1 x FDD 
1 x CF type II

1 x IDE  
2 x SATA 
1 x FDD  
1 x CF Type II

2 x IDE  
1 x FDD 
1 x CF Type II 

Audio 
Realtek ALC655 with 
AC'97 Codec 

Realtek ALC203 with 
AC'97 Codec 

10-pin header on board 
supports 7.1 channel HD 
audio by IEI AC-KIT883HD 

5.1 channel audio kit with 
Realtek ALC655 AC'97 
codec  
7.1 channel HD audio 
kit with realtek ALC883 
supports dual audio 
streams

5.1 channel audio kit with 
Realtek ALC655 AC'97 
codec  
7.1 channel HD audio 
kit with realtek ALC883 
supports dual audio 
streams

Realtek ALC655 with AC'97 
codec

Digital I/O 8-bit digital I/O (4-bit input/4-bit output) 

Power consumption 

5V@2.99A, 12V@0.09 
(On- board 800 MHz 128 
MB VIA MARK CPU, 128 
MB of PC133 memory) 
5V@2.81A, 12V@ 0.04 
(On-board 533 MHz 128 
MB VIA MARK CPU, 128 
MB of PC133 memory)

5V@0.92A 
(AMD® Geode™ GX466 
333 MHz, 256MB DDR 
DIMM)

5V@7.72A, 12V@0.139A 
(Intel® Core™2 Duo 
T7300 2.0 GHz CPU, 1GB 
DDR2 667 MHz DIMM)

5V@2.89A, 12V@0.22A 
(Intel® Atom™ N270 1.6 
GHz 533 MHz CPU, 512 
MB DDR2 533MHz)

5V@6.12A, 12V@0.08A 
(Intel® Pentium® M 745 
1.80 GHz / 400 MHz 
CPU, 1GB DDR2 400MHz 
SDRAM DIMM)

5V@3.5A, 12V@1.9A (Intel
® Pentium® M 1.7 GHz 
CPU, 512 MB DDR 266 MHz 
DIMM)

Watchdog Timer Software programmable and supports 1~255 sec. system reset 

Operation 
Environment 

Temperature Range: 0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity: : 5%~95% non-condensing

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF) 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF) 

Temperature Range 
0ºC~60ºC (32ºF ~ 140ºF)  
Relative Humidity:  
5%~95% non-condensing 

Expansion Slot ISA ISA PCI / ISA PCI / ISA PCI / ISA PCI / ISA 

CPU Cooler Heatsink Heatsink CF-479B-RS Heatsink Heatsink / CF-479B-RS 
CF-518-RS 
CF-479B-RS

P I C O e - S e l e c t i o n  G u i d e - V 2 5
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900% Bandwidth from ISA to PCIe speed

PICOe-GM45A

● Increasing I/O bandwidth with leading technology
Specifications ISA PCI 33 PCI-E  x4

support (16MB/s) (132MB/s)  (1250MB/s)

● Backward Compatible to Half-Size PCI backplane and chassis
1. Dimensions:185 mm x 122 mm
                     = All half-sized CPU card
Share the same Chassis & I/O design
2. PCI pin definition same to PICMG 1.0 PCI
	      = All half-sized PCI CPU Card
Share All Half-sized PCI Backplane

● Quick Design Back Plane
1. Four PCI slots and one PCIe x4 or four PCIe x1 lanes	
    More configuration options on the backplane with a PCI and PCIe slot
2. PCIe switches and bridges such as PLX or TI solutions

Complete PICOe backplane solutions fully supports all kinds of 
chassis and power modes. PICOe is the easiest way to upgrade 
current system from slow ISA + PCI architecture to the latest high 
performance PCIe+PCI solution. 

CPU card on  right side first slot
Model name PCI PCIe x4 PCIe x1 PSU Type Note

HPE-3S1 2 ATX/AT CPU on R1st

HPE-3S2 1 1 ATX/AT CPU on R1st

HPE-4S1 3 ATX/AT CPU on R2st

HPE-4S2 2 1 ATX/AT CPU on R2st

HPE-5S1 4 ATX/AT CPU on R2st

HPE-5S2 3 1 ATX/AT CPU on R2st

HPE-5S3 2 0 2 ATX/AT CPU on R2st

HPE-6S1 4 1 ATX/AT CPU on R1st

HPXE-6S1 2 3 ATX/AT CPU on R1st

HPE-6S2 3 0 2 ATX/AT CPU on R1st

HPE-7S1 4 0 2 ATX/AT CPU on R2st

HPE-8S0 4 0 2 ATX/AT Reserved 1 Slot

The Advantage of PICOe
PICOe = PCI + PCIe x4
 PCIe has excellent I/O bandwidth and performance
 Backward compatible with half-size CPU card
 Backplane design for half-size PCIe CPU cards is easy.

The Benefit of PICOe
 Same Dimensions, backward compatible and 
half the size of PCI SBC

 Same price, higher performance as PCI only 
solution

 Same price, more configuration options

PCI PCIe x 4

PCIe to PCI-X
PCIe   Bridge   PCI-X

PCIe to PCI
PCIe   Bridge   PCI

IEI Patent No CN.: 200986704Y
From SIPO (State Intellectual Property Office of The P.R.C)

PICOe CPU Card The Future of Half-sized CPU Cards

1990~      1996~       2006~
ISA→PCISA→PCI→PICOe

ISA PCISA
ISA + PCI

PICOe
PCI + PCIe x 4

 The Advantage of PICOe

 IEI PICOe Backplane Solution

P I C O e - I n t r o - V 2 1
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PICOe-PV-D510
Half-size PCIe CPU Card with Intel® Atom™ D510 
1.66GHz/1MB L2, 512MB Memory on board, VGA/
LVDS, Dual Intel GbE, USB2.0 and SATA II, RoHS

Specifications

Features

Ordering Information

Packing List

Part No. Description

PICOe-PV-D510-R10
Half-size PCIe CPU Card with Intel® Atom™ D510 1.66GHz/
1MB L2, 512MB Memory on board, VGA/LVDS, Dual Intel GbE, 
USB2.0 and SATA II, RoHS

AC-KIT883HD-R10
7.1 channel HD Audio kit with Realtek ALC883 codec and dual 
audio streams support

19800-000075-RS KB/MS cable with bracket

32102-000100-100-RS
32102-000100-200-RS

SATA power cable

32200-015100-RS LPT cable

1 x PICOe-PV-D510 Single Board Computer

1 x Dual RS-232 cable (P/N:19800-000051-RS)

3 x SATA cable (P/N:32000-0628000-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x KB/MS Y cable (P/N: 32000-133200-RS)

1 x  Mini jumper pack

1 x QIG

1 x Utility CD	

1. PCIe CPU card supports four PCIe x1 or one PCIe x4 and four PCI 
expansions

2. Intel® Atom™ dual core processor D510 at 1.66GHz core speed with a 
1MB L2 Cache

3. 512MB of 667 MHz DDR2 SDRAM on board and one expansion  
SO-DIMM slot support

4. Support VGA and 18-bit single-channel LVDS with dual-display support
5. I/O includes, two RS-232, seven USB 2.0 and three SATA II
6. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

 CPU 
On-board 1.66GHz Intel® Atom™ D510 processor with 1MB L2 Cache
 System Chipset 
Intel® ICH8M
 BIOS 
AMI Flash BIOS
 Memory 
1x 200-pin 667/800MHz DDR2 SDRAM SO-DIMM supported (max. 2GB) 
On-board 512MB 667MHz DDR2 memory
 Graphic 
GMA3150
 Ethernet 
Intel® GbE Phy 82567V + PCIe GbE 82583V
 I/O Interfaces 
2 x RS-232 	 1 x LPT 
3 x SATA II	 1 x PS/2 for KB/MS 
1 x CF Type II	 1 x 6-pin wafer header for KB/MS	  
7 x USB2.0 (six by header, one on rear side)
 Digital I/O 
8-bit digital I/O (4-bit input, 4-bit output)
 Super IO 
ITE IT8718 
 Infrared Interface 
1 x 5-pin header
 Display Output 
Analog CRT: up to 2048x1536 
Support for CRT hot plug 
Single-channel 18-bit LVDS support up to XGA (1024x768) & 

   WXGA (1366x768) resolution
 Expansion 
Four PCI 
Four PCI Express x1 or one PCI Express x4
 Audio 
Support 7.1 channel HD Audio by IEI AC-KIT883HD kit
 Watchdog Timer 
Software Programmable support 1~255 sec. System reset
 Power Consumption 
5V@4.55A, 12V@0.46A (Intel® Atom™ D510 1.66GHz CPU, 1GB 667MHz 
DDR2)
 Power Supply 
5V/12V, AT/ATX support
 Fan connector 
1 x 4-pin fan connector 
 Temperature 
Operation: 0°C ~ 60°C (32°F ~ 140°F)
 Humidity 
Operation: 5% ~95%, non-condensing
 Diemensions 
185 mm x 122 mm
 Weight 
GW: 1000g / NW: 260g

P I C O e - P V - D 5 1 0 - V 1 1

On-board memory

PCI-EPCIe

DDR2 800

Feature Intel® Atom™ 
Processor N270

Intel® Atom™ 
Processor D510

Microarchitecture Intel® Atom™ Microarchitecture

Frequency 1.6GHz 1.66GHz

Cores 1 Core 2 Cores

L2 Cache 512K 1M (512K x 2) 

LVDS support 18-bit Dual-channel 18-bit single-channel

SATA 2 x SATA 1.5GB/s 3 x SATA 3GB/s

Memory Support DDR2 400/533MHz DDR2 667/800MHz

Chipset Support 945GSE+ICH7M ICH8M

iEi Solution PICOe-945GSE PICOe-PV-D510

Intel® Atom 

Dual Core

CF Type II

1 x DDR2 800MHz 
SO-DIMM slot

Solder Side

3 x SATA II2 x RS-232

6 x USB

LPT

DIO
IR

Intel® ICH8M

On-board 512MB DDR2 
667MHz Memory

LVDS

VGA

USB

Dual GbE

KB/MS
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PICOe-945GSE Half-size PCIe CPU Card with Intel® Atom™ processor, 512MB 
memory on board, VGA/LVDS/HDTV-out, Dual GbE, USB 2.0 and SATA

1. PCIe CPU card supports four PCIe x1 or one PCIe x4 and 4 x PCI 
expansions

2. Intel® Atom™ processor N270 at 1.6GHz core speed with a 533 MHz 
FSB and 512 KB L2 cache

3. 512 MB of 533 MHz DDR2 SDRAM on board
4. Support VGA, HDTV-out (up to 1080i) and 18-bit dual-channel LVDS 

with dual-display support
5. I/O includes, two RS-232, seven USB 2.0 and two SATA
6. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

1 x PICOe-945GSE single board computer

1 x Mini jumper pack

2 x SATA cable (P/N: 32000-062800-RS)

1 x KB/MS Y cable (P/N: 32000-133200-RS)

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD

1 x QIG (quick installation guide)

Part No. Description

PICOe-945GSE-N270-512MB-R10
PCIe CPU Card with Intel® Atom™ N270 1.6 G 
processor, 512 MB memory on board, VGA/LVDS/
HDTV-out, Dual GbE, USB 2.0, SATA

AC-KIT883HD-R10
7.1 channel HD audio kit with realtek ALC883 support 
dual audio streams

AC-KIT08R-R10 5.1 channel AC'97 audio kit with realtek ALC655

HDTVCABLESET-01
HDTV cable set with S-Video, composite and 
component Interfaces

32102-000100-100-RS
32102-000100-200-RS

SATA power cable

32200-015100-RS LPT cable

Features

Packing List

Ordering Information

Specifications
 CPU 
On board Intel® Atom™ N270 processor 1.6 GHz 512 KB L2 cache with a 
533MHz FSB
 System Chipset 
Intel® 945GSE + ICH7M
 BIOS 
AMI Flash BIOS
 System Memory 
On board 512 MB DDR2 533 MHz memory and  
One 200-pin 533/400 MHz DDR2 SDRAM SO-DIMM supported  

   (system max. 2GB)
 Ethernet	 
Dual PCI Realtek 8110SC GbE
 I/O Interface 
2 x RS-232 
7 x USB 2.0 (1 on bracket, 6 on board by pin header ) 
2 x SATA 
1 x LPT 
1 x PS/2 connector for KB/MS 
1 x CF type I/II
 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output
 Infrared Interface	  
1 x Infrared by pin header
 Super I/O 
ITE IT8718F
 Display Interface 
VGA Intgrated in Intel® 945GSE 
HDTV/TV support NTSC/PAL and HDTV resolution up to 1080i 
18-bit dual-channel LVDS
 Audio 
Support 7.1 channel HD audio or 5.1 channel AC-97 audio by IEI audio kits
 Watchdog Timer 
Software programmable supports 1 ~255 sec. System reset
 Power Supply 
AT/ATX Power
 Power consumption	  
5V@2.89A, 12V@0.22A

	 (Intel® Atom™ N270 1.6 GHz / 533 MHz CPU with 1GB DDR2 533 MHz)
 Temperature 
Operation: 0ºC ~ 60ºC ( 32ºF ~ 140ºF)
 Humidity	 
Operation: 5% ~95% non-condensing
 Dimensions	  
185 mm x 122 mm
 Weight	  
GW: 1000 g / NW: 250 g

PCIe

1 x DDR2 533/400 MHz SO-DIMM socket

CF type I/IISDVO

Solder Side

FSB 533DDR2533On-board 
Memory

32000-083100-RS 19800-000067-RS

HDTVCABLESET-01

2 x SATA
6 x USB2.0

DIO

VGA

USB2.0

Dual GbE

KB/MS

2 x RS-232 LVDS Inverter

On board 512MB DDR2 533 MHz memory

Intel® Atom™ N270 
Processor

HDTV 
Output

Intel® 945GSE

Audio

ICH7M

4 x PCI expansions Support four PCIe x1 or one PCIe x4

P I C O e - 9 4 5 G S E - V 1 3

Atom
TM
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PICOe-GM45A
Half-size PCIe CPU card supports socket P Intel® Core™2 Duo 
processors and comes with VGA, LVDS, HDTV-out, Dual PCIe GbE, 
SATA II and USB 2.0

Specifications

Features

Ordering Information

Packing List

Part No. Description

PICOe-GM45A-R10
PCIe CPU card Intel® Core™2 Duo CPU with VGA/LVDS/
HDTV-out, GbE, USB 2.0 and SATA

CF-479B-RS CPU cooler (50 mm x 50 mm x 26 mm, 50 W)

AC-KIT883HD-R10
7.1 channel HD audio kit with realtek ALC883 support dual audio 
streams

HDTVCABLESET-01
HDTV cable set with S-Video, composite and component 
Interfaces

32200-015100-RS LPT cable

32100-087100-RS ATX-12V cable

1 x PICOe-GM45A single board computer

1 x Mini jumper pack

2 x SATA cable (P/N: 32000-062800-RS)

1 x SATA power cable (P/N: 32102-000100-100/200-RS)

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x KB/MS Y cable (P/N: 32000-133200-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD

1 x QIG

1. PCIe CPU card supports four PCIe x1 or one PCIe x4 and 4 x PCI 
expansions

2. Supports Intel® 45nm socket P Core™2 Duo processors with a 
1066/800/667MHz FSB

3. Built-in Intel GMA 4500MHD with hardware MPEG-2 decoding, WMV9 
and H.264 supported 

4. 4GB (max.) of 800/667MHz dual-channel DDR2 memory supported
5. Dual PCIe GbE, two RS-232, seven USB 2.0 and four SATA II
6. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

 CPU	  
Socket P Intel® Core™2 Duo processor with a 1066/800/667 MHz FSB
 System Chipset	  
Intel® GM45 + ICH9M
 BIOS	  
AMI Flash BIOS
 System Memory	  
Two 240-pin 800/667 MHz dual-channel DDR2 SDRAM DIMM supported  
(system max. 4 GB) 
 Ethernet	 
Dual Intel® 82574L PCIe GbE controller
 I/O Interface	  
 2 x RS-232

    7 x USB 2.0
    4 x SATA II
    1 x LPT
    1 x PS/2 connector for KB/MS

 Digital I/O	  
8-bit digital I/O, 4-bit input/ 4-bit output
 Infrared Interface	  
1 x Infrared by pin header
 Super I/O	  
ITE IT8718F
 Display Interface	  
 VGA Intgrated in Intel® GM45

    HDTV/TV support NTSC/PAL and HDTV resolution up to 1080i
    18/24-bit dual-channel LVDS

 Audio	  
HD audio supported by IEI AC-KIT883HD-R10
 Watchdog Timer	  
Software programmable supports 1 ~255 sec. system reset
 Power Supply	  
AT/ATX function supported
 Power consumption

    5V@5.59A, 12V@0.15A 
	 (Intel® Core™2 Duo T9400 2.53 GHz with 4 GB DDR2 800 MHz)	

 Temperature	  
Operation: 0°C ~ 60°C ( 32°F ~ 140°F)
 Humidity	 
Operation: 5% ~95% non-condensing
 Dimensions	  
185 mm x 122 mm
 Weight

    GW: 1000 g / NW: 250 g

FSB1066Dual DDR2 
800

PCI-EPCIe

Socket P

2 x DDR2 800/667 MHz socket

Socket P Intel® CoreTM2 
Duo Processor

Intel® GM45

ICH9M

4 x SATA II

KB/MS

Dual PCIe 
GbE

1 x USB 2.0
2 x RS-232

VGA

DIO

Infrared

6 x USB 2.0

LPT

LVDS

Inverter

HDTV Output

P I C O e - G M 4 5 A - V 1 1

Support four PCIe x1 or one PCIe x4
4 x PCI expansions

SDVO

Solder Side

32000-083100-RS 19800-000067-RS

HDTVCABLESET-01

Generation Core™2 Duo 
Process 65nm 45nm
FSB 533 / 667 MHz 667 / 800 MHz 800 / 1066MHz

Architecture

TDP 34W 35W 29W

Platform

Socket M

Merom 

945GME GME965

Socket P Socket P

Penryn     

PICOe-GM45A
GM45

Merom 
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PICOe-9452-R20
Half-size PCIe CPU card supports Intel® Core™2 Duo processors and comes with VGA, 
LVDS, HDTV-out, USB 2.0, SATA and audio

1. PICOe CPU card support PCI and PCIe add on cards
2. Intel® Core™2 Duo CPU support FSB 667 MHz
3. Support DDRII 400/533/667 MHz up to 4GB
4. Support  VGA, 18/24-bit dual channel LVDS
5. Two RS-232, five USB 2.0 and two SATA
6. IEI One Key Recovery solution allows you  

to create rapid OS backup and recovery

Dual DDR2 
667 FSB667

CF Type II

solder side

2 x DDRII  
400/533 MHz socketAudio LPTCOM 1/24 x USB 2.0

2 x SATA II

VGA

USB 2.0

Dual
LAN

KB/MS

IDE Socket M Intel® Core ™2 Duo 
Processor

Intel® 
945GM

LVDSICH7M

Packing List

Ordering Information

Specifications

Features

 CPU 
Socket M Intel® Core™2 Duo, Core™ Duo, 
Core™ Solo, Celeron® M Mobile Processor 
with a 533 MHz or 667 MHz

 System Chipset 
Intel® 945GM + ICH7M

 BIOS 
AMI Flash BIOS

 System Memory 
Two 240-pin 2 GB (max.) 667 MHz, 533 MHz 
or 400 MHz dual-channel DDR2 SDRAM DIMM 
supported (system max. 4 GB)

 Ethernet 
Intel® 82573 PCIe GbE controller 
Intel® 82562 10/100 Mbps Ethernet controller

 I/O Interface 
2 x RS-232 
1 x LPT 
5 x USB 2.0 
(Four on-board and one on the bracket) 
2 x SATA 
1 x IDE 
1 x CF Type II 
1 x 6-pin header for Keyboard and mouse 

 Digital I/O 
8-bit Digital IO (4-bit input / 4-bit output)

 Infrared Interface 
1 x Infrared by pin header

1 x PICOe-9452 single board computer

1 x Mini jumper pack

1 x IDE flat cable 44p/40p/40p (P/N: 32200-008800-RS )

2 x SATA cable (P/N: 32000-062800-RS)

1 x SATA power cable (P/N: 32102-000100-100/200-RS)

1 x KB/MS cable (P/N: 32000-133200-RS)  

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD 1 x QIG

Part No. Description

PICOe-9452-R20
PCIe CPU Card Intel® Core™2 Duo CPU with VGA/LVDS/ LAN/
GbE, USB 2.0, SATA and Audio

AC-KIT883HD-R10
7.1 channel HD audio kit with realtek ALC883 support dual audio 
streams

AC-KIT08R-R10 5.1 channel AC'97 audio kit with realtek ALC655

32200-015100-RS LPT cable

HDTVCABLESET-01 HDTV cable set with S-Video/ Composite/ Component Interface

CF-479B-RS CPU cooler

 Super I/O 
ITE IT8712F

 Display Interface 
VGA intgrated in Intel® 945GME 
18/24-bit dual-channel LVDS 
 TV-out support NTSC/PAL/HDTV 
resolution (1080i MAX.) output

 Audio 
7.1 Channel HD Audio Kit with Realtek 
ALC883 support dual audio streams  
5.1 Channel Audio Kit with Realtek 
ALC655 AC'97 codec

 Watchdog Timer 
Software programmable supports 1 ~255 
sec. System reset

 Power Supply 
AT/ATX Power 

 Power consumption 
5V@3.49A, 3.3V@, 0.2A, 12V@1.75A 
(Intel® Core™2 Duo, T7400 2.16GHz, 
512MB, 667MHz DDR2 )

 Temperature 
Operating: 0°C ~ 60°C ( 32° F ~ 140° F)

 Humidity 
Operating: 5% ~95% non-condensing

 Dimensions 
185 mm x 122 mm

 Weight 
GW: 1000 g / NW: 171 g

P I C O e - 9 4 5 2 - V 2 3

HDTVCABLESET-01

HDTV

PICO-8522-R20
Half-size PCIe CPU card supports Intel® Pentium® M and Celeron® M processors with a 400 
MHz FSB and comes with VGA, LVDS, dual GbE, SATA and USB 2.0   

1. PCI CPU card, Intel® Pentium® M/ Celeron® M 400MHz FSB
2. One 184-pin 1 GB (max.) 200 MHz or 266 MHz DDR SDRAM DIMM 

supported (system max. 1 GB)
3. Supports VGA, 18/24-bit dual channel LVDS
4. Two RS232 and five USB 2.0
5. IEI One Key Recovery solution allows you to create rapid OS backup 

and recovery

CF Type II

Solder Side

Packing List

Ordering Information

Specifications

Features

 CPU 
Socket 479: Intel® Pentium® M or Celeron® M 
with a 400 MHz FSB 
On-board Intel® Celeron® M 1 GHz zero cache

 System Chipset 
Intel® 852GM + ICH4

 BIOS 
AMI BIOS 

 System Memory 
One 184-pin 1 GB (max.) 200 MHz or 266 MHz 
DDR SDRAM DIMM supported 
(system max. 1 GB)

 Ethernet 
Dual Realtek RTL8110SC PCI GbE controllers

 I/O Interface 
2 x RS-232 
5 x USB 2.0   
2 x SATA  with VIA VT6421A RAID 0,1 function 
1 x IDE  
1 X FDD 
1 x LPT 
1 x 5-pin header for keyboard 
1 x Keyboard and mouse connector (PS/2)

 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output

Part No. Description

PICO-8522-R20
PCI CPU Card Intel® Pentium® M/ Celeron® M FSB 400 MHz 
with VGA/ LVDS Dual GbE, SATA and USB 2.0

PICO-8522-1GZ-R20
PCI CPU Card Intel® Celeron® M 1GHz/ Zero cache FSB 400 
MHz with VGA/ LVDS, Dual GbE, SATA and  USB 2.0

AC-KIT08R-R10 5.1 channel AC”97 audio kit with realtek ALC655

CF-479B-RS CPU cooler

32200-000017-RS FDD cable

19800-000049-RS LPT cable

1 x PICO-8522 single board computer

1 x Mini jumper pack

1 x ATA66 flat cable (P/N: 32200-000052-RS)

1 x SATA cable (P/N: 32000-062800-RS)

1 x KB/MS Y cable (P/N: 32000-133200-RS)

1 x Dual RS232 cable ((P/N: 19800-000051-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD 1 x QIG

 Super I/O 
Winbond W83627EHG

 Audio 
5.1 Channel audio kit with realtek ALC655 
AC'97 codec

 SSD 
CF Type II

 Display 
VGA integrated in the Intel® 852GM GMCH

   18/24-bit dual-channel LVDS
 Watchdog Timer 
Software programmable supports 1~255 
sec. system reset 

 Power Supply 
AT and ATX support

 Power Consumption  
5V@4.64A (Celeron® M 1.6G/DDR333 1G) 
5V@2.78A (Celeron® M 1G/DDR333 1G)-
3D Mark

 Temperature 
Operating: 0°C ~ 60°C (32° F ~ 140° F)

 Humidity 
Operating: 5% ~ 95% non-condensing

 Dimensions: 185 mm x 122 mm 
 Weight: GW: 1.0kg

VGA

USB 2.0

Dual
GbE

KB/MS

KB/MS

DDR266/200MHz 
DIMM socket

LPT FDD RS-232

LVDS USB 2.0 IDESATA

FSB400 DDR266
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1. They support half-size PCI single board computers      
2. They support half-size PICOe single board computers
3. The PICOe backplanes are combines the PCI and the PCIe x4 or PCIe x1 to provide excellent I/O bandwidth and performance.

PCIe/PCI PCIe/
PCI HPE-3S1 HPE-3S2 HPE-4S1 HPE-4S2 HPE-5S1 HPE-5S2

Total Slot 3 3 4 4 5 5

Expansion 
Slots

PCI 2 1 3 2 4 3

PCIe
x4 1 1 1

x1

Chassis PR-1300G 
PAC-54G

PR-1300G 
PAC-54G

PAC-42GH
PAC-400G

PAC-42GH
PAC-400G

PR-1500G
RACK-500G

PR-1500G
RACK-500G

PCI/ PICOe Backplane
Support PCI / PICOe Slot on one 
Backplane!

Selection Guide PAC series wall-mount Chassis         	    4U Rack-mount Chassis

PCIe/PCI PCIe/
PCI HPE-5S3 HPE-6S1 HPXE-6S1 HPE-6S2 HPE-7S1 HPE-8S

Total Slot 5 6 6 6 7 7

Expansion 
Slots

PCI 2 4 2 3 4 4

PCIe
x4 1 3

x1 2 2 2 2

Chassis PR-1500G
RACK-500G PAC-700G RACK-3400G

The advantages of using PCI/ PICOe Backplanes are numerous:

Compatible with all PICMG 1.0 half size PCI SBCs and PICOe SBCs.

PCI + PCI-E
For PICOe SBC

PCI Only SBC with HPE
-> Working with all PCI Slots

PICOe SBC with HPE
-> Working with all PCI Slots

PCIe Add-on Card for HPE PCIe Slot 

IEI Patent No CN.: 200986704Y
From SIPO (State Intellectual Property Office of The P.R.C)

P I C O e B P - S e l e c t i o n - V 2 1

PICOe-GM45A

HPEC-4401
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0

12.98

24.56

41.07

56.97

68.68

0

9.82

41.2

128.83

140.48

180.01

189.99

GND -12V +12V+5V

Ordering Information
HPE-3S1-R40	 3-slot backplane with 2 PCI slots
PR-1300G	 3-slot half-size compact chassis
PAC-54G	 3-slot half-size compact chassis

Ordering Information
HPE-3S2-R40	 3-slot backplane with 1 PCI slot and 1 PCIe x4 slot
PR-1300G	 3-slot half-size compact chassis
PAC-54G	 3-slot half-size compact chassis

Ordering Information
HPE-4S1-R40	 4-slot backplane with 3 PCI slots 
PAC-42GH	 4-slot half-size compact chassis
PAC-400G	 4-slot half-size compact chassis

Ordering Information
HPE-4S2-R40	 4-slot backplane with 2 PCI slots and 1 PCIe x4 slot 
PAC-42GH	 4-slot half-size compact chassis
PAC-400G 	 4-slot half-size compact chassis

 HPE-3S1-R40

 HPE-3S2-R40

 HPE-4S1-R40

 HPE-4S2-R40

P I C O e - B P 1 - V 2 3

P
W
R
1

120
111

A
T
X
P
W
R
1

A2
A1

B1

B2

A32

A31

B31

B32

B
P
_C
O
N
N
B
1

A1

A2

B1

B2

A61

A62

B61

B62

B
P
_C
O
N
N
A
1

A1

A2

B1

B2

A61

A62

B61

B62

P
C
I3

A1

A2

B1

B2

A61

A62

B61

B62

P
C
I2

A1

A2

B1

B2

A61

A62

B61

B62

P
C
I1

ATXCTL1

1

FAN1

1

CN1

1

P
C
I R
O
U
T
IN
G

IN
T
#

ID
S
E
L

A
D
29  D

,A
,B
,C
     P
C
I3

A
D
30  C

,D
,A
,B
     P
C
I2

A
D
31  B

,C
,D
,A
     P
C
I1

0



ORing
Network 
Communication

7

Panel  
Solutions

6

I/O 
Communication 
Solutions

5

Video  
Capture 
Solutions

4

Power Supply/
Peripherals

8

1
Industrial 
Computing 
Solutions

Embedded 
Computing 
Solutions

2

www.ieiworld.com

1-43

Single Board Computer / Half Size

Industrial Data 
Collector
and Controller

3

Ordering Information
HPE-5S1-R50	 5-slot backplane with 4 PCI slots   
PR-1500G	 5-slot half-size compact chassis
RACK-500G	 5U 5-slot full-size rack-mount chassis

0

14.87
22.8

39.31

55.46

96.1

107.18

0

9.88

41.2

164.74

175.23

128.83

140.48

GND -12V +12V +5V

Ordering Information
HPE-5S2-R40	 5-slot backplane with 3 PCI slots and 1 PCIe x4 slot
PR-1500G	 5-slot half-size compact chassis
RACK-500G	 5U 5-slot full-size rack-mount chassis

Ordering Information
HPE-5S3-R40	 5-slot backplane with 2 PCI slots and 2 PCIe x4 slots
PR-1500G	 5-slot half-size compact chassis
RACK-500G	 5U 5-slot full-size rack-mount chassis

Ordering Information
HPE-6S1-R40	 6-slot backplane with 4 PCI slots and 1 PCIe x4 slot 
PAC-52G	 6-slot half-size compact chassis 

 HPE-5S1-R50

 HPE-5S2-R40

 HPE-5S3-R40

 HPE-6S1-R40

P I C O e - B P 2 - V 2 3
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0

15.24
17.65
20.63

39.7

63.83

80.34

94.13

139.65

149.99

0

9.88

45.37

57.02

165

175.23

41128.63

140.28

+12V
 

-12V
+5V

G
N

D
+5V

G
N

D

0

14.86
18.36
20.2

39.27

63.4

79.91

94.21

139.52

211.02

0

9.91

45.37
41.2

57.02

165

175.23

152.4

128.83

140.48

161.19

+12V -12V +5VGND +5VGND

Ordering Information
HPE-6S2-R40	 6-slot backplane with 3 PCI slots and 2 PCIe x4 slots
PAC-52G	 6-slot half-size compact chassis

Ordering Information
HPE-7S1-R40	 7-slot backplane with 4 PCI slots and 2 PCIe x4 slots
PAC-700G	 7-slot half-size compact chassis

Ordering Information
HPE-8S0-R40	 7-slot backplane with 4 PCI slots and 
	 2 PCIe x4 slots
RACK-3400G	 4U 10-slot half-size rack-mount chassis

Ordering Information
HPXE-6S1-R10	 6-slot backplane with 2 PCI slots and 3 PCIe x4 slots
PAC-52G	 6-slot half-size compact chassis

 HPXE-6S1-R10

 HPE-6S2-R40

 HPE-7S1-R40

 HPE-8S0-R40

P I C O e - B P 3 - V 2 3
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PCISA-9652

1. Supports 45/65 nm Socket P Intel® Mobile Core™2 Duo and 
Celeron® M processors with a 667 MHz or 800 MHz FSB

2. Intel® GME965 integrates with GMAX3100 graphics engine and 
delivers high quality video playback 

3. HDTV-out, LVDS and VGA display output with support for dual-
display function

4. Dual PCIe GbE, three SATA II, CF Type II, and rich IO design
5. IEI One Key Recovery solution allows you to create rapid OS 

backup and recovery

Half-size PCISA CPU card supports a Mobile Intel® Core™2 Duo or Celeron® 
M processor with a 533 MHz, 667 MHz or 800 MHz and comes with an Intel® 
GME965 , Intel® ICH8M-E I/O controller hub, dual PCIe GbE, three 3.0 Gbps 
SATA II, 24-bit dual-channel LVDS, analog CRT and USB 2.0

Part No. Description

PCISA-9652-R10

Half-size PCI and ISA SBC with Intel® Mobiel Core™2 Duo / 
Celeron® M CPU at FSB 800/533MHz, GME965 and ICH8M-
E, Dual PCIe GbE, 3 SATA II, 24-bit dual channel LVDS output, 
USB 2.0

CF-479B-RS CPU cooler (50 mm x 50 mm x 26 mm, 50 W)
32200-000058-RS FDD cable w/o bracket
19800-000110-RS RS-232/422/485 cable with bracket
19800-000075-RS KB/MS cable with bracket

AC-KIT883HD-R10
7.1 channel HD audio kit with realtek ALC883 support dual 
audio streams

HDTVCABLESET-01
HDTV cable set with S-Video / Composite/ Component 
interface

Features

Ordering Information

Specifications

Packing List

 CPU 
Socket P Intel® Core™2 Duo, Core™ Duo, Core™ Solo, Celeron® M mobile 
processor with a 533 MHz or 800 MHz

 System Chipset 
GME965+ICH8M-E 

 BIOS 
AMI BIOS Label 

 Memory 
One 240-pin 2 GB (max.) 533 MHz or 667 MHz DDR2 SDRAM DIMM supported

 Graphic 
Integrated Mobile Intel® GMA X3100 supports 2048x1536 (QXGA) at 60-Hz, 32-bpp 
Intel® Clear Video Technology supports MPEG-2 / WMV9 Hardware Acceleration, 
DirectX 9, OpenGL* 1.5, HW Pixel Shader 3.0

 Display Output  
Analog CRT

	 24-bit dual-channel LVDS
	 HDTV-out support 1080i (Max.) resolution

 Ethernet 
Dual Intel® 82573L PCIe GbE controllers

 I/O Interfaces 
1 x RS-232

	 1 x RS-232/422/485
	 1 x LPT
	 1 x FDD
	 1 x 6-pin header for Keyboard and mouse
	 1 x IDE
	 3 x SATA II with RAID 0,1
	 6 x USB2.0 (Four on-board and two on the bracket)
	 1 x CF Type II

 Digital I/O 
8-bit digital I/O (4-bit input, 4-bit output)

 Audio 
Supports 7.1 channel HD audio via AC-KIT883HD

 WDT 
Sofware Programmable support 1~255 sec. System reset

 Power Supply 
AT and ATX support

 Power Consumption 
5 V @ 7.72 A, 12 V @ 0.139 A running a 2.0 GHz Intel® Core™2 Duo T7300 
processor with 667 MHz 1GB DDR2 DIMM

 Temperature 
Operation: 0°C ~ 60°C (32°F ~ 140°F)

 Humidity	  
Operation: 5% ~ 95% non-condensing

 Dimensions 
185 mm x 127.6 mm

 Weight 
GW: 1.0 kg / NW: 266 g

1 x PCISA-9652 single board computer

1 x ATA 66 flat cable  (P/N: 32200-000052-RS)

1 x Mini jumper pack

1 x LPT/RS-232 cable (P/N:19800-000027-RS)

2 x SATA cable (P/N: 32000-062800-RS)

1 x SATA power cable (P/N: 32102-000100-100/200-RS )

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD

1 x QIG

FSB800 SocketP

Generation Core™2 Duo 
Process 65nm 45nm
FSB 533 / 667 MHz 667 / 800 MHz 800 MHz

Architecture

TDP 34W 35W 29W

Platform

Socket M

Merom 

945GME GME965

Socket P Socket P

Penryn     

24-bit Dual Channel LVDS

KB/MS

LCD Type

RS-232
RS-232/ 
422/ 485

IDE
LPT
FDD

IrDA USB0/1
DIO

Inverter

HDTV-out

VGA

LAN1

LAN2

USB4
USB5

5V/12V inputMemory DIMM Socket

24-bit dual channel LVDS
Audio

USB2/3
SDVO

HDTVCABLESET-01

CF Slot

DDR2667

P C I S A - 9 6 5 2 - V 2 3

Solder Side

Merom 
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FDD

2 x SATA

KB/MS

4 x USB 2.0

On board 512MB DDR2 533 MHz memory

Intel® 945GSE

Intel® Atom™ 
N270 Processor

2 x USB 2.0

VGA

Inverter 
Infrared

LVDS

HDTV-out

DIO

LPT

COM 1

COM 2

Audio

IDE

ICH7M

Dual PCIe GbE

PCISA-945GSE-R11

Part No. Description

PCISA-945GSE-N270-
512MB-R11

PCISA CPU card with Intel® Atom™ N270 1.6G 
processor, 512 MB memory on board, VGA/LVDS/
HDTV-out, Dual PCIe GbE, USB 2.0, SATA

AC-KIT883HD-R10 7.1 channel HD audio kit with realtek ALC883 
support dual audio streams

AC-KIT08R-R10 5.1 channel AC'97 audio kit with realtek ALC655

HDTVCABLESET-01 HDTV cable set with S-Video, composite and 
component Interfaces

32102-000100-100-RS 
32102-000100-200-RS SATA power cable

32200-000052-RS ATA 66 flat cable

32200-000058-RS FDD cable w/o bracket

19800-000110-RS RS-232/422/485 cable with bracket

19800-000075-RS KB/MS cable with bracket

1 x PCISA-945GSE single board computer

1 x Mini jumper pack

2 x SATA cable (P/N: 32000-062800-RS)

1 x LPT/RS-232 cable (P/N: 19800-000027-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD

1 x QIG

Half-size PCISA CPU Card with Intel® Atom™ 
processor, 512 MB memory on board, VGA/LVDS/
HDTV-out, Dual PCIe GbE, USB 2.0 and SATA

Packing List

Ordering Information

Specifications
1. PCISA CPU card support four PCI and ISA expansions 
2. Intel® Atom™ N270 processors at 1.6GHz core speed with a 
    533MHz FSB and 512KB L2 cache
3. 512 MB of 533 MHz DDR2 SDRAM on board
4. Support VGA, HDTV-out up to 1080i and 18-bit dual Channels 
    LVDS with dual display support
5. Two SATA, one IDE, floppy and CF type I/II for data storage
6. IEI One Key Recovery solution allows you to create rapid OS 

backup and recovery

Features 

PCI-E

FSB533 Dual DDR2 
533

On-board 
Memory

HDTVCABLESET-01

 CPU 
On board Intel® Atom™ N270 processor 1.6 GHz 512 KB L2 cache with a 533 MHz FSB

 System Chipset 
Intel® 945GSE + ICH7M 

 BIOS 
AMI Flash BIOS

 System Memory 
On board 512 MB DDR2 533 MHz memory

    One 200pin (system memory max.2GB)533MHz DDR2 SDRAM DIMM Supported.
 Ethernet

   Dual PCIe Realtek 8111CP GbE
 I/O Interface 
1 x RS-232

   1 x RS-232/422/485
   6 x USB 2.0  (2 on bracket, 4 on board by pin header )
   2 x SATA         1 x LPT
   1 x IDE            1 x FDD
   1 x 6 pin header for KB/MS 

1 x CF type I/II
 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output

 Infrared Interface 
1 x Infrared by pin header

 Super I/O
	 ITE IT8718F

 Display Interface 
VGA intgrated in Intel® 945GSE

   HDTV/TV support NTSC/PAL and HDTV resolution up to 1080i
   18-bit dual-channel LVDS

 Audio 
Support 7.1 channel HD audio or 5.1 channel AC'97 audio by IEI audio kits

 Watchdog Timer 
Software programmable supports 1 ~255 sec. System reset

 Power Supply	  
AT/ATX power

 Power consumption 
5V@2.89A, 12V@0.22A, 

   (Intel® Atom™ N270 1.6GHz/533 MHz CPU with 512 MB DDR2 533 MHz)
 Temperature

   Operation: 0ºC ~ 60ºC ( 32ºF ~ 140ºF)
 Humidity

   Operation: 5% ~95% non-condensing
 Dimensions

   185 mm x 127.6 mm
 Weight

   GW: 1000 g / NW: 252 g

Atom
TM

P C I S A - 9 4 5 G S E - V 1 2

Solder Side

PCISA Bus

SDVO

CF type I/II
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1. Supports Socket 479 Intel® Pentium® M or Celeron® M processors with a 400MHz 
FSB or comes with an on-board Intel® Celeron® M processor

2. Intel® 852GM graphic integrated support dual display
3. One 184-pin 1 GB (max.) 200 MHz or 266 MHz DDR SDRAM DIMM supported 

(system  max.1 GB)
4. LAN, USB 2.0 and integrated audio
5. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

 CPU 
Socket 479: Intel® Pentium® M or 
Celeron® M with a 400 MHz FSB

   On-board: 1 GHz zero cache or 600 MHz 
512 KB cache Intel® Celeron® M

 System Chipset 
Intel® 852GM + ICH4

 BIOS 
AMI BIOS 

 System Memory 
One 184-pin 1 GB (max.) 200 MHz or 
266 MHz DDR SDRAM DIMM supported 
(system  max.1 GB)

 Ethernet 
Dual 10/100Mbps Intel® 82562ET/
82551ER Ethernet chipsets

 I/O Interface 
1 x RS-232  
1 x RS-232/422/485  
1 x LPT  
1 x Infrared  
5 x USB 2.0 

	 (four on-board and one on the bracket) 
1 x FDD 
2 x IDE  
1 x Keyboard and mouse (PS/2)

	 1 x 5-pin header for keyboard 
1 x CF Type II

Part No. Description

PCISA-6770E2-RS-R30 PCISA Intel® Pentium® M/ Celeron® M CPU Card with 
VGA/LVDS/TTL, Dual LAN, USB 2.0 and Audio

PCISA-6770E2-RS-600-R30 PCISA Intel® Celeron® M 600 MHz 512K Cache CPU Card 
with VGA/LVDS/TTL, Dual LAN, USB 2.0 and Audio

PCISA-6770E2-RS-1GZ-R30 PCISA Intel® Celeron® M 1GHz Zero Cache CPU Card 
with VGA/LVDS/TTL, Dual LAN, USB 2.0 and Audio

32200-000058-RS 2.0 mm Pitch FDD cable
CF-518-RS CPU cooler

1 x PCISA-6770E2-RS single board computer
1 x Mini jumper pack
1 x ATA66 HDD cable (P/N: 32200-000052-RS)
1 x RS232/LPT cable (P/N: 19800-000027-RS)
1 x RS-232/422/485 cable (P/N: 19800-000110-RS)
1 x Audio cable (P/N: 19800-000044-RS)
1 x KB/MS Y cable (P/N: 32000-133200-RS)
1 x USB cable (P/N: CB-USB02-RS)
1 x Utility CD 1 x QIG

Option1: 
On board ULV Celeron® M 
1.0GHz with 0 cache
Option2: 
On board ULV Celeron® M 
600MHz with 512K cache

 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output

 Super I/O 
Winbond W83627HG

 Audio 
Realtek ALC655 AC'97 codec

 Display Interface 
VGA integrated in Intel® 852GM 
18/24-bit dual-channel LVDS 

 Watchdog Timer 
Software programmable supports 1~255 
sec. System reset 

 Power Supply 
AT and ATX support

 Power Consumption  
5 V @ 3.5 A, 12 V @ 1.9 A running a 1.7 
GHz 2 MB L2 cache Intel® Pentium® M 
processor with 266 MHz 512 MB DDR 
DIMM

 Temperature 
Operation: 0°C ~ 60°C (32° F ~ 140° F)

 Humidity	  
Operation: 5% ~ 95% non-condensing

 Dimensions 
185 mm x 127.6 mm 

 Weight
	 GW: 1.0 kg

Dual channel 18-bit LVDS
DDR266 SDRAM

VGA

USB 2.0

KB/MS

LAN

PCISA Bus

PCISA-6770E2-RS-R30
Half-size PCISA CPU card supports a Intel® Pentium® M or Celeron® M processors with a 400 
MHz FSB and comes with LCD, CRT, dual LAN, dual-display support, USB 2.0 and audio

PCISA-9102
Half-size PCISA CPU card supports Intel® Pentium® M / Celeron® M Processors with a 
400 MHz FSB and comes with VGA/LVDS, Dual PCIe GbE, SATA, USB2.0 and Audio

Part No. Description

PCISA-9102-R10
Half-size PCISA CPU card supports Intel® Pentium® M / 
Celeron® M processors with a 400 MHz FSB and comes with 
VGA/LVDS, Dual PCIe GbE, SATA, USB2.0 and Audio

PCISA-9102-1GZ-R10
Half-size PCISA CPU card supports Intel® Celeron® M 1GHz 
zero cache processors with a 400 MHz FSB and comes with 
VGA/LVDS, Dual PCIe GbE, SATA, USB2.0 and Audio

CF-479B-RS CPU cooler (50 mm x 50 mm x 26 mm, 50W)
32200-000058-RS FDD cable 
19800-000110-RS RS-232/422/485 cable with bracket

AC-KIT883HD-R10 7.1 channel HD Audio Kit with Realtek ALC883 support dual 
audio streams

AC-KIT08R-R10 5.1 channel AC'97 Audio Kit with Realtek ALC655
19800-000075-RS KB/MS cable with bracket

1 x PCISA-9102 single board computer
1 x Mini jumper pack
1 x  ATA66 Flat cable (P/N: 32200-000052-RS)
2 x SATA cable (P/N: 32000-062800-RS)
1 x SATA Power cable (P/N: 32102-000100-100/200-RS )
1 x RS-232/LPT cable (P/N: 19800-000027-RS)
1 x USB cable (P/N: CB-USB02-RS)
1 x Utility CD 1 x QIG

1. Intel® Pentium® M / Celeron® M processor with a 400 MHz FSB 
2. Single channel DDR2 400MHz SDRAM DIMM memory up to 1GB
3. Support VGA, 24-bit dual channels LVDS with dual display support
4. Dual PCIe GbE, 2 x SATA and CF type II
5. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

 CPU	  
Socket 479 Intel® Pentium® M / 
Celeron® M with a 400 MHz FSB or on 
board Intel® Celeron® M 1GHz zero 
cache processor 

 System Chipset 
Intel® 910GMLE + ICH6-M

 BIOS 
AMI Flash BIOS

 System Memory 
One 240-pin 400MHz single channel 
DDR2 SDRAM DIMM supported (system 
max. 1GB) 

 Ethernet 
Dual PCIe GbE Broadcom BCM5787M 
chipsets

 I/O Interface 
1 x RS-232

	 1 x RS-232/422/485
	 1 x LPT
	 6 x USB 2.0 
	 (Two on the bracket, four on board)
	 2 x SATA
	 1 x IDE
	 1 x FDD
	 1 x 6 pin header for KB/MS 

1 x CF type I/II

Packing List

Ordering Information

Specifications

FeaturesFeatures

Specifications

Ordering Information

Packing List

 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output

 Infrared interface 
1 x Infrared by pin header

 Super I/O 
Winbond W83627EHG

 Display Interface 
VGA Intgrated in Intel 910GMLE

	 24-bit dual channel LVDS by Intel 
910GMLE

 Audio 
Support 7.1 channel HD audio or 5.1 
channel AC'97 audio by IEI audio kits

 Watchdog Timer 
Software programmable supports 1 ~255 
sec. System reset

 Power Supply 
AT/ATX Power

 Power consumption 
5V@6.12A, 12V@0.08A

 	 (Intel® Pentium® M 745 1.80GHz/400MHz 
CPU with 1GB DDR2 400MHz)

 Temperature 
Operation: 0°C ~ 60°C ( 32°F ~ 140°F)

 Humidity:  
Operation: 5% ~95% non-condensing

 Dimension: 185 mm x 127.6 mm
 Weight: GW: 1000 g / NW: 230 g

CF type I/II

solder side

Dual PCIe 
GbE

VGA
FDD

IDE

DIO
COM 1

COM 2
KB/MS

SDVO ICH6M LPT 
Infrared 

Socket 479 Intel® 
Pentium® M/Celeron M 
Processor

DDR2 400MHz DIMM socket

2 x USB 
2.0

LVDS
Inverter 

2 x SATA
4 x USB 2.0

Intel® 910GMLE

DDR2 400

FSB 400 24-bit 
dual channel LVDS

P C I S A - 9 1 0 2 - V 2 2

solder side

CF type I/II
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IP/IPX series Backplane
Support PCI and ISA slot on one backplane ! 
For Half size PCISA series Single Board Computer

The advantages of using this series of PCISA cards are numerous:
1. Supports standard PISA version 1.0 slot on the IP/IPX series passive backplane.
2. Compatible with all available PCI/ISA cards IP/IPX backplane is also integrated with the PCISA  series Card slot. 

Selection Guide

Model IP-3S-RS IP-3S2-RS IP-3SA-RS IP-4S-RS IP-4S2-RS IP-4S2A-RS IP-4S3-RS

Total Slot 3 3 3 4 4 4 4

PCI Slot 2 1 2 3 2 3

ISA Slot 1 3

PSU Type AT AT ATX AT AT ATX AT

Chassis PAC-53GH
PR-1300G

PAC-53GH
PR-1300G PR-1300G PAC-400G 

PAC-42GH
PAC-400G 
PAC-42GH

PAC-400G 
PAC-42GH

PAC-400G 
PAC-42GH

Model IP-4S4-RS IP-4SA-RS IP-5S2-RS IP-5SA-RS IP-5SA2-RS IP-6S-RS IP-6SA-RS

Total Slot 4 4 5 5 5 6 6

PCI Slot 3 4 3 4 3 3

ISA Slot 3 1 2 2

PSU Type AT ATX AT ATX ATX AT ATX

Chassis PAC-400G 
PAC-42GH

PAC-400G 
PAC-42GH

PAC-52G
PR-1500G PR-1500G PR-1500G

PAC-52G
PAC-107G 

PAC-1000G

PAC-52G
PAC-106G
PAC-107G 

PAC-1000G

Model IP-7S-RS IP-7SA-RS IP-8S-RS IPX-9S-RS IP-10S-RS IPX-13S-RS

Total Slot 7 7 8 9 10 13

PCI Slot 4 4 4 8 4 12

ISA Slot 2 2 3 5

PSU Type AT ATX ATX/AT ATX/AT ATX/AT ATX/AT

Chassis PAC-700G 
PAC-1700G

PAC-700G 
PAC-1700G

PAC-125G
RACK-3400G

PAC-125G
RACK-3400G

PAC-125G
RACK-3400G

RACK-305G  
RACK-360G 
RACK-814G

RACK-3000G

P C I S A B P - S e l e c t i o n - V 1 3

PAC series wall-mount Chassis         	    4U Rack-mount Chassis
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Ordering Information
IP-3S-RS-R40	 3-slot backplane with 2 PCI slots
PAC-53GH	 3-slot half-size compact chassis
PR-1300G	 3-slot half-size compact chassis

Ordering Information
IP-3S2-RS-R40	 3-slot backplane with 1 PCI slot
PAC-53GH	 3-slot half-size compact chassis
PR-1300G	 3-slot half-size compact chassis

Ordering Information
IP-3SA-RS-R40	 3-slot backplane with 2 PCI slots
PR-1300G	 3-slot half-size compact chassis

Ordering Information
IP-4S-RS-R40	 4-slot backplane with 3 PCI slots
PAC-400G	 4-slot half-size compact chassis
PAC-42GH	 4-slot half-size compact chassis

P C I S A - B P 1 - V 2 2

 IP-3S-RS-R40

 IP-3S2-RS-R40

 IP-3SA-RS-R40

 IP-4S-RS-R40

ATX power
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PW1 CN1

ISA2

ISA3

ISA1

PCISA1

+5V 
+12V 

-5V 
-12V 
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Ordering Information
IP-4S2-RS-R40	 4-slot backplane with 2 PCI slots and 1 ISA slot
PAC-400G	 4-slot half-size compact chassis
PAC-42GH	 4-slot half-size compact chassis

Ordering Information
IP-4S2A-RS-R40	 4-slot backplane with 3 PCI slots
PAC-400G	 4-slot half-size compact chassis
PAC-42GH	 4-slot half-size compact chassis

Ordering Information
IP-4S3-RS-R40	 4-slot backplane with 3 ISA slots
PAC-400G	 4-slot half-size compact chassis
PAC-42GH	 4-slot half-size compact chassis

Ordering Information
IP-4S4-RS-R40	 4-slot backplane with 3 ISA slots
PAC-400G	 4-slot half-size compact chassis
PAC-42GH	 4-slot half-size compact chassis 0.00

5.00

91.41

118.50

47.19

6.55

0.
00

6.
25

17
.9

6

15
8.

45
16

4.
50

CN1 PW1
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 IP-4S2-RS-R40

 IP-4S2A-RS-R40

 IP-4S3-RS-R40

 IP-4S4-RS-R40

ATX power
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IP-5S2

Ordering Information
IP-4SA-RS-R40	 4-slot backplane with 3 PCI slots
PAC-400G	 4-slot half-size compact chassis
PAC-42GH	 4-slot half-size compact chassis

Ordering Information
IP-5S2-RS-R40	 5-slot backplane with 4 PCI slots
PR-1500G	 5-slot half-size compact chassis
PAC-52G	 5-slot half-size compact chassis

Ordering Information
IP-5SA-RS-R40	 5-slot backplane with 3 PCI slots and 1 ISA slot
PR-1500G	 5-slot half-size compact chassis

Ordering Information
IP-5SA2-RS-R40	 5-slot backplane with 4 PCI slots
PR-1500G	 5-slot half-size compact chassis

P C I S A - B P 3 - V 2 2

 IP-4SA-RS-R40

 IP-5S2-RS-R40

 IP-5SA-RS-R40

 IP-5SA2-RS-R40

ATX power

ATX power
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Ordering Information
IP-6S-RS-R40	 6-slot backplane with 3 PCI slots and 2 ISA slots
PAC-52G	 6-slot half-size compact chassis
PAC-107G 	 6-slot full-size compact chassis
PAC-1000G	 6-slot full-size compact chassis

Ordering Information
IP-6SA-RS-R40	 6-slot backplane with 3 PCI slots and 2 ISA slots
PAC-52G	 6-slot half-size compact chassis
PAC-106G 	 6-slot full-size compact chassis
PAC-107G 	 6-slot full-size compact chassis
PAC-1000G	 6-slot full-size compact chassis

Ordering Information
IP-7S-RS-R40	 7-slot backplane with 3 PCI slots and 2 ISA slots
PAC-700G	 7-slot half-size compact chassis
PAC-1700G	 7-slot half-size compact chassis

Ordering Information
IP-7SA-RS-R40	 7-slot backplane with 3 PCI slots and 2 ISA slots
PAC-700G	 7-slot half-size compact chassis
PAC-1700G	 7-slot full size compact chassis

P C I S A - B P 4 - V 2 2
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 IP-6SA-RS-R40

 IP-7S-RS-R40

 IP-7SA-RS-R40
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Ordering Information
IP-8S-RS-R40    	  8-slot backplane with 4 PCI slots and 3 ISA slots
PAC-125G 	 10-slot full-size compact chassis
RACK-3400G	 4U 10-slot half-size rack-mount chassis

Ordering Information
IPX-9S-RS-R41	 9-slot backplane with 8 PCI slots 
PAC-125G 	 10-slot full-size compact chassis
RACK-3400G	 4U 10-slot half-size rack-mount chassis

Ordering Information
IP-10S-RS-R40    	 10-slot backplane with 4 PCI slots and 5 ISA slots
PAC-125G 	 10-slot full-size compact chassis
RACK-3400G	 4U 10-slot half-size rack-mount chassis

Ordering Information
IPX-13S-RS-R40	 13-slot backplane with 12 PCI slots
RACK-305G	 4U 14-slot rack-mount chassis
RACK-360G	 4U 14-slot rack-mount chassis
RACK-814G	 4U 14-slot rack-mount chassis
RACK-3000G	 4U 14-slot rack-mount chassis

P C I S A - B P 5 - V 2 2
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IOWA-8522

 CPU 
Socket 479: Intel® Pentium® M or Celeron® M with a 400 MHz FSB 
On-board: 1 GHz zero cache or 600 MHz 512 KB cache Intel® Celeron® M

 System Chipset 
Intel® 852GM + ICH4

 BIOS 
AMI BIOS Label 

 Memory 
128 MB on-board DDR SDRAM 
One 200-pin 1 GB (max.) 200 MHz or 266 MHz DDR SDRAM SO-DIMM 
supported 

 Ethernet	 
Intel® 82562ET 10/100 Ethernet controller

 I/O Interfaces 
1 x RS-232 
1 x RS-232/422/485 
4 x USB 2.0 (by header) 
1 x LPT 
1 x FDD 
1 x Infrared Interface 
1 x 6-pin wafer on board for KB/MS 
2 x SATA with VIA VT6421A RAID 0, 1 function 
1 x IDE 
1 x CF Type II

 Digital I/O 
8-bit digital I/O (4-bit input, 4-bit output)

 Audio 
On board pin header supports 5.1 channel output via IEI audio kit

 Display 
18/24-bit dual-channel LVDS  
Analog CRT

 Watchdog Timer 
Software programmable support 1~255 sec. system reset

 Power Supply 
5V/12V, AT/ATX support

 Power Consumption 
5 V @ 5.29 A, 12 V @ 0.13 A Intel® Pentium® M 2.0G/1GB DDR SDRAM

 Temperature 
0ºC ~ 60ºC (32ºF ~ 140ºF)

 Humidity 
5%~95% non-condension

 Dimensions 
185 mm x 122 mm

Part No. Description

IOWA-8522-R10
Half Size ISA CPU card with Intel® Pentium® M / 
Celeron® M at 400 MHz FSB, LVDS/CRT for dual 
display, LAN, SATA with RAID, USB 2.0

IOWA-8522-1GZ-R10
Half Size ISA CPU card with Intel® Celeron M 
1GHz / Zero Cache, LVDS/CRT for dual display, 
LAN, SATA with RAID, USB 2.0

IOWA-8522-600-R10
Half Size ISA CPU card with Intel® Celeron® M 
600MHz / 512 K cache, LVDS/CRT for dual display, 
LAN, SATA with RAID, USB 2.0

AC-KIT08R-R10 5.1 channel audio kit with realtek ALC655  AC'97 
Codec 

19800-000049-RS LPT cable

32200-000017-RS FDD cable 

19800-000075-RS KB/MS cable with bracket 

CF-479B-RS CPU cooler

1 x IOWA-8522-R10 single board computer	

1 x Mini jumper pack

1 x ATA66 flat cable (P/N: 32200-000052-RS)

1 x Dual RS-232 cable (P/N: 19800-000051-RS)

1 x SATA power cable (P/N: 32102-000100-100/200-RS )

1 x KB/MS Y cable (P/N: 32000-133200-RS)

1 x USB cable (P/N: CB-USB02-RS) 2 x SATA cable (P/N: 32000-062800-RS) 

1 x Utility CD 1 x QIG

1. Supports Intel® Pentium® M or Celeron® M processors with 400MHz FSB 
2. On-board 128MB DDR SDRAM and  SO-DIMM DDR support up to 1GB 
3. Analog CRT, 18/24-bit dual channel LVDS output and dual display supported 
4. One RS-232, one RS-232/422/485 and four USB 2.0 
5. Two SATA with RAID 0, 1 
6. IEI One Key Recovery solution allows you to create rapid OS backup  

and recovery

Features

Packing List

Ordering Information

Specifications

F_Panel IDE 18-bit dual 
channel LVDS LPT FDD COM2 DIO

Infrared

COM1

Audio

LAN

VGA

KB/MS

KB/MS

2xSATAOn board 128 MB SDRAM
5V/12V Input

CF Slot SO-DIMM 1GB Max.

DDR266FSB 400

Option1: 1 GHz on-board ULV Celeron® M with 0 cache
Option2: 600 MHz on-board ULV Celeron® M with 512K cache

Half-size ISA CPU card supports Intel® Pentium® M or Celeron® M 
processors with a 400 MHz FSB and comes with LVDS, CRT, dual-display 
function, LAN, SATA with RAID support and USB 2.0

I O W A - 8 5 2 2 - V 2 2
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Part No. Description

IOWA-MARK-533-128MB-R11 ISA CPU card VIA MARK 533 MHz, VGA/ LVDS/TTL, 
LAN, Audio with on-board 128 MB memory

IOWA-MARK-800-128MB-R11 ISA CPU card VIA MARK 800 MHz, VGA/ LVDS/TTL,  
LAN, Audio with on-board 128 MB memory

32200-000017-RS FDD cable

19800-000049-RS LPT cable

1 x IOWA-MARK single board computer

1 x Mini jumper pack

1 x ATA66 flat cable (P/N: 32200-000052-RS)

1 x Single RS-232 cable (P/N: 19800-000047-RS)

1 x Audio cable (P/N: 19800-000111-RS)

1 x KB/MS Y cable (P/N: 32000-133200-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Utility CD 1 x QIG

1. ISA CPU card with a 533 MHz or 800 MHz VIA MARK processor
2. One 168-pin 512 MB (max.) PC133/100 SDRAM DIMM supported
3. Supports VGA, 24-bit TTL/ 18-bit dual channer LVDS
4. Two RS-232, four USB1.1
5. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

VIA MARK 800/533 MHz
fanless CPU cooler

20mm

1. ISA CPU card with on-board 333 MHz AMD Geode™ GX 466 processor
2. Flexible on-board, DIMM memory selection options
3. Enhanced TTL, RS-232, RS-422/485 and USB 2.0 interfaces for extended connectivities
4. RoHS Complaint
5. IEI One Key Recovery solution allows you to create rapid OS backup and recovery

Half-Size ISA card, fanless AMD® Geode GX SBC with on-board DDR memory, 
SATA RAID 0,1 function, and TTL support.

Part No. Description

IOWA-GX-466-128MB-R11 Half-size SBC with AMD® GX466 processor 333 MHz, 
CRT/LCD, LAN, Audio and onboard 128MB DDR RAM

19800-000049-RS LPT cable

32200-000017-RS FDD cable

19800-000058-RS RS-232/422/485 cable

1 x IOWA-GX single board computer

1 x Mini jumper pack

1 x IDE flat cable 40p/40p/40p ( P/N: 32200-000052-RS)

1 x KB/MS Y cable (P/N: 32000-133200-RS)

1 x USB cable (P/N: CB-USB02-RS)

1 x Audio cable (19800-000111-RS)

1 x Utility CD 1 x QIG

LVDS TTL

COM

LAN

K/M

VGA

Audio

IDEFDDLPT
168-pin DIMM Socket

4 x USB 1.1

On-board 
128 MB 
Memory 

IDEFDD LPT4 x USB 2.0 Audio24 bit 
TTL

VGA

LAN

K/M

RS-
232/422/485

COM Ports

IOWA-MARK-R11
Half-size ISA CPU card supports VIA MARK and comes with VGA, LVDS, TTL, 
LAN, audio and 128 MB of on-board memory

IOWA-GX-R11
Pure ISA CPU card with on-board  memory support

Packing List

Ordering Information

Specifications

Features

Packing List

Ordering Information

Specifications

Features

I O W A - M A R K - V 2 3

DDR SO-DIMM
up to  512 MB

CF Type II

 CPU 
On-board 533 MHz or 800 MHz VIA MARK 
processor

 System Chipset 
VIA MARK +  VT82C686B

 BIOS 
Award BIOS

 System Memory 
On-board 128MB SDRAM 
One 168-pin 512 MB (max.) PC133/100 
SDRAM DIMM supported

 Ethernet 
10/100Mbps Realtek RTL8100C Ethernet 
chipset

 I/O Interface 
4 x USB 1.1	 1 x IDE 
1 x FDD		  1 x LPT 
1 x Infrared	 2 x RS-232	  
1 x Keyboard and mouse (PS/2) 
1 x 6-pin header for keyboard and mouse 
1 x CF Type II

 Audio 
Realtek ALC655 with AC'97 codec

 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output

 CPU 
On-board 333 MHz AMD® Geode™ GX 466 
processor

 System Chipset 
AMD® Geode™ CS5536

 BIOS 
AWARD

 System Memory 
On-board 128 MB SDRAM 
One 200-pin 512 MB (max.) DDR 
200/266MHz SO-DIMM supported  

 Ethernet 
10/100Mbps Realtek RTL8100C Ethernet 
controller

 I/O Interface 
4 x USB 2.0 
1 x IDE 
1 x LPT 
1 x FDD 
1 x Infrared 
2 x RS-232 
1 x RS-422/485 
1 x Keyboard and mouse (PS/2)

	 1 x 6-pin header for keyboard and mouse 
1 x CF Type II

 Super I/O 
Winbond W83627EHG

 Display Interface 
VGA integrated in the VIA MARK  
24 bits TTL  
18-bit dual-channel LVDS

 Watchdog Timer 
Software programmable supports 1~255 
sec. system reset , by ICP6629

 Power Supply 
5 V only, AT and ATX support

 Power Consumption  
5 V @ 2.99 A, 12 V @ 0.09 A running 
an on-board 800 MHz 128 MB VIA 
MARK processor with 128 MB of PC133 
memory

   5 V @ 2.81 A, 12 V @ 0.04 A running 
an on-board 533 MHz 128 MB VIA 
MARK processor with 128 MB of PC133 
memory

 Temperature 
Operating: 0°C ~ 60°C (32°F~140°F)

 Humidity	  
Operating: 5%~95% non-condensing

 Dimensions 
185 mm x 122 mm 

 Weight 
GW: 1.0 kg

 Audio 
Realtek ALC203 with AC'97 codec

 Digital I/O 
8-bit digital I/O, 4-bit input/ 4-bit output

 Display Interface 
VGA integrated in the AMD® Geode™ 
GX 466 
24-bit TTL

 Watchdog Timer 
Software programmable supports 1~255 
sec. system reset

 Power Supply 
5V± 5%, AT and ATX power support

 Power Consumption  
5 V @ 0.92 A running a 333 MHz AMD 
Geode™ GX 466 with a 256 MB DDR 
DIMM

 Temperature 
Operating: 0°C ~ 60°C (32°F ~ 140°F)

 Humidity	  
Operating: 5% ~ 95% non-condensing

 Dimensions 
185 mm x 122 mm 

 Weight 
GW: 1.0 kg

On-board 128 
MB Memory

CF Type II
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Support ISA Slot on one backplane !  
For Half size ISA only Single Board Computer

Selection Guide

Model BP-3S-RS-R40 BP-4S-RS-R40 BP-5S-RS-R40 BP-6S-RS-R40

Total Slot 3 4 5 6

ISA Slot 3 4 5 6

PSU Type AT AT AT AT

Chassis PAC-53GH
PR-1300G

PAC-400G 
PAC-42GH PR-1500G PAC-52G, PAC-106G 

PAC-107G, PAC-1000G

Model BP-7S-RS-R40 BP-8S-RS-R41 BP-10S-RS-R40 BP-14S-RS-R40

Total Slot 7 8 10 14

ISA Slot 7 8 10 14

PSU Type AT AT AT AT

Chassis PAC-700G 
PAC-1700G PAC-130G PAC-125G 

RACK-3400G

RACK-305G 
RACK-360G 
RACK-814G

RACK-3000G

PAC series wall-mount Chassis	                       4U Rack-mount Chassis

The advantages of using this series of ISA cards are numerous:
1. Supports standard ISA slot on the BP series passive backplane.
2. Compatible with all available ISA cards BP backplane is also integrated with the ROCKY series ISA Card slot.

I S A B P - S e l e c t i o n - V 2 1

BP series Backplane
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I S A - B P 1 - V 2 2

Ordering Information
BP-14S-RS-R40	 14-slot backplane with 14 ISA slots
RACK-305G	 4U 14-slot full-size rack-mount chassis
RACK-360G	 4U 14-slot full-size rack-mount chassis
RACK-814G	 4U 14-slot full-size rack-mount chassis
RACK-3000G	 4U 14-slot full-size rack-mount chassis

 BP-14S

KEYBOARD CONNECTOR
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GND

+12V
-5V

VCC
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VCC
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 BP-14S-RS-R40

 BP-10S
7x 4.0

6- 4.0
17.96
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98
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125.04

224.51

20.32x9=182.88
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98
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Ordering Information
BP-10S-RS-R40	 10-slot backplane with 10 ISA slots
PAC-125G	 10-slot full-Size compact chassis
RACK-3400G	 4U 10-slot half-size rack-mount chassis

 BP-10S-RS-R40

BP-8S

6

21
7.

98
21

1

18
5.

93

13
9.
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14
9.

33
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.2
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56

0
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152.38

9.88

17
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0

7.5x4(OB)

6.5x4(OB)

16
.3

5

Ordering Information
BP-8S-RS-R41	 3-slot backplane with 3 ISA slots
PAC-130G 	 10-slot full-size compact chassis

 BP-8S-RS-R41

Ordering Information
BP-7S-RS-R40	 7-slot backplane with 7 ISA slots
PAC-700G  	 7-slot half-size compact chassis
PAC-1700G	 7-slot full-size compact chassis

 BP-7S-RS-R40

Ordering Information
BP-6S-RS-R40 	 6-slot backplane with 6 ISA slots
PAC-52G  	 6-slot half-size compact chassis
PAC-106G	 6-slot full-size compact chassis
PAC-107G 	 6-slot full-size compact chassis
PAC-1000G	 6-slot full-size compact chassis

 BP-6S-RS-R40

B
P
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S
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0 9.
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8
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98

68
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Ordering Information
BP-5S-RS-R40	 5-slot backplane with 5 ISA slots
PR-1500G         	 5-slot half-size compact chassis

 BP-5S-RS-R40

Ordering Information
BP-4S-RS-R40	 4-slot backplane with 4 ISA slots
PAC-400G	 4-slot half-size compact chassis
PAC-42GH	 4-slot half-size compact chassis

 BP-4S-RS-R40

B
P
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S

0
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0
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99

72.01

54.97

11.02

0

LED3LED2LED1 LED4

Ordering Information
BP-3S-RS-R40	 3-slot backplane with 3 ISA slots
PAC-53GH	 3-slot half-size compact chassis
PR-1300G	 3-slot half-size compact chassis

 BP-3S-RS-R40
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H P E C - K I T 0 1 - V 1 1

HPEC-KIT01
High-speed PCI-Express Communication to extend PCI slots. 
PCI interface is still be used by most I/O card. Base on this reason, IEI research and design the HPEC product line to 
balance this situation. The other reason is separated design. Let the whole system is more stable. 

Packing List

Part No. Description

HPEC-KIT01-R10
High-speed PCI-Express communication to extend PCI slots, 
HPEC-4401-R10+HPEC-8112-R10+HPE-5S-R50+ 5M HDMI 
cable+PR-1500GW/ACE-4518AP

1 x HPEC-4401-R10 for host system

1 x HPEC-8112-R10 for client system

1 x HPE-5S1-R50 for client system

1 x PR-1500GW/ACE-4518AP for client system

1 x 5 meters HDMI cable (32000-119900-RS)

2 x HDMI cable connectors lockable kit

1 x QIG (guick installation guide)

Features
1. PCIe x1 extend to four PCI interface
2. PCI-Express base technology v1.0a compliant
3. Automatic LVDS polarity reversal
4. Compatible with 5 V and 3.3 V PCI bus
5. 32-bit, 33 MHz/ 66MHz PCI interface supported

PCIe x1 interface for Host system 
(Motherboard, Full/Half size SBC with PCIe x1 slot supported )

Client system

Host system
Full-size SBC Half-size SBC

HPEC - 4401

IMBA/TMB

HPEC-8112

PCIe x1

HPE - 5S1
PR-1500G

HPEC System

HPEC System Configuration

Key Factor
Dimensions (mm)

1. HPEC-4401-R10
2. HPEC-8112-R10
3. HPEC cable kit
4. HPE-5S1-R50
5. PCIe x1 interface for Host system
   (Motherboard, Full/Half size SBC with PCIe x1 slot support )
6. PR-1500G/RACK-500G for client system

HPE-5S1 BackplaneHPEC-8112HPEC-4401

PCI

PCIe x1 HPEC-8112 plug in

Ordering Information

HDMI - Cabling


