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IEI provides the digital signage total solution including players, content creation software, and 
Administrating console. IEI owns the great flexibility and know-hows to quick response to your 
needs and offer the qualified technology integration, seamless service and field consultancy. 

iSignager
iSignager
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IEI's Digital Signage Turnkey Solution

ISignager-AdExpress
The iSignager-AdExpress is a quick and easy content layout design and playing arranging software. 
AdExpress allows users to insert the images and videos in the “content zone”, and allows to add 
one banner zone on the display .It is suitable for customers who want to save the designing and 
management time for Digital Signage. 

Key Functions
Web Base Management
iSignager AdExpress supports web 
base management. Users can remote 
access to a particular player and 
change the settings via Web

Fixed Template/ One Page UI Designing
iSignager AdExpress provides fixed template and one 
page designing interface. It let you save time for signage 
layout design and schedule updating.

Background  Music 
You can add background music easily. 
The background function can create a 
great scenario of signage application.

iSignager- AdDesign and AdMinistrator V3.X
The iSignager AdDesign is the advanced content design software. Different from the AdExpress,
users can personalize the display layout with iSignager AdDesign without any limitation.

Key Functions

Multiple Media Zones Display
iSignager AdDesign supports multiple media zones display 
simultaneously on one layout, including pictures, video and banners.

24-hour Scheduling Arrangement
The flexible scheduling system by iSignager AdDesign empowers 
diversified and versatile promotion campaigns. The specific 
information can be presented to target audience in specific time slots 
to enhance the promotion.

Support FTP
- Support internal FTP server
- Support FTP server setting for media content transfer

Log Report
Log management supports output CVS file format
for easy custom-made report FTP Log records the communication between the 
player and the FTP side, including content loading, Log data updates, etc. Player Log 
shows the detail information about a particular displaying file, for example a video. 
The information includes the display date, the start time, the end time and the playing 
duration.

Breaking News or Message
Real-time Broadcasting

iSignager-AdMinistrator V4.x 
The iSignager AdMinistrator V4.x is the advance management server for x86-based digital 
signage player. The iSignager AdMinistrator V4.x could be used as a management server and/or 
a FTP server as same as V3.x. In addition, iSignager AdMinistrator V4.x can Support Dual Player 
Management (RISC,x86) and make the central control easier. Based on V3.x, AdMinistrator V4.x 
has more advance functions as following:

Template Layout
Template function allows the users create a new  display layout from 
a template file, The users just have to import the media content and 
don’t need to spend time to design a new display layout 

Web Console
The users can login the players  via a web browser.  And then make 
the setting of the players.

User Account
Account function  let the users to set own user name and password, 
The users won’t see the designed content from the other accounts

Remote Monitoring
iSignager V4.x allows the users to monitor and check iSignager 
players Status such as content displaying , network setting ..etc  via 
a Http protocol 

Interactive Interface
iSignager V4.x support flash and Html files display. And the users 
can use the interactive devices such as touch screen or a mouse to  
control the contents

Hot Functions

iSignager Software Supported Table

Software AdExpress
AdDesign and AdMinistrator 
V3.x

AdMinistrator V4.x(Bundled 
with IS-Admin-BOX)

Supported 
Hardware

RISC Based SOC Series:
iSignager-300/iSignager-frame 
Series

RISC Based Sigma Design 
Series: iSignager-500A/510H/
iSignager-LCD Series

All of RISC Based Sigma De-
sign Series: All of X86 Based 
players
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iSignager-500A Series

iSignager-510H Series

iSignager-300 Series

Model iSignager-500A-R10 iSignager-500AWL-R10
Video Input Composite RCA x 1

Video Output

DVI VESA DVI-I connector x 1, up to 1920 x 1080 p @ 60Hz with the H/W scaler
Analog VGA D-sub 1-pin, up to 1920 x 1200

S-Video Mini-DIN 4 pin connector x 1
Composite RCA x 1

Audio Input Unbalanced stereo RCA jack x 2
Audio Output Unbalanced stereo RCA jack x 2, S/PDIF x1 

LAN RJ-45 x 1
Wireless N/A 802.11b/g wireless

USB USB A-type Connector x 2
RS-232 2 x RS-232

HDD Drive Bay 2.5" IDE HDD bay
SSD Drive Bay 1 x CF Type II slot

Construction Material ABS+ PC Plastic (front panel) 
Heavy duty steel

Dimensions 187.2 x 133.7 x 46 mm
Mounting VESA 75

Power Input 12VDC power adapter, 90VAC~240VAC input @5~60Hz, 45W
Power Consumption 8W

Operation Temparature 0°C~50°C
Net Weight 1.2 KGS
EMC/Safety CE, FCC, UL

Model iSignager-510H-R10 iSignager-510HWL-R10
Video Input Composite RCA x 1

Video Output

HDMI VESA HDMI connector x 1, up to 1920 x 1080 p @ 60Hz with the H/W scaler
Analog VGA D-sub 1-pin, up to 1920 x 1200

S-Video Mini-DIN 4 pin connector x 1
Composite RCA x 1

Audio Input Unbalanced stereo RCA jack x 2
Audio Output Unbalanced stereo RCA jack x 2, S/PDIF x1 

LAN RJ-45 x 1
Wireless N/A 802.11b/g wireless

USB USB A-type Connector x 2
RS-232 2 x RS-232

HDD Drive Bay 2.5" IDE HDD bay
SSD Drive Bay 1 x CF Type II slot

Construction Material ABS+ PC Plastic (front panel) 
Heavy duty steel

Dimensions 187.2 x 133.7 x 46 mm
Mounting VESA 75

Power Input 12VDC power adapter, 90VAC~240VAC input @5~60Hz, 45W
Power Consumption 8W

Operation Temparature 0°C~50°C
Net Weight 1.2 KGS
EMC/Safety CE, FCC, UL

Model ISIGNAGER-300-R10 ISIGNAGER-300WL-R10
Video Input Composite N/A

Video Output

DVI N/A
Analog VGA D-sub 1-pin, up to 720 x 480 with Scaler upto 1366 x 768
S-Video N/A
Composite N/A

Audio Input N/A
Audio Output 3.5mm Jack
LAN 1 x 10/100mBase-T
Wireless N/A 802.11b/g wireless
USB 1 x USB
RS-232 1 x RS-232
HDD Drive Bay N/A
SSD Drive Bay 1 x SD Memory Card Spec. 2.0 Slot
Construction Material ABS+ PC Plastic
Dimensions 216 x 122.1 x 36.7 mm
Mounting VESA 75
Power Input 12VDC power adapter, 90VAC~240VAC input @5~60Hz, 36W
Power Consumption 6W
Operation Temparature 0°C~50°C
Net Weight 0.7 KG 
EMC/Safety CE, FCC, UL

D i g i t a l  S i g n a g e - V 2 2

iSignager Players Selection Guide
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iSignager-800

iSignager-AdMinistrator Box

Model Name ISIGNAGER-800WL-N270/1GB/160G-R10
CPU Intel® Atom™ 1.6GHz/ 512KB L2 cache Processor N270 

Chipset Intel® 945GSE + ICH7M 

Memory Built-in 1GB DDR2 memorySystem support 1 x 240pin Dual Channel DDR2 400/533 MHz up to 2GB 

Storage
1 x 2.5" SATA HDD slot
1 x CF Type II slot
1 x SD Card slot 

OS Built-in Windows Embedded XP Standard OS in one 4GB CF card 

I/O

USB 2 x USB 2.0 on front panel
2 x USB 2.0 on rear panel 

COM 1 x RS-232 Port 

Video Output
 1 x VGA
1 x HDMI
1 x 7 Pin for S-Video & Component

Audio 1 x 3.5 mm Audio In and Out 

LAN 1 x 10/100mBase-T 

Wireless 802.11 b/g wireless 

Power 12VDC in 

Mounting VESA 75/ 100 

IR Type 1 x external IR by USB 

EMC/ Safety CE/FCC

Model Name ISIGNAGER-1000-Q354/E8400/2GB/
320G-R10

ISIGNAGER-1000-Q354/Q9400/2GB/
320G-R10

Chassis Design Desktop Desktop

Processor Intel® Core™ 2 Duo 3.0Ghz/6MB L2 cache Processor 
E8400

Intel® Core™ 2 Quad 2.66Ghz/6MB L2 cache Processor 
Q9400

Chipset Intel® Q35 + ICH9DO Intel® 945G + ICH7

Memory Two 240 pin 400/533/667 MHz dual channel DDR2 
supported (System max. 4GB, built-in 1GB)

Two 240 pin 400/533/667 MHz dual channel DDR2 
supported (System max. 4GB, built-in 1GB)

Display Integrated in 945G Integrated in 945G, with one VGA port

Ethernet 2 x GbE with RJ-45 2 x GbE with RJ-45

Wireless N/A 802.11 b/g wireless

Connector 2 x USB 2.0 at front
4 x USB 2.0 at rear

8 x USB 2.0
5 x RS-232
1 x RS-232/422/485

HDD 2 x SATA HDD, built-in 320 GB 2.5" HDD 1 x 3.5" HDD Slot (internal)
1 x 3.5" HDD Slot (external)

iSignager-1000

Model Name IS-ADMIN-BOX-CD352/DESKTOP-R10 IS-ADMIN-BOX-E2160/RACK-R10

Chassis Design Desktop Rack Mount

Processor
Intel® Celeron® D 3.2GHz/ 512KB L2 cache Processor 
352

Intel® Pentium® 4 3.4GHz, 2MB L2 cache Processor 651 

Chipset Intel® 945G + ICH7-R Intel® 945G + ICH7

Memory
Two 240 pin 400/533/667 MHz dual channel DDR2 
supported
(System max. 4GB, built-in 1GB)

Two 240 pin 400/533/667 MHz dual channel DDR2 
supported
(System max. 4GB, built-in 1GB)

Display Integrated in 945G, with one VGA port Integrated in 945G, with one VGA port

Ethernet 1 x GbE with RJ-45 1 x GbE with RJ-45

Wireless Optional Optional

Connector
2 x USB 2.0 at front
2 x USB 2.0 at rear
2 x RS-232

8 x USB 2.0
5 x RS-232
1 x RS-232/422/485

HDD built-in 1 x 160GB 3.5" SATA HDD built-in 1 x 160GB 3.5" SATA HDD

D i g i t a l  S i g n a g e - V 2 2

iSignager Selection Guide
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iSignager-Frame Series

Model iSignager-Frame-W07 iSignager-Frame-08 iSignager-Frame-W10 iSignager-Frame-W15

LCD

LCD Size 7" (Wide Screen) 8" 10.4"(Wide Screen) 15.6"(Wide Screen)

Max Resolution 800 x 480 800 x 600 1024 x 600 1366 x 768

Brightness (cd/m²) 300 300 400 250

Contrast Ratio 500:1 400:1 400:1 500:1

LCD Color 262 K 262 K 262 K 16.7 M

Pixel Pitch (mm) 0.1905(H) x 0.1905(V) 0.2025(H) x 0.2025(V) 0.2175(H) x 0.2175(V) 0.252(H) x 0.252(V)

Viewing Angle (H-V) 140 / 120 130 / 120 140 / 110 90 / 65

Backlight MTBF 20000 30000 40000 50000

Second Display 1 x VGA 1 x VGA 1 x VGA 1 x VGA

USB 1 x USB 2.0

Ethernet 1 x 10/100mBase-T

Wireless Optional 802.11 b/g wireless (Internal Antenna)

Serial Port 1 x RS-232

Audio out built-in 1.5W+ 1.5W AMP speaker
1 x 3.5mm audio phone jack

built-in 2W+ 2W AMP speaker
1 x 3.5mm audio phone jack

Remote Control Panel on/off, Volume Control, Brightness

Storage

HDD Drive Bay N/A N/A N/A 1 x 2.5" IDE HDD Slot

SSD Drive Bay 1 x SD Memory Card Spec. 2.0 Slot

Power

Input Voltage 12VDC in

Power adapter 40W ACDC Power Adapter, 90VAC~240VAC @50~60Hz input

Consumption 17W 17W 18W 20W

Mounting VESA Mount 75 VESA Mount 100

LED Function 1 x Power ON/OFF LED on the front panel

Operation Temperature 0°C~50°C

Dimension (WxLxD) (mm) 226 x 140 x 41 234 x 184 x 42 280 x 251 x 49 400 x 273 x 62.9

Net Weight (Kgs) 0.6 0.8 1.4 3.3

Front Panel Protection IP64

EMC/Safety CE, FCC, UL

D i g i t a l  S i g n a g e - V 2 2

iSignager Selection Guide



Digital 
Signage

3

3-�

www.ieiworld.comDigital Signage

1

All-in-One 
Touch POS

2

Optional 
Peripherals

7

PACSmate 
Medical

6

Automation 
Panel 
Solutions

4
Video Wall 
Controller

RISC-based 
Solutions 

5

www.ieiworld.com

iSignager-LCD Series

Model iSignager-
LCD-10

iSignager-
LCD-15

iSignager-
LCD-15S

iSignager-
LCD-15ES

iSignager-
LCD-17

iSignager-LCD-
17S

iSignager-
LCD-19

iSignager-LCD-
19S

iSignager-
LCD-W19S

LCD

LCD Size 10.4" 15" 17" 19"

Max Resolution 800 x 600 1024 x 768 1280 x 1024 1440 x 900

Brightness 
(cd/m²) 400 350 250 300 300

Contrast Ratio 500:1 400:1 600:1 800:1 1000:1

LCD Color 16.2 M 262 K 16.7 M 16.7 M 16.7 M

Pixel Pitch (mm) 0.264 (H) x 0.264 
(V) 0.297 (H) x 0.297 (V) 0.264 (H) x 0.264 (V) 0.294 (H) x 0.294 (V) 0.285 (H) x 0.285 

(V)

Viewing Angle (H-V) 120 / 100 120 / 100 160 / 160 160 / 160 170 / 160

Backlight MTBF 5000 5000 4000 5000 40000

OSD function N/A 7 KEYS 5 KEYS 5 KEYS 7 KEYS 5 KEYS 7 KEYS 5 KEYS 5 KEYS

Auto Dimming N/A Ambient Light 
Sensor N/A N/A Ambient Light 

Sensor N/A Ambient Light 
Sensor N/A N/A

Second Display 1 x DVI-I 
(DVI+VGA)

1 x DVI-I 
(DVI+VGA) N/A N/A 1 x DVI-I 

(DVI+VGA) N/A 1 x DVI-I 
(DVI+VGA) N/A N/A

I/O 

Video In/ 
Audio In

1 x RCA for composite video in 
1 x 3.5mm phone jack for audio in

USB 1 x USB 2.0

Ethernet 1 x 10/100mBase-T

Wireless Built-in 802.11 b/g 
wireless

Optional 802.11 b/g wireless
(for iSignager-LCD-15, iSignager-LCD-15SWL and 

iSignager-LCD-15ESWL only)

Optional 802.11 b/g wireless
(for iSignager-LCD-17 & iSignager-

LCD-17SWL only)

Optional 802.11 b/g wireless
(for iSignager-LCD-19, iSignager-LCD-19SWL & 

iSignager-LCD-W19SWL only)

Serial Port 1 x RS-232

Audio out built-in 1.5W+ 1.5W AMP speaker 
1 x 3.5mm audio phone jack

built-in 2W+ 2W AMP speaker 
1 x 3.5mm audio phone jack

built-in 3W+ 3W AMP speaker 
1 x 3.5mm audio phone jack

Remote Control

Panel on/off
Volume Control

Brightness
Contrast

Panel on/off
Volume Control

Brightness

Panel on/off
Volume Control

Brightness
Contrast

Panel on/off
Volume Control

Brightness

Panel on/off
Volume Control

Brightness
Contrast

Panel on/off
Volume Control

Brightness

Storage
HDD Drive Bay 2.5" IDE HDD bay

SSD Drive Bay 1 x CF Type II slot

Power

Input Voltage 12VDC in

Power adapter 60W ACDC Power Adapter, 90VAC~240VAC @50~60Hz input

Consumption 27W 27W 41W 42W

LED Function 1 x Power ON/OFF LED on the front panel

Operation Temperature 0°C~50°C

Dimension (WxLxD) 276 x 227 x 51 
mm 393 x 308 x 61 mm 428 x 350 x 65 mm 470 x 383 x 67 mm TBD

Net Weight 1.33 KG 3.2 KG 3.8 KG 4.4 KG TBD

Front Panel Protection IP64

EMC / Safety CE, FCC, UL
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iSignager Selection Guide


