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KM-086 86-key Water-Proof Industrial Keyboard with 
Pointing Device (Mouse)

  Industrial silicone rubber keyboard for water and dust proof
  Pointing LED backlight with four levels of backlighting
  Rugged computer pointing device (Mouse) 
  Standard PS/2 type keyboard and mouse connectors 
  Easy access to the operating system with Microsoft Window keys

Main Feature

Material
Industrial Silicon Rubber Keyboard/Pointing Device 
(Mouse) and Plastic Case.

Keyboard
Integrated 86-ket keyboard with pointing LED.
Support English keyboard.

Pointing LED 
Backlight

Four levels of backlighting (including off)

Connector Standard PS/2 type 6-pin Mini-DIN adapter

Operating 
Temperature

0C˚ ~ +50C˚

Relative Humidity 0% ~ 85%, non-condensing

Vibration
5~17Hz, 0.1”double amplitude displacement
17~640Hz, 1.5G acceleration part to part 

Shock 10G acceleration part to part (11ms)

Colors Black

Dimension 304mm x 169mm x 38mm

 Specifications

 Ordering Information

 KM-086-US 
 86key Water-Proof Keyboard with Pointing Device for 

English language

IEI’s water-proof IP68 industrial keyboard 
provides perfect options for portable and 
compact applications. 

The KM-086 offers both a rugged keyboard 
and rugged computer pointing device 
(Mouse)  in one compact package. It 
boasts a completely sealed and ruggedized 
construction that allows it to meet IP68 
specifications. to protect water and dust. 
The KM-086’s backlighting is available with 
yellow or red blue and orange LEDs and 
four levels of backlighting. 

 Dimensions

IP68 Certificate

ICP Electronics Inc. Environment Test
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IP68

IEC 60529 

Mounting hole
M4 type


